
ROBOMOTE: ENABLING MOBILITY IN SENSORNETWORKS

Karthik Dantu,MohammadRahimi,Hardik Shah,SandeepBabel,AmitDhariwal, GauravS.Sukhatme

Deptof ComputerScience,
Universityof SouthernCalifornia,

941W 37thPlace,
LosAngeles,CA 90089.

Email: (dantujmhr jbabeljdhariwaljgaurav)@usc:edu;hardik@gmail :com

ABSTRACT

Severeenergy limitations,anda paucityof computationposeaset
of dif�cult designchallengesfor sensornetworks.Recentprogress
in two seeminglydisparateresearchareasnamely, distributedrobotics
andlow powerembeddedsystemshasledto thecreationof mobile
(or robotic) sensornetworks. Autonomousnodemobility brings
with it its own challenges,but alsoalleviatessomeof the tradi-
tional problemsassociatedwith staticsensornetworks. We illus-
tratethis by presentingthe designof the robomote,a robot plat-
form that functionsas a single mobile nodein a mobile sensor
network. Webrie�y describetwo casestudieswheretherobomote
hasbeenusedfor tabletop experimentswith a mobilesensornet-
work.

1. INTR ODUCTION

Sensornetworkshold thepromiseof revolutionizingourdaily life
by ubiquitouslymonitoringour environmentand/oradjustingit to
suit our needs.The bene�ts of this technologyhave beenelabo-
ratedat lengthin theliterature[1, 2, 3, 4]. Therealizationof such
networks posesmany challengeswhich are the subjectof active
researchin the �eld. Theseincludechallengesstemmingdirectly
from thepaucityof computation,storageandenergy, systemschal-
lengessuchas unattendedlong term function, routing and dis-
tributedcomputation(e.g.,for localization,calibration,time syn-
chronization),and�nally , challengesassociatedwith thedynamics
andspatio-temporalirregularityof theenvironmentswithin which
thesenetworksareexpectedto function.

As an illustration of theutility of autonomousnodemobility
within sensornetworkswe presentthehardwareandsoftwarede-
sign of the robomote,a robot platform that functionsasa single
mobile nodein a mobile sensornetwork. We describetwo case
studieswherethe robomotehasbeenusedfor table top experi-
mentswith a mobilesensornetwork. For designandusagedetails
beyond thosedescribedin this paper, thereaderis directedto the
robomotewebsitehttp://robotics.usc.edu/ � robomote .

2. APPLICATIONS OF MOBILITY

Controlledmobility enablesawholenew setof possibilitiesin sen-
sornetworks.Theability to actively changelocationcanbeusedto
mitigate/solve many of thedesignchallengesoutlinedabove. Be-
fore we look at someof theadvantages,we would like to clarify
thatcontrolledor roboticmobility is differentfrom mobility in the

context of Mobile AdhocNetworks(MANETs). MANET studies
considermobility asa given(e.g.,asexperiencedby portablede-
vices suchascell phonesor laptops). They study the effectsof
mobility andassumeno control over it. However, controlledor
roboticmobility is theability of a network to move intentionally,
andwithout humanassistance.We outlinesomeof advantagesof
controlledmobility below.

Deployment: Controlledmobility canbeusedto deploy sen-
sorsat optimal locationsfor monitoring. As an examplesee[5]
whereinanalgorithmfor deploying a fully mobilesensornetwork
hasbeenproposed.We couldconceive of a family of algorithms
for deploymentsthathave varyingratiosof staticto mobilesensor
nodesthat optimizevariousmetricslike maximumcoverage,re-
quiredconnectivity [6] etc.

Adaptive Sampling: One of the fundamentalrequirements
from a sensornetwork is to sampleits environment.It is possible
to think of adaptivesamplingstrategieswherespatialadaptationis
by theuseof mobility [7] sinceit is notpossibleto deploy sensors
at all possiblesamplinglocationsa priori.

Network Repair: One of the main problemsof adhocde-
ploymentis thelack of guaranteedconnectivity (or a certainlevel
of connectivity) in the network. Suchsituationscanbecorrected
by having a few mobilenodeswhich canactively move to desired
locationsandrepairbrokennetworks.

Energy Harvesting: Methodshave beensuggested[8] to use
mobilesensornodesto physicallytransportenergy in thenetwork
from areaswhereit is availablein plentyto otherregionswhereen-
ergy availability is scarce.Using suchtechniquesself-sustaining
networks which rely on sourceslike solarenergy could be built,
therebymitigating the energy constraintwhich is fundamentalto
sensornetwork design.

Event Detection: Detectingspatiallyand temporallyspread
environmentaleventsis a fundamentalfunction of a sensornet-
work. An initial network deployment might not be the optimal
deployment of nodesto detectevents in time. We can correct
this problemby having mobilenodesthatmove to regionsof high
probabilityof event detectionover time. This arrangementcould
alsobe dynamicwith mobile nodesrepositioningthemselves [5]
asandwhenrequired.



Fig. 1. Therobomote

3. ROBOMOTE: HARDWARE AND SOFTWARE DESIGN

3.1. Intr oduction

The robomotewasdesignedto be a tabletopplatform for experi-
mentsin mobilesensornetworks. An initial designwaspresented
in [9]. This paperdescribesthe secondincarnationof the robo-
mote. Theprimarydesigngoalsfor the robomoteareeaseof de-
ployment,andcost.

Keepingthesein mind, the robomoteis designedto be com-
patiblewith thepopularmoteplatform([10]). Therobomote(Fig-
ure 1) consistsof an Atmel 8535 microcontroller. This is a 8-
bit AVR RISC MCU with 8k bytesof In-systemprogrammable
�ash alongwith 512 bytesof EEPROM and512 bytesof Inter-
nal SRAM. The microcontrolleralso incorporatesvariousdesir-
ablefeatureslike programmablesleepmodesandreprogramming
capability. It hastwo motors,compassfor headingandIR sensors.
Eachof theseis describedin further detail below. The robomote
is completewith theadditionof a mote. Themoteis usedasthe
master. All basicfunctionalityof therobomoteis exportedto the
motevia modularinterfaces.We have alsowritten TinyOS com-
ponentsfor the moteto incorporatecontrol of the robomoteinto
TinyOS application.Justasthe motehasa radiocomponentand
cansendout packets,it now hasanactuationcomponentandcan
commandmotionsasneeded.

3.2. Hardware Ar chitecture

3.2.1. InternalCommunication

Communicationbetweenthe robomoteandthe mote is via a se-
rial interfaceandcanachieve speedsof upto 19.2kbps. Thereis
a byte-to-bytereliability establishedvia acknowledgementsfrom
the robomotefor every byte received. This helpsdetectloss of
commandsand/ordata. Eachcommandconsistsof two bytes- a
commandandcorrespondingdata. Somecommandsdo not have
any datato bepassedandarepadded(eg: getcompassheading).

3.2.2. Motion Control

ThewheelsaredrivenusingDC motorsfrom Micromo at 6V and
outputpower 1.41W. The ef�ciency of the motorsis 71% with a
no-loadspeedof 16,300rpmanda no-loadcurrentof 30mA. The
motorsarecontrolledusinganH-bridge,madefrom discretecom-
ponents,which utilizes PulseWidth Modulation (PWM) for its
operation.Thefour signalswhich control themotorsarePWM1,
PWM2,Direction1andDirection2.By changingthedirectionbits,
thedirectionof themotorscanbereversed.Motion controlis trig-
geredby velocity anddistancecommandsfrom the mote. These
commandsareconvertedto thecorrespondingPWM anddirection
values.Thegearratio is 25:1. The robomoterelieson odometry
for movementfrom onelocationto another. ThefeedbackusesIR
TX/RX mechanismfor sensingthenumberof ticks on thewheel.
For onecompleterevolution of thewheel,150 ticks areavailable
for feedbackcontrolat a leastcountof 6 ticks (approximately14
degrees).This is thenfed backto the countersof the Atmel Mi-
crocontroller. A PI controllerthatcompensatesfor odometryerror
hasbeenconstructed.It runsat a frequency of 2 Hz andusesthe
differencein ticks betweenthe left and right wheelsasan error
signal. Thecontrolleroutputsaresentascorrectionsto thePWM
signalsthatareappliedto themotors.This controlleris bypassed
for turncommandsandcalibrationto avoid additionalcomplexity.

3.2.3. Compass

The compasson the robomoteis a 2-axisHoneywell HMC1022
IC. It is con�gured asa 4-elementWheatstonebridge. Eachele-
mentis a magneto-resistive sensorwhich convertsa sensedmag-
netic �eld to a differentialoutputvoltage. From this two analog
readingsareobtained,onethatsensestheEarth'sNorth-South�eld
andthe otherat 90 degreesto the �rst (i.e. West-Eastreadings).
The sensorsarenot absoluteandmustbe calibratedat robot ini-
tializationandperiodicallythroughoutusage.This is doneby pe-
riodically enteringa calibrationphasewheretherobomotemakes
a full turn to detectthemaximumandminimumreadingsandsets
themasreference.The compasscanbe run in two modes:free-
running,andsingleconversion. We useit in a singleconversion
modeto conserve energy by avoiding usagewhen not required.
Whena requestfor a compassreadingis obtainedfrom themote,



currentis passedthroughthecompass.Thiscausesthecompassto
activateandtheazimuthreadingis obtainedwhich is passedback
to themote.
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Fig. 2. Hardwarearchitectureof therobomote

3.2.4. IR ProximitySensors

The robomotehastwo infrared transmittersandonereceiver on
eitherend.TransmittersproduceIR signalsof 940nmwavelength
whicharemodulatedat40KHz over1.5KHz in orderto rejectthe
maximumamountof ambientlight. The receiver hasa viewing
angleof 40 degreeswith 80% sensitivity. The receivers can be
selectedby usinga multiplexer andan interrupt is generatedon
thecontroller's externalinterruptchannel.Thesesensorsareused
to detectobstaclesin thepathof motionof therobomote.Obstacle
avoidancerunsin thefree-runningmode.If thereceivedIR signal
is above a thresholdvalue,anobstacleis detectedandthemoteis
signalled.

3.2.5. RechargeableBattery

The robomoteis provided with a rechargeableLithium Ion bat-
tery andcanbe chargedeitherby solarenergy or by a DC wall
charger. Thewall chargerusesLTC1734chip from LinearTech-
nologies.ThesolarchargerusestheLTC1734Lfrom Lineartech-
nology. For the solarcharger, the minimum currentsuppliedto
the batteryis 50mA, which can be increasedby a NV trimmer
potentiometer(DS1804).The batteryitself is a Li-Ion prismatic
rechargeablebatteryfrom RENATA. The typical capacityof the
batteryis 345mAhandit hasanominalvoltagerangeof 3.7V. The
massof thebatteryis 10.1g. It is interestingto comparerobomote

Fig. 3. A groupof robomotes

Table 1. Power consumptionof peripherals
COMPONENT POWER CONSUMPTION

(in mW)
BothMotorsOn 720

Compass 60
BothLEDs 44

All externalservices
off (MCU + MOTE VDD 36

+ Leakage)
Mica2Processor 33

Mica2RadioReveive 29
Mica2RadioTransmit 42

power consumptionwith the Mica2 mote as describedin [11].
Notethatactuation(physicalmovement)drawsmuchmoreenergy
thancomputationor communication(Table1). Hence,theenergy
consumptionin increasingorder is attributableto Computation
< Sensing< Communication < Actuation. This is animportant
designconsiderationto keepin mind while designingalgorithms
for mobilesensornetworks.

3.3. Software Ar chitecture

Themoteis usedasthemaster. Hence,thesystemsoftwareon the
robomotehasbeendesignedto provide the basicfunctionalityas
moduleson the mote. We have designedmodulesin TinyOS to
allow easyaccessto robomote's functionality for sensornetwork
experimenters.TheTinyOSmodulesconsistsof two layers.There
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Fig. 4. Block diagramof softwarecomponents

is a Hardware AbstractionLayer thathandlesthecommunication
with therobomote.Thesecondlayerexposesthe functionalityof
eachindividual feature(e.g.,compass)of therobomoteto applica-
tions in TinyOS.It is possibleto includejust therequiredcompo-
nentsinto existing TinyOSapplicationsfor easeof understanding
andcleardesign. This is illustratedin Figure4. Actuation is
supportedon the mote via threesimple commandsas shown in
Fig. 5. Eachcommandresultsin aneventto notify thecompletion
of the command.Similarly, functionality of the compassandIR
areexposedto themotevia simpletwo-way interfacesasshown in
Fig. 6.



commandRobomote.Move(uint8 t distance)
� Move straight for distancecm.

commandRobomote.Turn(uint8 t angle, uint8 t direction)
� Turn relative to current position in
anti� clockwise(direction=1)/clockwise(direction=0)
by angle degrees.

commandRobomote.ATurn(uint8 t angle)
� Turn to absoluteposition angle degrees.

event result t Robomote.MoveDone()
� Signify completion of the move command.

event result t Robomote.TurnDone()
� Signify completion of the turn command.

event result t Robomote.ATurnDone()
� Signify completion of the absoluteturn command.

Fig. 5. ActuationInterfaceprovidedby robomote

commandresult t Compass.calibrate()
� Calibrate the compass.

event result t Compass.calibrateDone()
� Signal end of calibration of compass.

commandresult t Compass.getData()
� Get the compassreading.

event result t Compass.dataDone(uint8 t az)
� Signal end of compassreading.

commandresult t IR.enableObstacleAvoidance()
� Enablesignalling of obstacles.

event result t IR.obstacle()
� Signal presenceof obstacle.

Fig. 6. IR sensorsandCompassInterface

4. CASE STUDIES - EXPERIMENTS USING THE
ROBOMOTE AS A MOBILE SENSORNODE

4.1. DetectingLevel Setsof Scalar Fields using a Mobile Sen-
sor Network

4.1.1. Problem

A staticsensornetwork is deployedin a boundedarea.Theprob-
lemis to detectlevel sets(contours)of thesensedscalar�eld (e.g.,
isobarsfor pressure,isothermsfor temperature).A singlemobile
sensornodeis availablein additionto theensembleof staticnodes.

4.1.2. Algorithm

Weusea controllaw proposedin thecontext of sensor-basedpath
planning[12] for this purpose.Thecontrol law hasbeenadapted
for thesensornetwork case.Themobilenodesqueriesstaticnodes
in its neighborhoodand computesthe optimal location velocity
using�eld gradientinformationfrom eachneighbor. Simulation

resultsshow thatthepercentageof successin detectingthedesired
level set is above 80% for nodedegreesgreaterthan 7-8 of the
staticsensornetwork. A simulationtraceof themobilenode'spath
asit navigatestowardsthecontourof interestis shown in Figure7.

Fig. 7. Pathof mobilenodein a contourdetectionsimulation

4.1.3. Experiments

We performedexperimentson a testbedcomposedof staticnodes
(motes),a robomote,andan overheadvision system[13]. These
experimentsareperformedto validatethe algorithmin the pres-
enceof odometryerror. The experimentsconsistedof a Matlab
setupon a PC that simulatednodedeployment. The robomote
would querythe PC to readthe sensorreadingsof its immediate
neighbors. Basedon it, motion control commandswere gener-
atedin Matlab. Thesewereexecutedby the robomoteon theex-
perimentaltestbed.This processwasiterateduntil the robomote
reachedthedesiredcontour(within a margin of error).

Twenty nodesweredeployed in a 4ft by 8 ft areaandradio
rangewassetto 2.8 feet. The averagenodedegreewasapproxi-
mately8. Eachexperimentwasrepeated� ve timesandtheaver-
ageresult is shown in tablebelow. The ratio of traveleddistance
to optimal is about1.5. Successpercentagefor thesetrials were
between75%and80%.

OptimalDistance TraveledDistance Ratio
5.5 8.3 1.509
5 6.1 1.22
5 7.6 1.52
3 5.5 1.83
5 7.8 1.56

Table2. Experimentalresultsontherobomote(averagedover � ve
runseach)

4.2. Bacteria inspiredrobotsfor envir onmentalmonitoring

4.2.1. Overview/ExperimentMotivation

The secondcasestudywe describeaddressesthe problemof lo-
cating and trackinga light sourceusing the photogradientgen-
eratedby it usingmobile sensornodes(robomote)on a tabletop
testbed.We implementedan algorithmbasedon biasedrandom
walk (detailsin [14]), modeledon taxis in bacteria,for tracking



gradientsources.Using gradientinformationanda rudimentary
motionstrategy, themobilesensornodesareableto trackgradient
sourcesanalogousto themannerin whichbacteriadetectandtrack
potentialfood sourcesusinglocally sensedgradients.

4.2.2. Experimentswith robomote

We carriedout experimentson the robomoteto validateour sim-
ulationresultswith actualmobilesensornodesexecutinga biased
randomwalk. We useda MICA moteto provide thecontrolcom-
mandsto therobomoteusingTinyOS.Weusedthetwo basiccom-
ponentsmove androtate for controllingtherobomoteto carry
out the biasedrandomwalk. We useda basicsensorboardwith
a photodetectorthat could sensethe light gradientgeneratedby
thelight source.Thepositionof therobomoteon thetestbedwas
tracked using an overheadvision systemwhich capturedimage
framesandpassedtheseto a tracker for dataanalysisandstorage.

Figure 8 shows the magnitudeof the distancebetweenthe
robomoteand the light sourceasa function of time. The �gure
comparesdatafrom the robomoteandsimulation. Thedatafrom
experimentsagreewith the resultsobtainedfrom the simulation
work presentedin [14]. We carriedoutanothersetof experiments
with two equalintensitysourcespresentat the sametime at op-
positecornersof thetestbedandstartedtherobomoteat distances
d (d = 25%,50%and75% positionson the testbed). We started
with only onesourceswitchedon initially at t = 0s. At t = 180s.
we switchedon thesecondsourcelocatedat the otherendof the
testbed.This wasfollowedby switchingoff the �rst sourcecom-
pletelyat t=435s.We repeatedtheexperimentfor differentvalues
of d (d = 25%,50%and75%positionsonthetestbed)).Theresults
(Figure9) obtainedusing the robomotewere in agreementwith
our simulationresults. Bene�ts of Mobility Having brie�y de-

Fig. 8. Mobile sensornodemoving towardsa singlesource

scribedtwo casestudies,its worthwhile revisiting theadvantages
of usingcontrolledmobility.

4.2.3. Enablesnew capabilities

Controlledmobility enablesnew capabilities.It isevidentthatboth
of theaboveapplicationswouldnothavebeenpossiblewithoutthe
useof mobility.

4.2.4. DistibutedNature

Oneof theperceiveddesignconstraintsof sensornetworksis their
distributednature.In our �rst casestudy, themobilenodequeries

Fig. 9. Mobile sensornodetrajectorywith multiplesources

only its neighbors.This schemereducesthecommunicationover-
headamongstaticsensornodes.Queryingneighborsdependsonly
on thedensityof thedeployednetwork andnot on thetotal nodes
deployed. Thus suchalgorithmsare scalablein comparisonto
techniqueswhereall or somefractionof thedatafrom thenetwork
needsto bepulledout. Notehowever thatactuationhasanenergy
cost.Thetradeoffs betweenenergy saving by reducingcommuni-
cationto energy expensedueto actuationmake for moredetailed
studyona percasebasis.

4.2.5. DeploymentandCoverage

Another designconstraintof sensornetworks is the problemof
deployment and coverage. Most sensornetworks are deployed
to monitor eventsin their environment. Due to a variety of fac-
tors, thepatternof occurancesof theseeventsmight vary in time
andspace.This requiresthesensorsto redeploy themselvessuit-
ably. Considerthe�rst casestudy. Assumethatthelevel setbeing
soughtwastheeventof interest.Uponexecutionof thealgorithm,
themobilenodeswould redeploy themselvesaroundtheevent of
interest.Thisis anexampleof dynamicredeploymentof thesensor
network adaptingto changesin theenvironment.

4.2.6. LimitedResources

Oneotherconstraintof sensornetworks is limited resources.The
algorithmsusedin boththecasestudiesaboveretainminimalstate.
Theiroperationworksin two steps- querysensors,andactuate.In
this we draw inspirationfrom a legacy of reactive roboticsliter-
aturewherethin connectionsbetweensensingandactuationhave
beenshown to besurprisinglyrobustandpowerful [15].

In thetwo casestudiespresentedhere,thereis no retentionof
state. Hence,memoryutilization is minimal, andcomputationis
simpleenoughto runeasilyonthemotehardware.Thusthesetwo
casestudiesillustratethatit is possibleto usemobility with limited
resourcesto implementusefulapplications.

Ascanbeseen,therearenumerousbene�tsof usingcontrolled
mobility in sensornetworks. However, therearemany challenges
also.Theseareelaboratedin thenext section.

5. CHALLENGES IN ENABLING MOBILE SENSOR
NETWORKS

Adaptive Localization: Therehasbeena lot of researchin the
areaof probabilisticlocalizationin roboticsoff late[16]. Incorpo-



ratingmobility intosensornetworkswouldneeddistributedlightweight
implementationsof suchalgorithmsto implementlocalizationin
sensornetworks.

Coverage: Maximizing coverage[17] in sensornetworksus-
ing staticandmobilenodeshasreceivedsomeattention.However,
therehasnotbeenmuchwork onmobilesensornetworksandhow
they couldbeusedto adaptnetworksby varyingcoveragedynam-
ically.

Massive Reprogramming: Massive reprogrammingof sen-
sornetworksis oneof theenvisionedproblems[18]. It is possible
to considersolutionsusingmobilenodesthattravel acrossthege-
ographyof thesensornetwork, reprogrammingpartsof it.

Distrib uted Calibration: Another hard problem in sensor
networks is calibratingthesensors,particularlywhenthesensors
usedarecheapanderroneous.Wecanthink of having acalibrated
sensoron a mobilenodeandthemobilenodecoveringtheareaof
sensornodedeploymentcalibratingthenodesin its neighborhood.

Network Repair: An interestingareaof work is thatof net-
work repair. As mentionedearlier, it canbe imaginedthata few
mobilenodescanbeusedto repairstaticnetworksby positioning
themselvesat hotspotsor pointsof disconnection.However, mov-
ing themobilenodesexpendsenergy andthereis scopefor study
of the tradeoff. This alsomakes for interestingtheoreticalstudy
for optimalalgorithmsto move themobilenodes.

6. CONCLUSIONS

We presentedthe robomote,a mobile robotic testbedfor mobile
sensornetwork experiments. We also presentedtwo casestud-
ieswheretherobomotewasusedto experimentallyvalidatealgo-
rithms designedfor next generationmobile sensornetworks. Fi-
nally, we enumeratedsomeof thepotentialissuesthatneedto be
resolvedin orderto enablemobility in sensornetworks.
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