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Abstract—
We describeLocalization-SpaceTrails (LOST), a method that

enablesa team of robots to navigate betweenplacesof interest in
an initially unknown envir onmentusinga trail of landmarks. The
landmarks are not physical; they are waypoint coordinatesgen-
erated on-line by eachrobot and shared with team-mates. Way-
points are speci�ed in each robot's local coordinate system,and
contain referencesto featuresin the world that are relevant to the
team's task and commonto all robots. Using thesetask-level ref-
erences,robotscan share waypoints without maintaining a global
coordinatesystem.

The method is tested in a seriesof real-world multi-r obot ex-
periments. The resultsdemonstratethat the method(i) copeswith
accumulating odometry error; (ii) is robust to the failur e of indi-
vidual robots; (iii) convergesto the best route discovered by any
robot in the team. In oneexperiment, a team of four autonomous
mobile robotsperformsa resourcetransportation task in our unin-
strumented of�ce building . Despitesigni�cant divergenceof their
local coordinate systems,the robots are able to share waypoints,
forming and following a commontrail betweentwo predetermined
locations for more than 3 hours, traveling a total of 8.2km (5.1
miles) before running out of power.

Designed to scale to large populations, LOST is fully dis-
trib uted, with low cost in processing,memory and bandwidth. It
combinesmetric data about the position of features in the world
with instructions on how to getfr om oneplaceto another; produc-
ing somethingbetweena map and a plan.

I . INTRODUCTION

Antsform supplycolumnsto relocatevaluableitemsthrough
complex, dynamicenvironments. Their remarkableeffective-
nessis due to a highly robust strategy of local interactions
amonga large numberof autonomousagents. The chemical
trails formedby antsalongtheir supplyroutesarerobustwith
respectto changesin the environmentand to the `failure' of
many individual ants[1], [2], [3]. Self-organizedin this way,
theantsaremoreeffective andef�cient thanthey would beas
individuals;ananttrail is `morethanthesumof its parts'.

Thesepropertiesareattractive to agentdesignersin general
andin particularto robotbuilderswhocanseeimmediateappli-
cationsfor robotsupplycolumnsin hazardousor tediousenvi-
ronments.Weaimto useant-inspiredtrail followingasameans
to perform cooperative path-�nding in general,and resource
transportationin particular.

In this paperwe describea methodfor generatingand us-
ing trails of landmarksto navigatebetweenplacesof interest.
Thelandmarksarenot physical;they arewaypointcoordinates
generatedon-line by eachrobot and sharedwith team-mates
over a radio network. Waypointsarespeci�ed with reference
to featuresin theworld thatarerelevantto theteam's taskand
commonto all robots. Using suchtask-level featuresasland-
marksavoids theneedfor recognizingandnaminganexternal
setof objectsthat areotherwiseirrelevant to the task. Using
thesecommonlandmarks,eachrobot cantransformwaypoint

coordinatesinto its local referenceframe,avoiding thecostof
maintaininga �x edglobal coordinatesystem.Trails converge
on`good' routes,where`good' is speci�edby adistancemetric
whichcanbede�ned to suit theapplication.

We presentsimple datastructuresthat combinelandmarks
into usefultrails,andalgorithmsfor generating,sharingandus-
ing the trails. We call themethod`Localization-SpaceTrails',
abbreviated to `LOST'. The meansfor generatingand using
trails are looselyanalogousto ant trail following. Insteadof
directly modifying their physicalenvironmentlike ants[1] or
performinganinformation-transmittingdance[4] aboutlearned
landmarks[5] like bees,our robotscommunicatelandmarkin-
formation over a wirelessnetwork. This communicationre-
quiresvery little bandwidthandis well within thecapabilities
of currentnetworks.

The methodis appliedto an example`resourcetransporta-
tion' task, in which multiple autonomousrobots�nd and re-
peatedlytraversea pathin anunknown environmentbetweena
known `home'andasupplyof resourceataninitially unknown
position.This is nota toy or contrivedsystem;ourexperiments
are performedwith teamsof threeand four real robotsin an
unaltered,uninstrumentedof�ce environment. The robotsuse
standardsensors,onboardcomputationandhave no prior in-
formationabouttheworld. Runningthe�nal versionof LOST
describedbelow, therobotsshuttlebetweenhomeandgoal for
hourswithouthumanintervention.

A. Task

A teamof robotsworksto transportresourcein anunknown
environment.Robotsstartfrom a homepositionandsearchfor
a supplyof resources.On reachingthe source,they receive a
unit of resourceandmust returnhomewith it, thenreturn to
fetchmoreresourcerepeatedlyfor thelengthof a trial.

Achieving this taskreliably with robotswould meeta real-
world need. For examplea factory may requirea supply of
widgetsmanufacturedat positionA to be transferredby robot
to positionB. In a Flexible ManufacturingSystem,the layout
of thefactory�oor is expectedto changeover time. Therewill
alsobeoccasionalrobotbreakdowns,perhapsblockingthesup-
ply route. Theremay be considerablebene�t from a teamof
robotsthatcanautomatically�nd anew routewithoutanup-to-
datemap,or exploit several routesin parallel. Thereis alsoa
military needfor supplies(medicine,food, ammunition)to be
transportedover hazardousanduncertainterrain. Thestartlo-
cationandtheexistenceof oneor moregoal locationsmaybe
theonly known features,andthesemaybeafew metersor sev-
eral kilometersapart. Perhapsa future colony on Mars might
wantto to retrieveresourcesfrom adistantautonomousmining
robot. A singlefuturenano-robotcouldmove only a tiny pay-
load on its own; like ants,large populationsof robotswill be
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requiredto move a signi�cant amountof resourcein a reason-
abletime.

In general,establishingareliablerobotsupplycolumnrobust
with respectto lossof individual robotscouldbeveryvaluable.
We chosethis task as an ideal exampleof the applicationof
mutiplemobilerobots.

B. Contributions

This paper describesLocalization-Spacetrails for robot
teams.Themaincontributionsof this work are:

1) We show thata teamof robotscanreliably create,share
and follow virtual trails, speci�ed as lists of waypoints
in localization-spacecoordinates,betweentwo locations
in the real world. The methodgeneralizesto N loca-
tions, andprovidesan alternative to mappingandplan-
ningstrategies.

2) Waypointsin unrelatedcoordinatesystemscanbeshared
betweenrobots by referenceto mutually recognizable
task-level features.Therobotsrequireno externalframe
of referenceotherthanthe eventsthat characterizetheir
task. By sharingandmanipulatinga common,minimal
modelof theworld,anchoredby taskfeatures,weexploit
feedbackthroughthemodelin a kind of simulatedstig-
mergy thatproducescoherentgroupbehavior.

3) Thiswork is anexampleof ourmethodologyof Construc-
tive RobotEthology;we take a functionalview of anan-
imal solutionto a hardgeneralproblem,andengineera
relatedrobotsolution.

4) Long-duration experiments with teams of real au-
tonomousteamsprovide a casestudyof a realized,ro-
bust,cooperativemulti-robotsystem.

C. Structureof thispaper

After reviewing relatedwork, we describeour previousex-
perimentsin cooperative trail following (SectionII). Thecen-
tral part of the paperdescribesa generalizedtrail-following
strategy (SectionIII). We thendescribea real robot teamthat
implementsthe trail following algorithmto performthe trans-
portationtask(SectionIV). We demonstratein a seriesof ex-
perimentsthat(i) themethodcopeswith unboundedaccumula-
tion of localizationerrors(SectionIV-F), (ii) usestheshortest
discoveredpath(SectionIV-G). A subtleproblemwith theorig-
inal controlleris discussedandasolutionis providedin Section
IV-G.2. SectionIV-H shows that a suitably modi�ed system
worksrobustly for long periods.The�ndings andimplications
of thework arethendiscussedin SectionV.

I I . PREVIOUS AND RELATED WORK

A. Antalgorithms

The effectivenessof ant foraging hasinspiredsolutionsto
a varietyof optimizationproblemsexpressibleaspath-�nding,
for exampleloadbalancingandroutingin communicationsnet-
works [6], [7]. Ant algorithmsare totally distibuted,with no
centralizedcontroller. The outcomeof the systemis thus an
emergent property of the interactionof the agentswith the
world. Suchalgorithmsconverge on the goal stateby means

of feedbackloopsmediatedeitherby directcommunicationbe-
tweenagents,or by indirectinteractionby repeatedsensingand
modi�cation of theenvironment,known asstigmergy[8]. Stig-
mergy is thecentralideain the“ant algorithms”,includingco-
operative transportdescribedby Bonabeauet al. [9]. Holland
etal. exploit stigmergy in a foragingtaskwith realrobots[10].
A robot is usedto modelnon-trail antnavigation in [11]. Ant
algorithmshave previously beensuggestedfor a versionof the
transportationtask[12].

Chemicaltrail laying andfollowing hasbeendemonstrated
in robots[13], [14]. However it is oftenimpracticalandsome-
timesundesirablefor robotsto physicallymark their environ-
ment. Trail following in localizationspaceis not true stig-
mergy becausethe externalworld is not modi�ed. We aim to
reproducestigmergy-likeadvantagesby maintainingaminimal
world modelwhich is jointly manipulated;this simulatesstig-
mergy. Mindful of the adviceof [15], we seekto maintainas
little stateaspossiblein theworld model,andsensetheworld
directly for themostpart.

B. Cooperativegrouprobotics

A usefulreview of cooperative multi-robotsystemsis given
in [16]. Cooperativerobotsystemsaretypically behavior-based
[17], [18], for example[19] demonstratecontrolof formations
of lab robotsandoutdoorvehiclesusingreactive behaviors. A
varietyof groupbehaviorswereconstructedfrom acommonset
of basisbehaviors in [20]. Formationswithout global localiza-
tion havebeendemonstratedby [21].

Communicationis expectedto enhancethe capabilitiesof
multi-robot systems. Communicationon various levels in
multi-robot systemwasstudiedby [22], who found that sim-
ple, low-costcommunicationwas almostaseffective as their
morecomplex strategies. A distinctionwasmadein [23] be-
tweentwo typesof knowledgesharedin robot teams;Type 1
is global goalswheretheagentsareinformedof a globalgoal
that eachmustwork to achieve; Type 2 is global knowledge;
datathataresharedaboutthecommonenvironmentto helpan
individual achieve its goals. LOST sharesonly Type 2 global
data.

Ourcommunicationstrategy is informedby thework of [24],
[25], who examinedtheemergenceof coherentgroupbehavior
by meansof minimal signallingandlisteningstrategies.

C. Localizationandmapping

The dual problemsof localizationand mappinghave been
extensively studiedin robotics. They aredualsbecausesolv-
ing one greatly simpli�es the solution to the other. Given a
map,a robotcanlocalizeitself. Givenaccuratelocalizationes-
timates,a robotcanbuild a map.Most approachesto mapping
andlocalization(whethertacklingoneor bothsimultaneously)
havefocusedonthegenerationof accuratemapsof theenviron-
mentwith metricsupport.In particular, metric localizationhas
beenstudiedin two variants: as the trackingproblem(where
theinitial poseof therobotis known) [26], [27], andasthekid-
nappedrobotproblem(wheretheintial poseof therobotis un-
known) [28], [29]. Metric mappingwith impreciselocalization
hasbeenstudiedasthesimultaneouslocalizationandmapping



3

problem[30], [31], [32]. Metric approachesto localizationand
mappingwhile accuratearecomputationallyintensive. On the
contrary, topologicalapproaches[33], [34], [35], [36] to map-
ping are lesscomputationallyintensive and scaleto multiple
robots[37] rathermore easily. However, the resultingmaps
(andlocationestimatesderivedfrom them)arecoarse.

Mapping techniquescould be appliedto the transportation
task.Oncea mapis generatedandthegoalfoundby exploring
the environment,conventionalpath-planningcould be usedto
�nd theoptimal (or, moretractably, a near- or pareto-optimal)
routethroughthe environment. Subsequentplanningcanalso
beusedto generatetrajectoriesfor therobots.

Trail following schemeslike oursareproposedasan alter-
native to conventionalmappingandpathplanningfor solving
path-�nding problemsunder certain constraints. An impor-
tant advantageof trail following is that it scaleswell; indeed
it worksbetterasthepopulationsizeincreases.We will return
to this in SectionV below, comparingLOST to stateof theart
metricmappingmethods.

D. Trail following in a globalbut noisylocalizationspace

Wede�ne localizationspaceasany consistentspatialor topo-
logical representationof position. Sucha spaceis shared if
thereis some(probablyimperfect)correlationbetweentherep-
resentationsmaintainedby two or moreindividuals. A prime
exampleis theGlobalPositioningSystem(GPS).Two systems
equippedwith GPSsharea metric localizationspacein plane-
tarycoordinates.Similarly two robotsthatstartoutwith known
positionsin the samecoordinatesystemandmaintaina posi-
tion estimatevia odometrysharea localizationspace.In both
exampleseachrobothasonly anestimateof its positionin the
truespace,but thetruespaceis commonto both.Moreabstract
localizationspacescanbeconsidered,suchasthelocationof a
databytein ahierarchicaldatabaseor aURL ontheInternet.In
thesecasestoo, therecanbe someuncertaintyin position; for
exampleif positionis describedby a fuzzy matchingruleor an
ambiguousdataquery. Our intuition is thattrail following may
be possiblein suchspaces.For now, we examineonly metric
spaces.

A �rst versionof our trail following strategy wasdescribed
in [38]. It was inspiredloosely by the foraging mechanisms
of antsand bees[1], [4]. In our simulator`Arena' (now re-
named`Stage' [39]), a populationof robotsshuttledbetween
pre-speci�ed `Home' and `Goal' regions of a large (60x60
robot-body-lengths)environmentsparsely�lled with obstacles.

Trail-following wasfound to comparefavorablywith an al-
gorithmthatusedglobalknowledgeof theenvironment.Robots
werelocalizedusinga GPS-like globalcoordinatesystemwith
a noisemodel imposed. The methodwasshown to be robust
with respectto signi�cant localizationerror; indicatingthat it
shouldbesuitablefor usein therealworld.

E. Trail following in global localizationspaceusingodometry

Following theseencouragingresults,themethodwasimple-
mentedon real robots[40]. We performedexperimentson a
teamof robotswhich localizedby integratingtheir odometry.

All robots are startedfrom the sameposition so their coor-
dinatesystemsare initially aligned. The correlationbetween
the spaceswas observed to deteriorateover time as the error
in eachindividual's localizationestimateincreases.Figure1
shows plotsof thelocalizationestimatesof four robotsasthey
work in thehallwaysof ourbuilding, shuttlingbetweeǹHome'
and`Goal' positions(PointsA andB in Figure2.

By sharingwaypointsspeci�ed in their local coordinatesys-
tems,therobotswereableto successfullytravel from hometo
goalfor 28 minutes,at which time thesystembrokedown. Af-
ter thismuchtime, therobot'scoordinatesystemshaddiverged
so muchthat waypointscould not be meaningfullysharedbe-
tweenthem.

In spite of this, our original trail following algorithm has
someattractive properties: it �nds good pathsbetweenloca-
tions,is reliable,is independentof thelocalizationmethodem-
ployedby therobot, is adaptive to dynamicenvironments,and
requiresmodestcomputationandcommunicationresources.It
is reasonblyrobustto localizationerror, but it requiresa global
localizationspace.Maintaininganaccurateglobalpositiones-
timateis oftencomplex andalwayscostly[28], [41].

F. Abandoningglobal localizationspace

The most readily available sensorsfor localization are
rate-measuringdevices(odometry, accelerometers,gyroscopes,
etc.)whichhaveno�x edframeof reference.Theratesmustbe
integratedover timeto obtainpositionestimates.Themagnetic
compassand Global PositioningSystem(GPS) are counter-
exampleswith �x ed referenceframes,but thesearerestricted
to certain (magneticallyneutral, satellite line-of-sight) envi-
ronments,so we do not considerthemhere. Rate-integrating
methodssuffer unboundeddrift andare thereforenonstation-
ary; this meansthat a populationof robotswhich start from
known globalpositionsandupdatetheir positionestimatesby
integrationwill havetheircoordinatesystemsdivergeovertime.

Our thesisis thatmany tasks,includingcooperativeresource
transportationcan be achieved without computingfull, map-
like representationsof the environment,thus saving the time
andpower requiredfor thecomputation.

For reasonsof generality, simplicity, ef�ciency androbust-
nesswe aim to designrobot systemsthat can work in novel
environmentsusing self-referenced,nonstationarycoordinate
systems[constraint1]. In multi-robot systemswith symbolic
communicationthis becomesa problemof referringto places
in theworld withoutmaintainingacommoncoordinatesystem.

Our previous work assumedthat therewere two placesof
interestin theenvironment(referredto as`Home' and`Goal')
connectedby a singlecrumbtrail. The trail wasfollowedfor-
wardstowardsthe `goal' andbackwardstowards`home'. We
havesincegeneralizedthemethodtohandleN placesby record-
ing N trails(thoughwewill onlypresentresultsherefor anN=2
experiment).

I I I . GENERALIZED LOCALIZATION-SPACE TRAIL

FOLLOWING

This section presentsthe details of our generalizedtrail-
following method,includingdatastructuresandalgorithmsfor
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Fig. 1. Thetrails announcedby eachrobotover the30minutestrial, illustratingtheaccumulatingodometryerrorsandthelargevariationbetweenrobots.

Fig. 2. Diagramof the experimentalenvironment;part of our of�ce building; robotsaredrawn approximatelyto scale(left). Photographof the environment
(right).

their manipulation.We thendescribean implementationon a
teamof robotsandshow how thetrail-following methodcanbe
straightforwardly integratedwith a low-level navigation con-
troller thatis speci�c to aparticularrobotandenvironment.

A. Events

We de�ne anEventasa task-relevantoccurencethat is per-
ceivedby a robot. The`Event' conceptis deliberatelygeneral.
It is intendedto capturesomedetectableregularityin thetaskat
hand.For example,in a transportationtaskthatrequiresacorns
to becollectedfrom asourcepile anddeliveredto abucket,the
relevantEventswould be`pick-up-acorn-from-pile' and`drop-
acorn-in-bucket'. A robot must be able to recognizethese
events in order to switch betweenacorn-seekingbehavior to
bucket-seekingbehavior. Typically, Eventsaregoalswithin the
system;a robot transportingacornswould seekto experience
Event `pick-up-acorn-from-pile', followed by `drop-acorn-in-
bucket', andsoon. It is arequirementof agoal-directedsystem
thatit is ableto recognizegoalsin this way.

An importantconstraintof our methodis that the localiza-
tion erroris relatively smallonasingletraversebetweenEvents
[constraint2]. Biaserror(drift) mustaccumulateslowly relative
to thefrequency of experiencingevents.Theabsolutelocaliza-
tion accuracy requiredto meetthis constraintis determinedby
thesizeandcomplexity of theenvironment,andnot by LOST
itself, which requiresonly that the localizationis suf�ciently
good to allow the robot to reliably travel from one Event to
another. LOST compensatesfor arbitrarydrift over inde�nite
periods,but it canonly makeadjustmentswhenEventsoccur.

LOST requiresthat such Events be recognizedand given
commonnamesby multiple robotsin thepopulation;for infor-
mationto besharedbetweentwo individuals,they mustrecog-
nizeat leasttwo Eventsin common[constraint3]. In a teamof
homogeneousrobotsengagedin asinglegrouptask,we expect
thatall robotswould recognizethesamesetof namedEvents.

A morediversepopulationmighthaverobotsthatrecognizedif-
ferentsubsetsof all thepossibleEvents.

For now we assumethatall Eventsof thesametypealways
happenat thesameplace[constraint4] (thoughthis constraint
will be relaxed in future work aswe exploit moreof the dy-
namicpropertiesof LOST).

Whena robot detectsan Event, it recordsits currentloca-
tion estimateand associatesit with that Event. A robot can
thenexpressinformationabouttheworld relative to locationof
Events.Otherrobotsthathave positionestimatesfor thesame
Eventscaninterpretthecoordinatesin theirown local frameof
reference.

LOST usesEventsto exploit the regularity of the popula-
tion'ssharedtask(s),allowing individualsto sharereferencesto
placesin theworld. Therestof this sectiondescribesthema-
chineryrequiredto maintainthe necessaryestimates,perform
therequiredcalculations,andinterfacewith therobots'control
system.

B. Trails, PlacesandCrumbs

The purposeof the Trail-following methodis to guide the
robot to an Event of interest,somewherein the environment.
It providestwo usefulpiecesof information; (i) the heading-
hint

���

is the directionin which to travel to reachthe current
goal; (ii) thedistance-hint�

�

is theestimatedtime requiredto
reachthegoal. Therestof this sectiondescibeshow trails are
created,manipulatedandusedto generatetheHeading-hintand
Time-hint.

The method's representationconsistsof Crumbs(the way-
points) and Places (the task-level common landmarks)col-
lectedinto a Trail. Informationis sharedby combiningTrails
accordingto certainrules. Eachof theseelementsis described
below.

1) Places:global task-level landmarks: The main aim of
this work is to remove the requirementthat a groupof robots
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maintainaconventionalglobalcoordinatesystemor mapin or-
der to communicateinformationaboutplacesof mutual inter-
est.Themethodis basedon thecommonalityof Events.

In our transportationtaskillustratedby Figure2, thesource
(labelled � ) and sink (labelled � ) of resourcesare common
to all robots. At the sourcethe robot �nds a unit of resource
(Event � ); at thesink it its relievedof theunit (Event � ). The
coordinateat which this happensis differentfor eachrobot as
eachhasan independentframe of reference;it even changes
over time as the local coordinateframe drifts. Referencesto
anotherEvent � canbe maderelative to the currentlocation
estimatesfor � and � . Any memberof the populationthat
maintainsestimatesfor � and � can interpreta referenceto

� in local coordinatesin termsof � and � . The accuracy of
the transformationis determinedby the accuracy of estimates

� and � heldby bothparties.
Placesarerepresentedastuplescontainingthename� of the

event (e.g. � , � ), anda position � in localizationspace.The
localizationspacecanhaveany numberof dimensions;� must
fully specifya singlepoint in thisspace.We will consideronly
a two dimensionallocalizationspace,sohere�����
	���
�� .

Place -> [E, L] #in general
Place -> [E, (x,y)] #for points on the plane

2) Crumbs:local waypoints: Namedfor thetrailsof Hansel
and Gretel [42], our trail waypointsare called Crumbs. Our
Crumbsaredatastructuresthatdescribethedistance(in time)to
aPlacefrom aparticularlocationin thelocalcoordinatesystem.

A Crumbis composedof thenameof thePlace� to which it
refers,a localizationspaceposition � , anestimate� of thedis-
tancefrom � to � , andthetime � whentheCrumbwascreated:

Crumb -> [P, L, d, t]

Thedistance� doesnot have to be in any particulardimen-
sion,aslong asall robotsagree.For our experiment,we used
time as the distancevalue. Our robotsmoved at an approx-
imately constantspeedof ������������� � , and a crumb was gen-
eratedevery 2 seconds,so a distancevalueof 1 (in seconds)
correspondsto a physicaldistanceof approximately0.5m.

3) Trails: sharedlocal data: A Trail is a setcontainingany
numberof CrumbsandPlaces.Eachrobotstartswith anempty
trail which is built up over time accordingto the trail-laying
algorithm.A verysimpletrail might look like this:

[A, (0,0)] #Place
[B, (10 5)] #Place
[A, (3,4), 20, 201] #Crumb

Thiscouldbeexpressedin Englishas:in thecoordinatesys-
temin whichPlace� is at (0,0)andPlace� is at (10,5), � was
20distanceunitsaway from (3,4)at t=201seconds.

4) PuttingPlacesinto Trails: An event �"! occuringat Lo-
cation �#! will causea new Place $ �%!����&!(' to be addedto the
Trail. Any existingPlacethatlocatesthesameEventis deleted.
Thusthetrail alwayscontainsthemostup-to-daterecordof the
positionof �%! . Formally:

)

�+*,�-��$ �.���/'1032 465��7!%�8�:9

2 4<;

�

�+*=2 4?>

)

96@A*B$ �7!����#!C'D9

(Let
)

bethesetof all Placesin thecurrentTrail 2�4 thatlocate
Event �7! . The trail at the next timestep214<;

�

is equalto the
currentTrail with � deletedandnew Place $ �"!E�F�&!C' added).

It follows thata Trail cancontainonly onePlaceperEvent.
For example in a resourcetransportationtask with a single
sourceand a single sink, there are two Places;one for the
receive-resourceEvent,andonefor thedrop-resourceEvent.

5) Combiningtrails: Two Trails canbe combinedif they
have two Placesin common.If Trail G containsPlacesat loca-
tions �"G and �HG andTrail I containsplaces�%I and �HI , there
is a uniquetransformationJ that mapsthe vectorfrom �LK to

�MK ontothevectorfrom �7N to �%N :

JO� P�7IQ�HIQ�&� P�%GO�HG

whereJ is a simplelinearcoordinatetransformconsistingof a
translation,scalingandrotation.

Oncedetermined,J canbeappliedto mapthecoordinatesof
any location � , whetherin a Crumbor a Place,from oneTrail
to theother. To combinethecurrentTrail 2

4 with a new Trail
2 , we do:

2
4R;

�

�S2
4

@A*,TO�VUW�X5,UY0Z2L9

i.e., The trail at the next timestepequalsthe currenttrail plus
all the membersof the incomingtrail transformedthrough T ,
where T is a function that transformsthe locationelementof
thevector U , whetheraCrumbor aPlace,thoughJ .

The resulting trail 2 4<;

�

containsall of 2 's Crumbs and
Places,transformedinto 214 's coordinatesystem.

If two trails do not have two Placesin common,two differ-
entactionscanbetakendependingonanadoptedpolicy. If we
adopta pessimisticpolicy, thecoordinatesystemsareassumed
to be differentand the trails can not be combinedby the al-
gorithmabove. If we adoptanoptmisticpolicy thecoordinate
systemsareassumedto bethesameandthetrailsarecombined
as-is,by simply copying CrumbsandPlacesfrom oneTrail to
theother. If theTrails have onePlacein commonandtheop-
timistic policy holds,orientationandscaleareassumedto be
similar to bothTrails,andtheCrumbsandPlacescanbetrans-
formedby translationaloneinto thelocal coordinatesystem.

If two trails have morethantwo Placesin common,we can
eitherpick two Placeswith which to do thestandardtransfor-
mation,or doamoresophisticatedcombinationsuchas�nding
thetransformationwhichproducesleasterrorbetweenall valid
pairs. We suggestthat choosingany matchingpair at random
would bea simple,unbiasedapproachthatwill averageout er-
rors as the processis repeatedwith eachTrail received. We
noteherethat thecoordinatetransformmayperformpoorly in
the casewhereEventsare very closetogetherrelative to the
errorin localization.

C. Trail decay

Thetrail is continuallyscannedandany Crumbswith times-
tampolderthantheagethreshold[ (we used[ =4 minutes)are
destroyed. This allows for dynamicupdateof the trail, asout-
of-dateinformation is deleted. The dynamicresponseof the
trail to changingenvironmentsis a functionof [ .
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D. Trail-laying algorithm

To implement LOST, each robot maintainsan individual
Trail. The trail is initially empty. A robot will addmembers
to its Trail for two differentreasons:

1) The robot experiencesan Event � . If this happensthe
robotupdatestheTrail by addinga Place $ � ���6' where�

is the robot's currentlocationestimate.The Placeis in-
corporatedinto theTrail accordingto therulesin Section
III-B.4. Thisis how arobotgathersinformationaboutthe
locationsof task-relevanteventsfor itself asit explores.

2) If arobotreceivesatrail onthenetwork, thereceivedtrail
is combinedwith thelocal Trail accordingto therulesin
SectionIII-B.5 above. In this way Crumbsand Places
generatedby individual robotsareincorporatedinto the
Trailsof all robotson thenetwork.
In our robot implementation,the received trail is trans-
formed into the local coordinatesystem. Another pos-
sibility is to transformthe contentsof the local Trail to
matchthe received trail; this will causeall the Trails to
converge to a commoncoordinatesystem.However, as
theincomingtrails areverysmall,andthelocal trails are
relatively large,this is computationallyexpensive. As we
do not seeka global representation,we chooseto do the
leastexpensivetransformation.

Trails appearon the network becausethey areperiodically
generatedandbroadcastby robots.If a robotis moving, it cre-
atesatemporaryTrail 2

������� every
�

seconds(weused
�

�
	 ).
The temporarytrail consistsof copiesof all the Placesin the
robot's main Trail 2

4 , plus a single Crumb �lled in with the
currentlocation,the nameof the last Event � , the distance�

from theEvent(weusedelapsedtimeasadistancemetric),and
thecurrenttime � , i.e.

2

�������

�+*,� 032 4 9#@A* $ � �F�7� � � � ' 9

wherePdenotesaPlace.[Alternatively, aCrumbcanbegener-
atedfor eachEventin theTrail ratherthanjust themostrecent
Event;we will examinethis optionin futurework].

This temporary trail is broadcaston the network, then
deleted. In this way, as they explore the environment,expe-
riencingEvents,periodicallybroadcastingsingle-Crumbtrails
(`droppingCrumbs'), and (more frequently) receiving Trails
on the network, eachrobot builds a Trail structurecontaining
PlacesandCrumbsthatdescribehow to getto Events.

E. Trail-usingalgorithm

Supposea robot hasa certainEvent ��
 asits goal, suchas
��
 = `drop-acorn-in-bucket'. TherobotinterrogatestheTrail to
discover which way to move to decreaseits distancefrom the
goalEvent.

Giventherobot'scurrentlocation � ! andgoalEvent �

 , the

Trail canrecommenda heading
� �

andprovide anestimateof
the distanceto the goal �

�

. Theseare generatedby �nding
the set of Crumbs � in the Trail whoseEvent �

4 equals ��


andwhoselocation �
4 lies within the a �x ed radius � of the

robot'scurrentlocation �
! . Thedistance-hint�

�

is equalto the
smallestdistance-to-goalestimatein � . Theheading-hint

�
�

is
theanglefrom �#! to the location �

�

of theCrumbcontaining

Obstacle

4

GOAL EVENT

1

3

2

5789101112

Crumbs

Robot

radius r
Obstacle

Fig. 3. TheTrail-readingalgorithm;a robotmovestowardstheCrumb(rep-
resentedby numbers)within its senseradius � thathasthe lowestestimateof
distance-to-goal

�

�

. This is illustratedin Figure3, andcanbe statedformally
as:

� � *B$ �
4

�F�
4

� �
4

� �
4

'�0 2 5

�D�74Q�8�

��

�

�#4V�&!����E�C9

$ �

�

�F�

�

� �

�

� �

�

' � $ �����F����� ����� ��� 'Q0�� 5,� �"!6� �#�=�

�
�

� $ �&! �

�

If � is empty, then �

�

�&%(' , indicatingthat the Trail hasno
informationaboutEvent � within � metersof � ! . Otherwise

�

�

is positive.
The algorithm causesthe robot to move towards it' s goal

Eventby following a trail of Crumbswith decreasingdistance
estimates.In Figure3 the lowestdistance-to-goalestimateof
the Crumbswithin the robot's senseradius � is 7; the robot
steerstowardstheCrumb,andthereforetowardsthegoal. The
robot will take the shortestroute so far discoveredfrom that
location.By following theCrumbsdroppedby thewholepop-
ulation,eachrobotbene�tsfrom theothers'exploration;robots
will �nd areasonableroutemuchmorequickly thanthey would
alone.Thelargerthepopulationsize,thegreatertheprobability
of �nding anef�cient routeandthemorequickly a goodroute
is found.

If thecrumbsensingradius � is larger thanthedistancebe-
tweendroppedcrumbs(thedroppingfrequency T multipliedby
the robot's translationspeed� ), asin Figure3, thenthe robot
canfollow a continuoustrail of crumbsto thegoal.

IV. EXPERIMENTS

Thefollowing experimentswereperformedto testtheeffec-
tivenessof LOSTin asimpleversionof theresourcetransporta-
tion task. We describethreeexperimentsthatdemonstratedif-
ferentaspectsof theapproach.

A. Environment

Thesystemwastestedin ourunmodi�edof�ce building. The
�oors aresmoothandhard,offeringgoodconditionsfor odom-
etry. The corridorsare just wide enoughto allow two robots
to passeachother. The experimentswere performedin the
evening but the corridorswere opento other building users,
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Fig. 4. ThePioneer2DX robotsusedin theexperiments.

andpeoplepassedby the robotsrepeatedlyduring eachtrial.
Therobotnavigationcontrollerwasdesignedto avoid obstacles
suchastrashcansandlockers,andto ignorepassers-by(includ-
ing peopleandotherrobots)unlessthey directly impededthe
robot'sprogress.

The�oor layoutis shown in Figure2(left) andis thesameas
usedin [40]. Figure2(right) showstherobotsnavigatingin the
testenvironment.HomeandGoalareseparatedby at least31m
of corridorandtwo cornersin everycase.

B. Robots

Theseexperimentswereperformedwith teamsof threeand
four robots drawn from our pool of 9 identical ActivMedia
Pioneer2DXs. We refer to the robotsby their names(Bug,
Ant, Bee, Fly, Punky andTanis) in the resultsbelow. These
aresmall (50x50x40cm)mobilerobotbaseswith two indepen-
dently driven wheelsand a rear castor. Ours are �tted with
PC104+PentiumII computersrunningLinux. Eachrobothas
front andrear8-sensorsonarrings andwheelencodersas its
basicsensors.A SICK LMS 200 scanninglaserrange�nder
was �tted to the front of eachrobot, providing good quality
rangereadingsover a 180� �eld of view. In its default con-
�guration theSICK givestwo samplesperdegreeanda range
accuracy of a few millimetersto mostsurfaces.802.11wire-
lessEthernetconnectedthe robotsandour workstationswith
aneffective bandwidthof 1Mbit/sec(1.9Mbit/secon sustained
large-�le transfers).

Eachrobot wascontrolledby a singleprogramrunningon
its internalcomputer, usingan early versionof our networked
robot interfacePlayer [43]. The controllersaredescribedbe-
low. Performancelogswerekeptlocally on eachrobotto min-
imize network load, then downloadedafter eachexperiment.
Visualizationanddebuggingsoftwareranonacentralworksta-
tion.

We choseto abstractaway thehandlingof unitsof resource.
Ratherthanpickingupandcarryingrealobjects,therobotslis-
tenon thenetwork for messagesindicatingthey havereacheda
Place.Themessagesaregeneratedby theexperimenterspress-
ing abuttononaGUI whentherobotis within apresetdistance
from the Place;Placesaremarkedon the �oor with tape. For
veri�cation andasavisualaid, theexperimentersalsoattached
sticky notesto eachrobot's laserturretwhenreachingPlace�

to indicatepickingup resource,thenremovedit whenreaching

place � . Thesticky notesat � werecountedaftereachtrial to
verify thelogskeptby eachrobot.

Simulatingthehandlingof objectin this way minimizesthe
complexity of our robotswithout changingthe natureof the
problem.We assumethatthetrail-following systemcanbein-
dependentof thesensingandhandlingmechanismsthatwould
berequiredto manipulaterealobjects.

Localization estimatesare made by integrating odometry
from the wheelencodersalone. Our experiencewith the Pio-
neershasshown that theaccuracy of an individual's odometry
estimatevariesfrom robot to robot and from trial to trial, so
we donotattemptto characterizeits accuracy here.Rather, the
Pioneeris taken to be reprentative of a typical researchrobot.
OccasionallythePioneerssuffer dramaticodometryerrors;the
position estimatewill jump several metersor not changefor
severalsecondsdespiteaconstantactualtranslation.Thisshort-
comingof the Pioneersincreasesthe dif�culty of our experi-
mentsandseverelyteststherobustnessof ouralgorithms.

We have previously demonstratedsigni�cant improvement
of thePioneer's localizationestimateby combiningits odomet-
ric positionestimatewith thatof an inertial sensorpackageby
meansof a Kalman�lter [27]. To emphasizetheusefulnessof
thetrail-following method,we choseto useonly themostsim-
ple odometriclocalizationscheme,available `out-of-the-box'
to mostrobotusers.

C. RobotBehavior

All robots run an identical controller, designedin the
behavior-basedparadigm[17]. Navigationandobstacleavoid-
anceare provided by threehigh-level `behaviors': Navigate,
StopandPanic.

Navigatedrivestherobotaroundtheenvironmentfollowing
walls, turningdown corridorsandfollowing crumbtrails. Nav-
igateis describedin detailbelow.

Stop monitors the laser sensor; if any obstacleis sensed
within a thresholddistanceof therobot,all thewheelsareim-
mediatelystopped.Stophasthe highestpriority; it subsumes
(disablestheoutputsof) all otherbehaviors.

Panicmonitorstherobot'swheelspeeds;if therobothasnot
movedfor ashorttime(weused2 seconds),Panicsubsumesthe
Navigatebehavior andturnstheroboton thespotin a random
directionuntil it detectsfreespace,thenmovesforward. After
a latchinterval (weused6 seconds)Panictimesout,re-enables
Navigateandreturnsto monitoringthewheels.

StopandPanic work togetherto handlesituationsthat con-
found Navigate. They prevent collisions andeffectively `un-
stick' therobotfrom obstacles,deadendsandtraf�c jams.We
have foundRandomizedbehaviors (like Panic's choiceof turn
direction) to be a powerful mechanismfor avoiding deadlock
andcyclic behavior andareoftena bettersolutionthana more
`thoughtful' behavior.

D. TheNavigatebehavior

Navigate exploits the accuracy of the SICK laser scanner
to move throughtheenvironment,closelyfollowing walls and
turninginto opencorridors.Whenevera Trail-hint is available,
Navigateusesit to decidewhichway to turn.
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Trash can Robot

Fig. 5. Principleof thesliding box algorithm.Thefree-spacebox is initially
placedto theleft of therobotandis slid in thedirectionof thearrow until there
arenoobstaclesdetectedinsidethebox.

The Navigatebehavior is moresophisticatedthanStopand
Panic. It performsone of thesediscreet,mutually exclusive
actions:

1) Follow walls
2) Turn left
3) Turn right
4) Turnaround
The actiontaken is determinedby the following algorithm,

in whichBooleans���

��� � and �
!F4


��

� aretrueif f acorridoris de-
tectedto theleft andright, otherwisethey arefalse.The` � ' op-
eratorreturnstrueif its argumentsdiffer by lessthan � � radians.
FromSectionIII-D, recall that �

�

is theestimateddistance-to-
goaland

� �

is theheadingto theCrumbcontaining�

�

. If no
informationis available, �

�

� %(' and
���

is unde�ned. � is the
headingerror, i.e. the differencebetweenthe currentheading

�

! andtheTrail-suggestedheading
�

�

.

- MAIN LOOP:
- IF( �

�

� %(' ) EXPLORE
- ELSEFOLLOW TRAIL

- EXPLORE:
- IF( CL ) turn left with probability0.5
- ELSEIF( CR) turn right with probability0.5
- ELSEfollow walls

- FOLLOW TRAIL:
- E = (

�

!
%

���

���
	�� ���

- IF( E �
� ) turn around
- ELSEIF( ���

��� � AND E �
� � ) turn left

- ELSEIF( �
!F4


��

� AND E �

�

�
� ) turn right

- ELSEfollow walls

Theactionsdo thefollowing things:
1) Follow walls: Wall following is implementedusing a

sliding box algorithm. A virtual box a little biggerthan
therobotis placedto theleft in thelaserscan(seeFigure
5). The box is moved left to right in front of the robot
until the laserscanshows no obstacleswithin the box.
The robot moves forwardsat a constantspeed,turning
towardsthecenterof this box. If thereareno obstacles,
theboxslidesalongthewall astherobotmovesforward.
If anobstacleappears,suchasthetrashcanin Figure5),
thebox slidesout into freespaceandtherobotheadsout
from thewall to avoid theobject.
This approachis a simple way to provide some`look-
ahead'and adjustthe path to avoid approachingobsta-
cles. The width of the box is adjustedto determinethe

distancekept to the wall; its lengthdeterminesthe dis-
tanceatwhichobstaclesin�uence therobot'sheading.
If therearenoobstaclesin the�rst box thatis placedit is
assumedthat the robot is in a big openspaceandthere-
fore movesforward. If no openspaceis foundthewall-
following systemturnstherobotin theoppositedirection
to thenearestobstacle.

2) Turn left/right: While wall following therobot is contin-
ually processingthelaserrangedatafor largeopeningsto
the left andright. A corridor is identi�ed if theextreme
left or rightmost lasersamplesshow a nearbyobstacle
followed by a large discontinuityand an openingwide
enoughto accommodatetherobot.
Therobotperformsa sharp90� left turn into corridorson
the left, and wide 90� right turns into corridoorson the
right. This minimizes the chanceof interferencewith
other robotsin the junction, andleavesthe robot at ap-
proximatelythecorrectfollowing distancefrom the left-
handwall.

3) Turn around: The robot turns 180� , traveling a right-
handedsemicircleof diametera little narrower thanthe
corridor. This makesa smoothtransitionfrom following
the left-handwall, to following theotherwall in theop-
positedirection.

A turn is executedcompletelybeforeanotherhigh-level con-
trol decisionis made. Oncea turn is completed,all turnsare
disabledfor a short time (4 secondsin our implementation).
This latching mechanismimplementsa strategy of `commit-
ment' whichavoidsunwantedoscillationbetweenbehaviors.

This navigationcontrollerwasdesignedto make themostof
the limited spaceavailablein our environment. Navigatewill
keepcontrol of the robot unlessthe Stopbehavior detectsan
obstaclecritically closeto thefront of therobot. Thesebehav-
iorsmakeit possiblefor therobotsto performtheirtaskin small
roomsandnarrow corridors,passingwithin aslittle as20cmto
thesideand40cmto thefront of eachotherbeforeinterference
occurs.

Whenno Trail headingis available(for exampleat the be-
ginningof a trial), Navigateexplorestheenvironment,turning
into available corridorsat random. When Trail headingsare
available,Navigatecausestherobotto follow theTrail.

E. Search strategy

A randomexplorationstrategy waschosenbecauseit is sim-
ple,requiresnoa priori knowledgeof theenvironmentandwill
always�nd a pathif oneexists,givensuf�cient time. Thusif a
pathto theresourceexists,a robotwill eventuallyreachit. The
�rst robotto reachtheresourcemusthaveusedthemosttimeef-
�cient pathyet discoveredand,by thetrail broadcastingmech-
anism,all robotsnow have a list of waypointsdescribingthis
path.Randomsearch�nds apathmorequickly with largerpop-
ulations,but we foundthata populationof 4 waslargeenough
to performwell in our relatively constrainedenvironment.

F. Experiment1: Transforminglocal coordinateframes

This experiment was performedto verify that the Trail-
following methodwill allow realrobotsto shareTrailsbetween
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Fig. 6. Diagramof experiment1; threerobotsstartat A facingto theleft andmust�nd a routeto B.

Punky Fly Ant Total
Trips 14 19 19 52
Distance(m) 483 553 568 1605
Lifetime (min) 32 40 41 113

TABLE I
EXPERIMENT 1: TRANSFORMING COORDINATES - SUMMARY OF RESULTS

divergingreferenceframes.Combinedwith thelow-level robot
controller describedabove, the systemperformsthe resource
transportationtask.Threerobotswereusedwith thecontroller
describedin theprevioussection.Figure6 shows theenviron-
mentalset-upfor this experiment.

1) Procedureanddatagathered: Therobotsarestartedone
at a time from thesamespotat thehomeposition � , with the
sameorientation.Thispositionis takenasthetheorigin of their
odometriclocalizationspace.Onstart-upeachrobotis told it is
atHome/� , soit createsaPlacewith name� at theorigin. The
robots' local coordinatesystemsarethereforeinitially aligned,
so we adoptthe optimistic strategy for receiving trails asde-
scribedabove. This allows a robotto usereceivedtrails before
it hasvisited both Places� and � . This speedsup the con-
vergenceto a commontrail, but makesthe systemvulnerable
to failureif coordinatesystemsdivergevery quickly. Theopti-
mistic strategy wasfoundto beacceptablein practicewith our
implementation.

After initialization,thecontrolleris runandtherobotstartsto
exploretheenvironment.Whenarobotcomeswithin 1mof the
homeor resourcepositiontheexperimenter̀gives' or `takes' a
unit of resourceby sendingtherobotamessagevia thenetwork.
The robotsarefully autonomousfor the entiretrial. The trial
wasstoppedwhenonly onerobotremainedworking.

Every time a robot completedan A-B or B-A trip the time
andthe nameof the robot is noted. A log is alsokept of all
1-CrumbTrails broadcastby eachrobot.

2) Results: Table I summarizesthe resultsof the experi-
ment, showing the numberof trips, distanceand lifetime of
eachrobot. They madea total of 52 trips of � 31m eachover
41 minutes,traveling a total of 1.6km(0.99miles) beforethe
experimentwasstopped.

At 34 minutes,Punky startedto circle arounda point ap-
proximately1m short of the goal zone,repeatedlyfollowing
thewall thenturningaroundfollowing theoppositewall. The

Fig. 7. Experiment1: Transformingcoordinates- Events

experimentersassumeda bug in the code(we hadpreviously
ironedout several problems),disabledthe robot's wheelmo-
torsandpushedit out of thepathof theotherrobots. Fly and
Punky continuedfor another7 minutes,until Fly's batterywas
exhaustedandtheexperimentwasstopped.

Figure7(top)shows thetime thateachrobot reachedPlaces
� and � , wherea visit to Place � is representedby a point
plottedlow, andPlace � by a point plottedhigh. The regular
interval betweenpointsin eachcaseshowsthattherobotswere
consistentlyfollowing the trail betweenthePlaces.The inter-
val betweenPlacesis similar for all robots,indicatingsimilar
performanceof eachrobotwhile running.

Figure 8(top) shows plots of the localization estimatesof
the three robots over the length of the experiment. The 3-
dimensionalplots 8(bottom) are of the localization estimate
(x,y) plottedagainsttime (z) to show how thepathevolves.

Punky's failurecanbeseenasthetight circling at (16,2)and
34 minutesin Figure8(right). As thePioneer's odometryesti-
matedegradesrapidly whenturning, Punky's orientationesti-
matebecamepoorduringthecycling behavior. Thesingleline
to thetopright of the2-D plot showsPunky'spositionestimate
aswepushedit down thecorridor.

It canbeseenthatAnt'scoordinatesystemFigure8 (left) ro-
tatedmorequickly thanthat of Fly (middle) or Punky (right).
After 30 minutes,Ant's coordinatesystemhasrotatedmore
than90� relative to thatof bothFly andAnt. Despitetherela-
tiverotationof theircoordinatesystems,Fly andAnt continued
to successfullyfollow thetrail with zeroturningerrorsuntil the



10

Ant

 0  5  10  15  20x (m) -10
-5

 0
 5

 10

y (m)
 0
 5

 10
 15
 20
 25
 30
 35

time (minutes)
Fly

 0  5  10  15  20x (m) -10
-5

 0
 5

 10

y (m)
 0
 5

 10
 15
 20
 25
 30
 35

time (minutes)
Punky

 0  5  10  15  20x (m) -10
-5

 0
 5

 10

y (m)
 0
 5

 10
 15
 20
 25
 30
 35

time (minutes)

-10

-5

 0

 5

 10

 0  5  10  15  20

y 
(m

)

x (m)

Odometric localization estimate

Fly

-10

-5

 0

 5

 10

 0  5  10  15  20

y 
(m

)

x (m)

Odometric localization estimate

Punky

-10

-5

 0

 5

 10

 0  5  10  15  20
y 

(m
)

x (m)

Odometric localization estimate

Ant

Fig. 8. Experiment1: Transformingcoordinates- Paths

Tanis Bug Fly Ant Total
Trips 18 16 17 16 67
Distance(m) 516 486 475 449 1926
Lifetime (min) 36 37 32 26 131

TABLE II
EXPERIMENT 2: SHORTEST PATH - SUMMARY OF RESULTS

endof thetrial.
This demonstratesthat the threerobotswereable to trans-

form Crumbsbetweentheir coordinatesystems,despitethedi-
vergenceof their coordinatesystemsdueto accumulatingerror
in their odometriclocalizationestimates.

G. Experiment2: Shortestpathconvergence

This experimentwas performedto verify that the method
causesrobotsto convergeto theshortestpathdiscovered.

Theexperimentalsetupis shown in Figure9. Fourrobotsare
startedat � . Therobotsuseidenticalcontrollersto theprevious
experiment.Two startfacingleft (Bug andTanis)andtwo face
to the right (Ant andFly). They areinitially co-localized,i.e.
they areall startedfrom approximatelythesamepoint, which
is theorigin in their localizationspaceandthetwo right-facing
robotshave their initial orientationsetto 180� .

Therobotsarestartedandbegin to exploretheenvironment.
The samestatisticsare kept as for the previous experiment.
Again, theexperimentendswhenonly onerobot is left work-
ing.

1) Results: TableII summarizestheresultsof thetrial. Fig-
ure10 shows thetimesof arrival at Places� and � . Fromthe
plot weseethatFly andAnt �rst arriveataround2 minutes,re-
turn to � at around4 minutes,thenshuttlebetweenthePlaces
at approximately4 minutesperroundtrip . TanisandBug take
around4.5 and5 minutesrespectively to reach � for the �rst
time, thensettlesinto a similar4 minuteroundtrip time.

Thelocalizationplots in Figure11 show thatBug andTanis
initially headedaway from the goal. Bug turnedtwo corners
at random,asit travelledfrom (0,0) to approximately(19,-10)
thenturnedaroundand,by chance,took the samerouteback
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Bug
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Fig. 10. Experiment2: shortestpath- Events

towardstheorigin. Whenit nearstheorigin, it cancalculatea
Trail headingfrom thedatareceivedfrom Fly andAnt. It takes
theroutediscoveredby Fly andAnt andshuttlesbetween� and

� for therestof thetrial.
From its furthestpoint from the origin, Tanisdoesnot take

thesamerouteback,but by chancefollows thecorridoralong
to reach� from theoppositedirectionto Fly andAnt. Tanis'
Trail now containsCrumbsdescribingtwo routesbetween�

and � ; the one it took itself, and the shorterone discovered
by Fly and Ant. It takes the shorterroute to � . The longer
routeis never used.As theCrumbsthatmark the longerroute
reachtheirmaximumage,they aredeletedandthelongrouteis
forgotten.This savesstoragespaceandprocessingtime asthe
Trail is scanned.

Thelocalizationestimateplotsagainindicatethattherobots'
coordiatesytemsdivergedover time. Tanis' estimatesdrifted
by 100� over37minutes;Ant'sdrifted by 85� . Bug'sodometry
shows drift in both directions,initially clockwiseuntil around
15 minutes,thenanti-clockwise.This illustratesthevariability
of thePioneer'sodometry.

Ant, Fly andTanis all failed in the sameway asPunky in
thepreviousexperiment;they failedto reachPlace� , circling
just shortof it until they wereswitchedoff. Bug exhibitedthe
samebehavior during the trial at 20 minutesand24 minutes,
but recoveredboth times and continuedto drive betweenthe
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Fig. 9. Diagramof experiment2; 4 robotsstartat A. 2 faceleft, two faceright. They must�nd a routeto B.
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Fig. 11. Experiment2: shortestpath�nding - Paths

Places.
This experimentdemonstratesthat the robot teamwill con-

vergeto usetheshortestknown path.However, thesystemsuf-
feredfrom a problemthatmadeit unreliableandcouldnot be
tracedto softwareerror.

2) Diagnosisand solution: Considerationof theseresults
leadsto theconclusionthattheproblemlies in anaccumulating
shorteningof thetrail.

The circling is inevitable if a robot reachesthe end of the
Trail (i.e. the Crumb with the lowest time-to-goalestimate)
beforereachingthePlace.Recallthat thecontrollermakesthe
robotfollow walls in thedirectionof thelowest-valuedCrumb.
Thusthe robot follows the wall pastthe last Crumbuntil it is
behindthe robot,Thenit turnsroundanddrivespastit again,
andsoon.

If the trail is too long, i.e. the last Crumb lies beyond the
Place,the robot detectsthePlaceasit drivesby it andadjusts
its estimateaccordingly. If thetrail is too short,therobotmay
never reachthe Place,never hasits estimatereset,andcannot
recover.

By abstractingaway the objectsto be transported,with the
goalof demonstratinga lesscomplex, morerobustsystem,that
did notneedto servo to atargetat theendof a trail, weactually
madethetrail following morefragile. However, thiswasuseful
as it makesexplicit an importantconstraintto the system;in
orderto recover from errorsin the Trail (inevitable dueto lo-
calizationerror),a robotmustsearchfor thegoalafterreaching
thelastCrumb[constraint5].

If aphysicalobject(suchasanon-virtualunit of resource)is
presentat thegoal,therobotshouldsensetheobjectandservo
towardsit. The Trail becomesa device to get the robot close
enoughto thegoalobjectto recognizeit with sensors.

As wehavenophysicallysensiblePlaces,wesolvetheprob-
lem by using randomexploration. When the robot reaches
a Crumb with time-to-goalestimatelessthan or equalto the
Crumbdroppingfrequency (2 secondsin theseexperiments),
it stopsusingthe Trail andinsteadexploresat randomuntil it
�nds thePlace.In practicetheTrail alwaysendsvery nearits
Place.In our environment,therobotdrivespastthelastCrumb
andreachesthePlacealmostimmediately.

We madethismodi�cation andtestedtherobotsagain.

H. Experiment3: Trail-endEventsearching

This experimentwasperformedto verify thesolutionto the
trail-shorteningproblemproposedin theprevioussection.The
experimentalsetup andprocedurewereidenticalto theprevi-
ousexperiment,exceptfor theadditionof abatteryhotswap.As
the resultsbelow show, this trial ran for a long time. As each
robot's batteriesweredrained,we disabledthe wheelmotors,
towedtherobotinto asideroomandswappedits batteries.The
controllerwasstill running,so the robot wasableto maintain
localizationestimatesduringtheswap.Oncethefreshbatteries
wereinstalledthe robot wastowed backinto the corridor and
its wheelmotorsenabled.In this way we wereableto prolong
thedurationof theexperimentpastthebatterylife time of the
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Fig. 12. Diagramof experiment3; 4 robotsstartatA facingto theright andmust�nd a routeto B.

Tanis Bug Fly Ant Total
Trips 36 59 78 86 262
Distance(m) 1102 2102 2414 2592 8211
Lifetime (min) 81.3 138.1 176.6 188.4 583.6

TABLE III
EXPERIMENT 3: EVENT SEARCHING - SUMMARY OF RESULTS
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Bug
Fly
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Fig. 13. Experiment3: Eventsearching- Events

robots.Mechanicalhandlingof therobotwasobservedto add
errorto thelocalizationestimate,addinga furtherchallenge.

1) Results: Table III summarizesthe resultsof the exper-
iment, showing the numberof trips, distanceand lifetime of
eachrobot. They madea total of 262trips of � 31meachover
3 hours,8 minutes,travelinga totalof 8.2km(5.1miles)before
theexperimentwasstopped.Two of thethreerobotsthatfailed
ranoutof powerasweranoutof batteriesto swapin; theother
sufferedcatastrophicodometryfailure- anoccasionalproblem
with thePioneerrobot.

Figure13(top)showsthetimethateachrobotreachedPlaces
� and � . The regular interval betweenpoints in eachcase
shows that the robotswereconsistentlyfollowing the trail be-
tweenthePlaces.WheretherearelargergapsbetweenPlaces
(Fly at 45min,Ant at 160min)therobotwaspausedto have its
batteryhot-swapped. The long gapfor Bug at 140minwasa
symptomof its odometryfailure - it madetwo more trips by
chancebeforeit failedcompletely. Theinterval betweenPlaces
is similar for all robots,indicatingsimilar performanceof each
robotwhile running.

The averagetime betweenPlaceswas ����� 	��E� 	��������������"�

��� '	��� . This givesan averagespeedof �������E�����1� . The Nav-
igate behavior drives the robotsat �?� ���������1� when cruising
freely. This is the highestspeedoutput by the controller, so
we concludethat theteamwasworking at approximately92%
of maximumef�ciency, i.e. therobotswerefollowing walls in
freespacein theright direction92%of theiroperatingtime.

Figure 14 shows plots of the Crumbsgeneratedby each
robot,bothon theplane(top) andextendedover time in three
dimensions(bottom).Thelargevariationin theplots indicates
that their coordinatesystemsdrifted independently. For ex-
ample,Bug's coordinatesystemrotatedclockwise; the other
robots' systemsdrifted anti-clockwise. Tanis' systemrotated
only by around0.35� perminute,while Fly's rotatedat 2 � per
minute. Despitethe divergenceof the robots' coordinatesys-
tems,they wereableto sharetrails throughoutthetrial.

Figures14(top left) shows all 34,743Crumbsreceived by
Ant over188minutes.At any time duringtherun,eachrobot's
actualTrail containedmany fewer Crumbs,as Crumbswere
deleted2 �8��	�� secondsaftergeneration.As describedabove,
this preventstherobotusingout-of-datedata.Old Crumbsbe-
comeuselessasthe robot's coordinateframedrifts over time,
andif the environmentchanges,anda new routemustbe dis-
covered(dynamicenvironmentsarediscussedfutherbelow).

Figure15 shows plotsof theCrumsstoredin Ant's Trail at
varioustimesduring the experiment. The top plot shows the
Crumbsreceivedby Ant duringthelast 2 secondsbeforethey
areincorporatedinto Ant's Trail. Early in the experimentthe
Crumbsfrom all robotsoverlap,astheir coordinateframesare
very similar. Over time thecoordinatesystemscanbe seento
diverge;theCrumbsno longeroverlap.Themiddleplot shows
Ant's Trail; theCrumbsfrom all robotshave beentransformed
into Ant'scoordinateframe.At any timeduringtheexperiment
all Crumbsare combinedinto a coherentpath from � to � .
As Ant's referenceframedrifts with respectto the realworld,
thepositionsof � and � change.Thebottomplot shows how
theTrail looksif thepositionsof � and � areheldconstant.In-
comingCrumbsaretransformedinto the�x edcoordinateframe
andtheTrail alwaysshowsacoherentpath.

V. DICUSSION

This sectiondiscussesthe reasonsfor somedesignandim-
plementationdecisions,andsuggestssomealternatives.
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Fig. 14. Experiment3: Eventsearching- Paths

1:30

Fixed

Ant's Trail

Received

Time(h:mm) 0:04 1:02 2:34

Fig. 15. Trail snapshotsover time from threepointsof view: Unprocessedasreceived (top); asincorporatedinto Ant's Trail (middle); asincorporatedinto a
�x edreferenceframe(bottom).[Scaleis differentoneachrow.]

A. Useof odometry

LOST is independentof the localizationmethodemployed;
it doesnotrely onodometry. LOSTrequiresthatsomelocaliza-
tion methodis availablethat is suf�cient to guidetherobotfor
the (possiblyshort) intervals betweentaskevents. This is re-
statedlaterasconstraints1, 2 & 5 in SectionV-H. Theamount
of errorwe canhandleis thereforepreciselyspeci�ed but can-
not bequanti�ed without a full understandingof theparticular
taskandenvironment. The implementorchoosesthe localiza-
tion methodappropriatefor theirhardwareandtask.LOSTau-
tomaticallytakescareof issuesof long termdrift andmultiple
independentcoordinatesystems.

Our implementationusesodometryfor localization. This
wasdeliberatelychosenas the most simple, readily available
schemefor our robots in their indoor environment. The au-
thorsunderstandthatodometrycanbeimproveduponin many
ways.ThePioneer2'snaive,nativeodometrywassuf�cient for

the robotsto reachanevent locationaftereachtraverseandis
thereforeperfectlygoodfor the task. Long term drift (of any
localizationmethod)is entirelycompensatedfor by LOST.

If task eventswere more sparseand traversessigni�cantly
longerthanin our experiments,theunenhancedPioneerodom-
etry would not have beensuf�cient to drive therobotbetween
events. The sameis true for morechallengingenvironments,
say outdoorson rough terrain. GPSwould be a good solu-
tion here. WhereGPSis not availableinertial integrationcan
provide very good localization,subjectto drift over minutes
or hours.LOST is applicablein all thesecases,but is particu-
larly usefulfor self-referencedmethodslikeodometryandiner-
tial integrationbecauserobots' coordinateframesareindepen-
dentandnonstationaryandconventionalmappingandplanning
techniquesaredif�cult to apply.
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B. Parameters

Any implementationof LOST must set the valuesof vari-
ables � and � from the Trail readingand writing algorithms
respectively. Theseare the only variablesintrinsic to LOST;
severalmorearerequiredto tunethelow-level navigationcon-
troller, but thesearespeci�c to therobotsandenvironmentand
notessentialfor this discussion.

In settingthe Crumbsenseradius � , thereis a trade-off be-
tweentheamountof informationavailable(thelargerthevalue
of � , thegreatertheprobabilityof a usefulCrumbbeingavail-
able),andits relevance(the further away a Crumbis, the less
likely it is to giveyoulocally usefulinformation).For example,
considera trail of Crumbsthat follows aroundthe perimeter
of anobstacle.If � is smallerthanthesizeof theobstacle,the
robotcannotsensetheCrumbsbehindtheobstacle,andfollows
the trail aroundthe perimeter. If � is larger thanthe obstacle,
therobotmayattemptto drivedirectly towardsa Crumbon the
othersideandfail to follow theperimeter.

The size of � , combinedwith the robots' (and hencethe
Crumbs')localizationerrorsdeterminestheresolutionof infor-
mationreadfrom thetrail. We set �H� ' � , whichprovedto be
satisfactoryfor our experiments.

TheCrumdroppingrate � is determinedby thespeedof the
robotsandsense-radius� . We wantCrumbsto becloseenough
togetherthatat leastoneCrumbis visible at any time while a
robot is following a trail, i.e. the gapbetweenCrumbsmust
be � ��� . Our robotsmovedat �������E�3���1� and �Z� ' � , sowe
set �L� 	 seconds,sothata Crumbwould bedroppedapproxi-
matelyevery1m.

C. Distanceestimates

The Crumb's distanceestimate� is the mechanismthat de-
cideswhatthetrail optimizes.If � is spatialdistance,therobot
followstheshortestknownpath.If � estimatestime-to-goal,the
robotfollowsthequickestpath.Alternativemetricsfor � could
bechosento optimizepathsfor anotherproperty. For example
if � wereenergy-to-goal,�at routeswouldbefavoredoverhilly
routes.

Non-distancevaluesfor � canbeused,i.e. metricsthatdonot
providea continuousgradient,suchasanestmateof remaining
resourcesorsafety, byaddingadirectionindicatorto theCrumb
datastructure.Thetrail-readingandwriting algorithmsareeas-
ily changedto usethe headinginsteadof the location of the
Crumb. Theearlyversionsof LOST decribedin [38], [40] use
this technique.

D. Datastructures

Our Trail implementationused a simple linked list of
Crumbs.Searchingthelist for matchingCrumbsis a relatively
expensive operation. A more ef�cient Trail implementation
could usea content-addressabledatastructureto signi�cantly
reduceoverheadwhensearchingthesetof Crumbs.

Our Trail containedan arbitrary numberof Crumbs. An-
otherpossibleef�ciency improvementwould be to maintaina
queueof �x ed length. A queuealwayscontainsthe most re-
centdata;sothis removestheneedto scanfor old Crumbsand
deletethem.If thepopulationsizeandCrumbdroppingrateare

known, thelengthof thequeuedeterminesthemaximumageof
aCrumb.

E. Scalability

LOST wasdesignedto exploit thephysicaldistribution of a
populationof robots. Theenvironmentis searchedin parallel;
oncea goodrouteis found,thesystemconvergesto that route.
While thereal-robotexperimentsin thispaperusedasmallpop-
ulationfor logisticalreasons,ourearlierexperimentsin simula-
tion [38] successfullydemonstratedlargerpopulations.

For the following reasons,we believe that the LOST will
scaleto largepopulationsof realrobots,andmayevenbemore
ef�cient aspopulationsizeincreases:

� As thepopulationsizeincreases,theamountof the envi-
ronmentsearchedin parallelincreases.Thustheprobabil-
ity of �nding goodroutesincreasesandthe initial search
timedecreases.

� Thenumberof Crumbsrequiredto createeffectivetrailsin
theenvironmentis afunctionof thesizeandcomplexity of
theenvironment;it is independentof thepopulationsize.
Thusthe numberof calculationsrequiredper robot need
not increaseasthepopulationgrows.

� As thepopulationsizeincreases,robotsaremorelikely to
be distributedover a wider area(unlessextremeinterfer-
encecausestraf�c-jams). This meansthat the probabil-
ity that the last

�

crumbsreceived aredistributedalong
the length of the trail increases. Conversely, a smaller

�

is requiredto encodethe whole trail with high prob-
ability thanfor a smallerpopulation. We suggestthat in
larger populations,the total numberof Crumbsrequired
in the systemwill be the sameor actually �����=� than for
small populations,reducingthe amountof computation
per robot. At the worst case,the numberof Crumbsre-
quiredis constantwith populationsize,allowing thepop-
ulation to increaseinde�nitely without usingmorecom-
municationsbandwidth,memoryor per-processorcompu-
tation.
If we choosenot to decreasethe Crumb dropping fre-
quency, we can insteadusea �x ed-sizequeueof length

�

to hold Crumbsin aTrail.

F. Comparisonwith mappingandplanning

It is usefulto compareLOST with thestateof theart in on-
line metric mappingdescribedby Thrun et.al [44]. Thrun's
techniquecombinessensorscan-matchingwith probablisticlo-
calizationto produceexcellenthuman-readablemaps. This is
not the aim of our system. Rather, LOST is an on-line navi-
gationsystemthat is an alternative to mappingandplanning;
robotsnavigatebetweengoalswithout theneedfor or expense
of a map. We are not aware of published�gures for com-
parison,but considerationof Thrun's techniquesuggeststhat
it requiresordersof magnitudemoreprocessing,memoryand
communicationsbandwidththan LOST and that the required
resourceswould scaleat leastlinearly with populationsize.To
afford scalabilitywemustlimit thecommunicationsbandwidth
requiredasthepopulationgrows, andthememoryrequiredto
storethemapasrunsincreasein duration.Thrundoesnotmake
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Fig. 16. Surfaceplot of Ant's Place-Bcrum list at 900 seconds.For each
position,the lowesttime-to-goalof theCrumbswithin sense-radiusis plotted.
Whereno Crumbwasfound,0 secondsis plotted. Notice thesteadygradient
from A (theorigin) to B, andthecurvedsidesof thegradient̀ chute'.

any claimsin thisarea.Wehavearguedabovethattheresources
requiredLOST areconstantwith populationsize,varying in-
steadwith environmentsizeandcomplexity. We believe that
this is theappropriateconstraintin highly scalablesystems.

Indeed,Thrundoesnot claim thathis methodscaleswell to
large populationsof robots,merely that it “extendsto multi-
robot mapping” in that eachrobot “contributesto building a
single uni�ed map”. This implies that the map is assembled
at a single point; the systemis not fully distributed and can
suffer single-pointfailures. It is also explicitly assumedthat
eachrobot can localize itself initially in the mapof a special
“team leader” robot. LOST hasno specialrole for any robot
andno centralizedmap;insteadeachrobothasits own trail in
localcoordinates.LOSTwasdesignedfrom thestartto befully
distributedandbene�ts from theassociatedrobustnesswith re-
spectto point failures.

Figure 16 shows a visualizationof a Trail storedby Ant
during Experiment3. The plot shows the lowestvalueof the
distance-to-goalestimate� of the Crumbswithin Ant's sense
radius � (i.e. thedistance-hint�

�

) for a grid of pointsin local-
izationspace.Theresultingsurfacecanbeinterpretedasamap
- all pointswhere ��� � arefree space- or asa plan - move
downhill whenever possible.It resemblesthework spaceof a
potential�eld pathplannerwith no localminima[29], [45].

TheTrail datastructureis somethingbetweenadynamicmap
anda plan. It combinesmetricdataaboutthepositionsof ob-
jectsin theworld with instructionsonhow to getfrom oneplace
to another.

G. Automaticconstraint satisfaction

As trails are continuallyupdated,LOST providesan auto-
maticmethodfor reducinginterference.If theCrumb'sdistance
metric is a time, trails areoptimizedfor shortesttime. A route
that is heavily congestedwith robotswill take a long time to
traversedueto interference;a longerroutemay be moretime
ef�cient. Similarly, a short-distanceroutethat passesthrough
a smallopeningmaybesuitablefor a smallpopulation,asthe
chancethat several robotswill meetat the openingis small.
With a largepopulation,the routeis not optimaldueto a traf-
�c jam at theopening.Robotswill selectthe longerbut faster

route. This effect canclearly be seenin thesimulationexper-
imentsin [38]. This interestingpropertywill be investigated
further.

H. Summaryof constraints

We have identi�ed variousconstraintsthroughoutthepaper
whichmustbesatis�edfor LOSTto work. Theseare:

1) Robotsmustmaintaina localizationestimate.
2) Localizationmustbegoodenoughto enabletherobotto

makea singletraverse.
3) Robotscanonly shareTrails aboutPlacesthey mutally

recognize.This is usually reasonable,but might not be
truein heterogenousor learningsystems.

4) Eventsoccur in �x ed places[this is a provisional con-
straint: we have not yet investigatedthebehavior of the
systemwith moving Events.Dueto thenext Constraint,
we suspectit will work if Eventsmove slowly relative
to the time betweenoccurences;this morerelaxed con-
straintmayreplacethis provisionalone.]

5) Robotsmust have somesearchstrategy when reaching
the end of the trail to recover from accumulatedtrail-
shortening.

6) Routesfoundarenotguaranteedto beoptimal.Theprob-
ability of �nding good pathsincreaseswith population
size.

In summary, LOST is applicableto a classof trail-�nding
andfollowing problemsin which localizationestimatescanbe
maintained,andoptimality is notessential.

VI . CONCLUSIONS AND FURTHER WORK

In this paper we have presentedthe novel algorithm
Localization-SpaceTrails (LOST), for �nding and traversing
routesthroughunknown environmentswith a teamof robots.
We have demonstratedthat trail-laying behaviors canbe use-
fully implementedin a sharedlocalizationspace,ratherthan
directly in the real world. Waypointscanbe sharedbetween
divergentlocalizationspacesby specifyingthemwith reference
to landmarkscommonto all robots.Unlikepreviouslandmark-
basedlocalizationstrategies,we usetasklevel featuresthatare
necessarilyaleadyknown to andnamedby all robots.

A straightforwardrobotimplementationwasdescribedanda
seriesof experimentsdemonstratedthat:

(i) LOST canguiderobotsbetweenplacesof interestin the
environment; (ii) Robotswill take the bestknown path; (iii)
Pathinformationcanbesharedbetweencoordinatesystemsus-
ing task-relevantfeaturesascommonreferencepoints;(iv) The
systemis robustto individual robotfailure.

Ourrobotteamperformsausefulgeneraltaskwithoutsuper-
vision for long periods.Four robotsoperatedautonomouslyin
anunmodi�ed of�ce building, with a total robot run time of 9
hours45 minutesanda distancetravelledof 8.2kmbeforebe-
ing defeatedby hardware failure. In addition to copingwith
highly-divergedframesof reference,thesystemwasshown to
berobustto individual robotfailureandbatteryhot-swaps.We
believethis techniquewill beof usein avarietyof path-�nding
scenarios,andits simplicity andlow computationalloadmake
it an attractive alternative to instrumentedenvironments,map
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building andothertechniquesthatrequireanexplicit globalco-
ordinatesystem.

Having assessedthe method applied to a simple task, it
shouldbe testedwith more complex tasksandenvironments.
It would beparticularlyusefulto examinethesystem's ability
to adaptto dynamicallychangingenvironments,particularlyits
ability to copewith blocked and newly-available routes,and
to automaticallyreduceinterference. The methodallows for
taskswith

�

sourcesand � sinks;thisshouldbedemonstrated
in further experiments.Simulationstudiescould examinethe
scalingeffectsandopportunitiesof largepopulations.

Thesystem's performancewasdegradedsomewhatby near-
collisionsbetweenrobots. The phenomenonof interferenceis
an importantproblemfor multi-robot systems,particularly in
constrainedspacessuchashomeandof�ce environments. In
theseexperimentswedeliberatelyworkedonly in thecorridors,
whererobotscould always passeachother. We are extend-
ing our controllersto copewith co-localizationcon�icts, such
astwo robotspassingin oppositedirectionsthrougha narrow
doorway. Resultsof our initial simulationwork havebeenpub-
lishedelsewhere[46] anda similar approachcould be imple-
mentedon therealrobots.

We have not presenteda framework or methodology;rather
we offer a solutionto a realisticproblem. The applicationwe
havestudiedis ideallysuitablefor multiple robots,asis ourso-
lution. Themethodis completelydecentralized,highly scalable
anddirectly exploits thephyscialdistribution of therobotsthat
makeup thepopulation.

Like conventional path-planningand mapping solutions,
LOST is applicableto a classof problemsandis independent
of theunderlyingrobotcontroller. Unlike typical planningand
mapping,oursystemleveragesits embodimentanddistribution
so that it requiresrelatively modestcomputationfor on-line,
any-timepath�nding in therealworld.

We hopethat the LOST methodwill be directly useful for
building robust path �nding robot teams. We also hopethat
this paperwill be of valueasa casestudyof a fully-realized
cooperativemulti-robotsystem.
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