Simultaneous Tracking and Sampling of Dynamic Oceanographic Features with AUVs and Drifters

Jnaneshwar Das  Frédéric Py  Thom Maughan  Tom O’Reilly  Monique Messié
John Ryan  Gaurav S. Sukhatme  Kanna Rajan

Abstract

We present AUV survey methodologies to track and sample an advecting patch of water. Current AUV-based sampling rely primarily on geographic waypoint track-line surveys that are suitable for static or slowly changing features. When studying dynamic, rapidly evolving oceanographic features, such methods at best introduce error through insufficient spatial and temporal resolution, and at worst completely miss the spatial and temporal domain of interest. In this work, we extend existing oceanographic sampling methodologies to perform Lagrangian observation studies to sample within the context of an advecting feature of interest. We use GPS-tracked Lagrangian drifters to tag a patch of interest, and utilize its periodic position updates to make an AUV perform surveys around it as it gets advected by ocean currents. Two approaches are described and tested in two field trials in 2010 - a one day experiment in June, followed by a five-day offshore experiment in September. Results from the experiments are presented along with the analysis of the sources of error.

1 Introduction

Marine robotics have had substantial impact on the ocean sciences, with the advent of Autonomous Underwater Vehicles (AUVs) and other mobile robotic platforms. These systems have allowed oceanographers to collect data over temporal and spatial scales that would be logistically impossible or prohibitively expensive using traditional ship-based measurement techniques. Increased dependence of scientists on such robots has permeated scientific data gathering conducted by ship-based observations or data from fixed moorings. Oceanographic features are often heterogeneous and dynamic, spread over large spatial scales with dynamic biological activity across the temporal spectrum. It is challenging however, for robotic platforms to autonomously track and sample these features. For instance, bio-geochemical features of interest in the coastal ocean such as phytoplankton blooms (Fig. 1), and anoxic zones ¹ are constantly circulated by ocean currents. It is this combination of heterogeneity and dynamics that makes sampling of such phenomena robotically challenging. Currently, AUV-based surveys rely primarily on geographic waypoint track-line surveys (Fig. 4b) that are suitable for static or slowly changing features such as bathymetry ², magnetism, and aquatic environments characterized by weak circulation. When studying dynamic, rapidly evolving oceanographic features, such methods at best introduce error through insufficient spatial and temporal resolution, and at worst completely miss the spatial and temporal domain of interest.

Our work is situated in the context of a multi-year inter-disciplinary field program the Controlled, Agile and Novel Observing Network (CANON) [can, 2010]. The program focuses on understanding rapidly changing coastal ocean processes that have significant societal impact on local ecosystems. The initial emphasis is on phytoplankton blooms that have a wide impact on marine ecology with the generation of toxins that

¹Oxygen depleted regions in the ocean
²The study of the floor of water bodies, resulting in a depth contour map
impact the food web. The drivers and biogeochemical processes behind phytoplankton bloom initiation, evolution, and collapse are poorly understood in large part due to the complex interactions between the members of the microbial communities (including phytoplankton) and the surrounding environment. This necessitates acquiring measurements at sufficient spatial and temporal resolution within a specific feature during its evolution. Our objective is to use methodologies to track and sample bloom patches as they are advecting within coastal waterways. We do so by sampling in the Lagrangian frame of reference, that is, a frame of reference moving with the feature of interest [Davis, 1991].

Drifters (Fig. 2) are often used as proxies for advection to study marine transport [Lumpkin and Pazos, 2006]. They represent the advecting water patch which can be easily tagged and tracked over space and time while representing a surface mass of water. In this work, we describe a series of Lagrangian survey experiments carried out where an AUV performs surveys relative to a GPS-tracked drifter. We treat this as a simultaneous tracking and sampling task where a survey template is repeatedly undertaken by an AUV in two modes a) by repeating static-plan surveys to stay with the moving patch and b) pure Lagrangian surveys carried out in the frame of reference of an advecting patch. Starting with the scientific motivation for this effort, we first lay the ground-work through analysis of past data and simulations. Subsequently we describe multiple field trials that validate our approach.

2 Related work

Tracking and rendezvous with moving targets has been covered in the robotics literature, although focus has been on interception and entrapment with multiple robots [Mas et al., 2009], rather than sampling in the target frame-of-reference. In [Saripalli and Sukhatme, 2003], landing of an Unmanned Aerial Vehicle (UAV) on a moving target is demonstrated. In [Frew and Lawrence, 2005], control strategies are demonstrated wherein a team of autonomous aircraft orbit a moving target while maintaining a specified distance (standoff line-of-sight tracking). In [Franchi et al., 2010], a terrestrial multi-robot system using low-level control is used to localize and encircle a moving target in a lab environment. In the ocean sciences, [Hu et al., 2011] discusses

---

3The horizontal transport of a patch of water.
the use of drifters for tracking anticyclonic eddies in near coastal waters; however they use a lagrangian frame of reference to navigate their manned support vessel [Doglioli et al., 2011]. Feature tracking with AUVs has been discussed in the context of multiple gliders in the Monterey Bay by [Fiorelli et al., 2004] while coordinated sampling with a fleet of gliders is demonstrated in [Zhang et al., 2007]. In [Smith et al., 2010], virtual drifters are deployed as patch proxies using the Regional Ocean Modeling System while gliders are used to track the boundary and centroid of a patch. [Kimball and Rock, 2010] propose a methodology for iceberg relative terrain aided navigation for AUVs using sideways looking sonar maps generated by a ship. However the authors abstract out the iceberg deformation and its motion while relying on the closed structure of a solid body. To the best of our knowledge, our work presents the first study where an AUV samples in the Lagrangian frame of reference of an advecting oceanographic feature in the upper water-column.

3 Technical Approach

AUVs are equipped with scientific payload to enable sampling of bio-geochemical properties of interest at desired sampling rates. Typically while sampling the upper water-column, track-line based surveys are carried, a prominent example of which is the ‘radiator’ or ‘lawnmower’ pattern. For instance, Fig. 4b shows an aggregation of chlorophyll mass from phytoplankton during daytime operations when biological activity is concentrated in the upper portions of the shelf in northern Monterey Bay. The vertical saw-tooth profiling behavior visible in figure is called a ‘Yo-Yo’ (Fig. 3), resulting in a three-dimensional snapshot of the water-column. The survey patterns are usually determined a priori and chosen according to scientific need.

Existing AUV sampling methodologies use survey patterns designed in the Earth frame, i.e., they are planned and carried out relative to the water mass. Hence, by design, these static-plan surveys are suitable for features that do not move out of the survey’s region of coverage. The oceanographic features of interest in our study, however are not static; moved occurs either primarily due to surface currents, the geography of the coastal shelf or wind driven conditions. Fig. 1b shows remotely sensed satellite imagery of chlorophyll concentration in the upper 5-10m of Monterey bay. Within an hour, the hotspot (regions with concentrated coloration) are shown advected north-east by a kilometer. Advection of hotspots can continue over long durations, as shown in Fig. 1a, where blooms in north Monterey bay get circulated in addition to growth and decay experienced due to bloom ecology.

The scientific goal of this work is to extend existing oceanographic sampling methodologies to perform Lagrangian observation studies to sample within the context of an advecting feature of interest. We propose approaching this problem in two parts
Track a patch We use GPS-tracked Lagrangian drifters, used as proxies of advection by marine scientists, to tag an identified patch of interest.

Sample the path We extend existing oceanographic survey patterns to sample within the context of the advecting patch tagged by the drifter. Frequent position updates from the drifter are used to estimate the short-term trajectory of the patch, and two approaches are demonstrated to stay with the patch and sample around or within it.

3.1 Tracking advecting patches
We use GPS-tracked drifters to tag the center of an advecting water patch. The process starts with scientists identifying a patch of interest by using data from remote-sensing satellites, pilot AUV static-plan surveys to detect bloom patches and ship-board sampling. Once detected, a bloom center is marked with a GPS-tracked drifter, and position updates are obtained from the drifter at regular intervals of ∼2 mins via a tracking satellite service such as Iridium. To improve the drifter's signature of patch advection, which may experience a range of sub-surface currents, drogues are often used to improve the surface and sub-surface expression for advection. Fig. 2 illustrates the usage of a GPS-tracked Lagrangian drifter and its communication channels with shore, ship and AUV.

3.2 Scientific Motivation
Two primary goals drive our work; the first is to quantify a nutrient budget for a volume by estimating nutrient fluxes across its boundaries. This requires a survey template that repeatedly circumscribes the volume boundary as shown in Fig. 4a. The second goal is to map the interior of the volume in order to understand the biological dynamics occurring within, requiring a survey template that passes through the volume interior such as in the lawnmower pattern in Fig. 4b. Both goals are relevant to the overarching research objective to understand the environmental factors influencing the growth and ecology of phytoplankton communities.

The box pattern was chosen for the five-day field experiment carried out in September 2010. We present our approach in this paper centered on this pattern, although the results can be generalized to other survey patterns.

The goal of this work then is to extend existing static-plan survey patterns to the observation of advecting features of interest. To achieve this goal, we first tag an identified patch of interest with a GPS-tracked drifter. The decision as to where and when to tag a water patch is usually driven by a combination of oceanographic conditions (wind, real-time surface currents, geographical conditions and historical data) and remote sensing information when the latter is available.

Problem Statement Extend existing oceanographic surveys to observe an advecting patch of interest, such that the patch-center remains within the survey perimeter at all times. Fig. 5 illustrates this goal.

3.3 Some Definitions
We cover some fundamental definitions used in this work, including two frames of reference, an important constraint for Lagrangian observation studies and two contrasting approaches to achieve Lagrangian observations.

Earth frame This is the geographic frame of reference which allows the specification of every location on Earth uniquely. Typically static-plan AUV surveys are planned in the Earth frame using a Longitude/Latitude based spherical coordinate system. An alternative system is the Universal Transverse Mercator (UTM) coordinate system that projects the spherical Earth onto sixty flat zones. Each zone uses a metric-based cartesian grid, allowing computation of surveys using standard units of distance. Throughout this work, we will use the UTM system to specify locations in the Earth frame.

Drifter frame This is the frame of reference relative to the advecting patch. Since the patch is tagged by a GPS-tracked drifter, we set the origin of the patch frame to the drifter location and orient it to point along the direction of drifter motion.

Repeat static-plan surveys Perform static-plan surveys repeatedly by catching up with the drifter after each survey. Survey patterns are intended for Earth frame, but we do our analysis by visualizing these surveys in the drifter frame. Fig. 7 illustrates such surveys, with detailed discussion later in this section.
Trailing distance  To perform repeated-static plan surveys, the AUV needs to catch-up with the last observed location of the drifter on completion of the current static-plan survey. The distance $u$ the AUV lags or trails behind its survey start location for the next iteration is called the trailing distance.

Transformed surveys  These are survey patterns designed relative to the patch frame or the drifter frame as shown in Fig. 10. Since the AUV operates in the Earth frame, this entails transformations between the drifter frame and the Earth frame.

Enclosure criteria  The drifter should remain within the perimeter of the survey pattern while the AUV is executing the pattern.

The enclosure criteria ensures that the AUV encapsulates and characterizes the survey volume by enforcing the constraint that the patch center marked by the drifter always stays within the perimeter of the survey. In Section 3.4, we will obtain the bounds on drifter speed for the satisfaction of enclosure criteria for repeated static-plan surveys; Transformed surveys by definition ensure satisfaction of the enclosure criteria.

Figure 3: Vertical yo-yos with pitch angle $\theta$. $v_{xy}$ is the projected velocity of the AUV on the XY-plane.

3.4 Lagrangian survey design

We have identified two ways of approaching our goal to perform Lagrangian observation studies a) repeated static-plan surveys and b) transformed surveys. In repeated static-plan surveys, we perform existing oceanographic surveys repetitively, repositioning the AUV to the latest location of the drifter once a survey or iteration is complete. In case of transformed surveys, we design the survey pattern to be implemented in the drifter frame and transform it back to the Earth frame to obtain the survey plan to command the AUV.

Fig. 6 shows historical drifter data that leads us to conclude that repeated static-plan surveys cannot satisfy the enclosure criteria for Lagrangian observation studies for the required range of drifter speeds. We obtained drifter logs from a deployment in August 2006 lasting 18 days. From this data-set, we utilized a 3.5 day
The goal of our study is to implement surveys such that a drifter that represents a patch of water stays within the boundary of the survey. \( \mathbf{n} \) represents the starting point of the drifter and \( \mathbf{o} \) its termination within a single survey pattern.

Figure 5: The goal of our study is to implement surveys such that a drifter that represents a patch of water stays within the boundary of the survey. \( \mathbf{n} \) represents the starting point of the drifter and \( \mathbf{o} \) its termination within a single survey pattern.

section during which the drifter traveled a total of 80 km (Fig. 6a) close to Monterey Bay. We computed the distribution of drifter speeds observed during this period for use in our analysis. Although the overall distribution for a different time of the year, duration, or location can vary slightly from this distribution we have observed the shift to be marginal.

We compute upper bounds on drifter speeds for which the enclosure criteria is satisfied, and demonstrate that repeated static-plan surveys cannot be used for 30% of observed drifter speeds. We address this challenge by performing transformed surveys instead where by design, the enclosure criteria is always satisfied. This is because the surveys are designed to be carried out in the drifter frame, and the drifter stays at the survey center by design (apart from the effect of sources of error, discussed in Section 5). We demonstrate two ways to perform transformed surveys and discuss the the rationale behind usage of one of those in a five-day field trail carried out in September 2010.

Before we discuss the two approaches in detail however, a key issue is the projection of drifter paths. To plan the surveys in both repeated static-plan surveys and transformed surveys, we require an estimate of the drifter path in the short-term future (\( \sim 2 \) hours). We propose to perform a linear projection of the drifter trajectory as shown in Fig. 7a.

Surveys are characterized by the pattern in the horizontal plane (e.g. lawnmower, box, etc), the pitch angle for the Yo-Yo’s, and a depth-envelope specifying the maximum and minimum depths. GPS-based positioning is available only at the surface; once underwater, the AUV navigates by dead-reckoning with additional measurements from bottom-locking Doppler Velocity Log (DVL) that allows measurement of speed over ground under suitable conditions. While frequent GPS-fixes are essential to reduce the navigational error, multiple Yo-Yos are usually performed before surfacing. This is done to reduce time spent on the water surface to ensure continuous recording of scientific data as well as to minimize surface time especially in high-traffic areas. For the purpose of planning, we will approximate the motion of the AUV to the horizontal plane by projecting its velocity by the pitch angle \( \theta \).

### 3.4.1 Repeating static-plan surveys

The first approach we detail is repeated static-plan survey by repositioning the AUV using the latest drifter location. Fig. 7 illustrates this approach.

**Proposition 3.1.** For survey length \( L_{\text{survey}} \), maximum AUV speed \( s_a \), and pitch-angle \( \theta \), the distance between the AUV and the drifter at the beginning of a survey converges asymptotically to \( u^* = \frac{L_{\text{survey}}s_d}{\cos \theta (s_a - s_d)} \)

**Proof.** We define the AUV parameters and survey patterns as follows and shown in Fig. 7b:

1. \( s_d \) speed of the drifter
2. \( s_a \) speed of AUV during transit to initial waypoint
3. \( s_s \) speed of AUV during survey, \( s_s = s_a \cos(\theta) \) with \( \theta \) being the pitch angle of the AUV.
4. \( u_0 \) distance to the initial waypoint or the trailing distance
5. \( l \) length of a size of the box
(a) Trajectory of a drifter advected close to the central California coast for a period of 3.5 days.

(b) Operational regions, survey offset error, and survey time for repeated static-plan surveys and transformed surveys. The bottom histogram shows drifter speed distribution from a 3.5 day drifter deployment in August 2006.

Figure 6: Simulation data from a drifter advected along the central Californian coast. The cumulative frequency in the lower half of the figure using simulation data from Fig. 6a shows that beyond 0.35 m/s the enclosure criteria cannot be satisfied.

(a) Illustration of repeated static-plan survey.

(b) AUV and survey parameters.

Figure 7: Repeated static-plan surveys and AUV and survey parameters.
The trailing distance for the $n+1^{th}$ iteration is given by,

$$u_{n+1} = \left( \frac{u_n + L_{\text{survey}}}{s_n} \right) s_d$$

$$u_{n+1} = u_n \frac{s_d}{s_a} + \frac{L_{\text{survey}}}{s_s} s_d$$

$$u_{n+1} = au_n + b$$

where $a = \frac{s_d}{s_a}$ and $b = L_{\text{survey}} \frac{s_d}{s_s}$.

$$u_{n+1} = a(au_{n-1} + b) + b$$

$$u_{n+1} = a^3 u_{n-2} + b(1 + a + a^2)$$

$$u_{n+1} = a^n u_{n-1} + b \sum_{k=0}^{i-1} a^k$$

On expanding the series, we get

$$u_{n+1} = a^{n+1} u_0 + b \sum_{k=0}^{n} a^k$$

The trailing distance asymptotically converges to $u^*$,

$$u^* = \lim_{n \to \infty} u_n$$

$$u^* = u_0 \lim_{n \to \infty} a^{n+1} + b \sum_{k=0}^{\infty} a^k$$

But $a < 1$ for $s_d < s_a$, hence:

$$u^* = \frac{b}{1-a}$$

Since for $a < 1$, $\sum_{k=0}^{\infty} a^k = \frac{1}{1-a}$,

$$u^* = \frac{b}{1-a}$$

Substituting values of $a$ and $b$,

$$u^* = \frac{L_{\text{survey}}s_a s_d}{s_s(s_a - s_d)}$$

$$u^* = \frac{L_{\text{survey}}s_d}{\cos \theta (s_a - s_d)}$$

For the box survey, $L_{\text{survey}} = 4l$, hence

$$u^* = \frac{4l s_d}{\cos \theta (s_a - s_d)}$$
The asymptotic trailing distance is hence independent of the initial trailing distance $u_0$, and depends only on the drifter speed $s_d$.

We use the above result to determine the bounds on drifter speeds such that the enclosure criteria is satisfied. As shown in Fig. 5, the enclosure criteria can be satisfied either only in the drifter frame, or both in Earth and drifter frames. We obtain the results for both cases, starting with the former.

**Proposition 3.2.** For a box pattern with side length $l$, maximum AUV speed $s_a$, and pitch-angle $\theta$ satisfying the survey enclosure criteria in Earth frame, the drifter velocity $s_d < \frac{s_a \cos \theta}{8 + \cos \theta}$ for surveys

**Proof.** For the constraint to be satisfied, in the time the AUV takes to travel the trailing distance $u^*$ and the survey length $4l$, the drifter should have traveled less than $l/2$ (Fig. 5a).

\[
\begin{align*}
\left[ \frac{u^* + 4l}{s_a} \right] s_d &< \frac{l}{2} \\
\frac{u^* s_d + 4l s_d}{s_a} &< \frac{l}{2} \\
\frac{4l s_a s_d}{s_a(s_a - s_d) s_a} + \frac{4l s_d}{s_a} &< \frac{l}{2} \\
\frac{8s_d s_a + s_d s_s}{s_a + s_a} &< \frac{s_a s_s}{s_a + s_s}
\end{align*}
\]

Substituting $s_s$ with $s_a \cos \theta$,

\[
s_d < \frac{s_a \cos \theta}{8 + \cos \theta}
\] (8)

For typical AUV speeds of $s_a = 1.5 \, \text{m/s}$, $\theta = \pi/8$, $s_d < 0.146 \, \text{m/s}$. This is the upper bound on the drifter speed for which we can successfully complete repeated static-plan surveys while satisfying the enclosure criteria in the Earth frame.

**Proposition 3.3.** For a box pattern with side length $l$, maximum AUV speed $s_a$, and pitch-angle $\theta$, and satisfying the enclosure criteria constraint in drifter-frame, the drifter velocity $s_d < \frac{s_a(1 + 30 \cos \theta + \cos^2 \theta)^{1/2} - s_a(1 - \cos \theta)}{14}$

**Proof.** We enforce the constraint that the drifter stays within the perimeter of the survey in the drifter frame. To satisfy this constraint, the AUV has to cross the drifter ahead of its path in the Earth frame. As illustrated in Fig. 8, the drifter must travel less than $l/2$ in the time the AUV takes to intercept the drifter.

![Figure 8: Conditions for a drifter to be enclosed by a survey in drifter frame.](image-url)
\[
\left[ \frac{u^*}{s_a} + \frac{l/2}{s_s} \right] s_d < \frac{1}{2}
\]
\[
\frac{u^*}{s_a} + \frac{l}{2s_s} < \frac{1}{2s_d}
\]
\[
s_d < s_a(1 + 30 \cos \theta + \cos^2 \theta)^{1/2} - s_a(1 - \cos \theta)
\]

On solving for \(s_d\):

\[
s_d < \frac{s_a(1 + 30 \cos \theta + \cos^2 \theta)^{1/2} - s_a(1 - \cos \theta)}{14}
\]

For \(s_a = 1.5 m/s, \theta = \pi/8\), Eqn. 12 results in \(s_d < 0.364 m/s\). This sets the upper bound on the drifter speed for which we can successfully complete repeated static-plan surveys while satisfying the enclosure criteria in the Drifter frame. The histogram on Fig. 6b shows clearly that only 70% of drifter observed speed are below 0.364 m/s. Therefore, for 30% of the situation the vehicle won’t be able to respect enclosure criteria even in the world frame.

### 3.4.2 Transformed Surveys

In the previous section, we showed that repeated static-plan surveys do not satisfy the enclosure criteria for 30% of the observed drifter speeds. To address this issue, we approach the problem by designing the surveys in the drifter frame of reference. Fig. 9 illustrates this concept by the projection of the box pattern to the Earth frame which defines the goal waypoints for commanding the AUV.

There are two ways of implementing transformed surveys. The first is to perform a survey at a constant speed in the drifter frame which will require the AUV to utilize variable speeds in the Earth frame. The second approach involves running the AUV at a constant speed (ideally the maximum operational speed of the AUV) resulting in a survey pattern in the drifter frame with variable speed. The latter is usually more suitable for AUV operations since the maximum operational speed of the AUV is utilized, allowing completion of the survey in the drifter frame in the shortest time. We discuss these cases below.

**Constant AUV speed in the Drifter frame** One goal is to perform the survey template at constant speed relative to the drifter, ensuring uniform sampling rate in the drifter frame. In Fig. 10, we show a box pattern with the five corner waypoints forming the complete survey. Given the desired speed at which we want the AUV to sample relative to the drifter and the length of the survey, the corner waypoints are denoted by \(p'_i = [x'_i, y'_i]'\). Additionally, since the AUV appears to travel at constant speed in the drifter frame, we can compute the time \(t_i\) when the AUV should be at each waypoint. If \(\theta\) is the angle between the drifter frame and the Earth frame, and the drifter is at \(o_i\) at each timestep \(t_i\), we can construct the homogeneous transformation matrix [Sciavicco et al., 2000] \(H^d_w\) that transforms the waypoints in the drifter frame to the Earth frame, given by,

\[
H^d_w = \begin{bmatrix}
\cos \theta & -\sin \theta & o_{ix} \\
\sin \theta & \cos \theta & o_{iy} \\
0 & 0 & 1
\end{bmatrix}
\]
Figure 10: Illustration of the transformation of box pattern waypoints from drifter to Earth frame. \( \theta \) is the angle between the drifter frame and the Earth frame.

Given \( p'_i \), a coordinate in drifter frame, the corresponding coordinate in Earth frame can then be given by:

\[
p_i = H_{o'}^{d'} p'_i
\]  \hspace{1cm} (14)

Given the current AUV coordinate in Earth frame and the destination computed using Equation 14, we can then compute the required yo-yo pitch angle and AUV surge speed to achieve the target in the drifter frame at the desired time instant. In Fig. 10, we observe that the AUV needs to travel different distances in the Earth frame for identical time intervals for each leg of the box pattern. Consequently, the required AUV speed in the Earth frame will be different for each leg. The survey design needs to factor the maximum operational AUV speed mandating that other legs under-utilize the maximum AUV speed.

**Constant AUV speed in the Earth frame**  In the case of transformed surveys with constant AUV speed in drifter frame, we observe that the optimal AUV speed is not utilized for the duration of the survey. Indeed, depending on their power consumption, every AUV as an optimal speed that allows the vehicle to cover a maximum distance on a single survey. In the case of the Dorado AUV we used for our experiments this speed is around 1.5m/s for a total mission duration of 18 hours on a single charge. For this reason we consider the case where we want the AUV to move at a constant speed in the Earth frame.

Given the initial AUV coordinate, initial drifter coordinate, latest drifter velocity, AUV pitch angle and commanded AUV speed we need to compute the required AUV trajectory in the Earth frame. As shown in Fig. 11, let \( o \) represent origin of the Earth frame. Let \( o' \) and \( o'' \) represent the origins of initial and final drifter frames, also representing the coordinates of the drifters. Let the initial location of the AUV be \( p \). Given a goal of \( q'' \) in the drifter frame, we want to compute \( q \), i.e. the AUV coordinate in the Earth frame.

\[
|p - q| \quad s_a = |o'' - o'| \quad s_d
\]  \hspace{1cm} (15)

We know,

\[
q = q'' H_o^{o''}
\]  \hspace{1cm} (16)

Where, \( H_o^{o''} \) is the homogeneous transform defined by,

\[
H_o^{o''} = \begin{bmatrix}
\cos(\theta - \pi/2) & -\sin(\theta - \pi/2) & o'_x'' \\
\sin(\theta - \pi/2) & \cos(\theta - \pi/2) & o'_y'' \\
0 & 0 & 1
\end{bmatrix}
\]  \hspace{1cm} (17)
Eqn. 15 then becomes:

\[
\frac{|p - q'' H_o''|}{s_d} = \frac{|o'' - o'|}{s_d} \tag{18}
\]

On solving Eqn. 18, we obtain the final drifter coordinate, \(o''\). Using the solution for \(o''\) in Eqn. 16, we compute the final goal of the AUV in the Earth frame for the given target \(q''\) in the drifter frame. Given the current velocity of the drifter \(s_d\), the goal is to compute waypoints to implement the survey pattern in the drifter frame, assuming linear motion of the drifter. Fig. 12 illustrates an iteration of the experiment, where the initial position of the drifter is \(d_1\) at time \(t_1\). Subsequently a survey plan using the waypoints \(p_1 \ldots p_5\) are computed in the Earth-frame with arrival-times of \(t_1 \ldots t_5\).

3.5 Repeated static-plan surveys vs Transformed surveys

Having computed the upper bounds on drifter speed for repeated static-plan surveys and having formulated the approach for transformed surveys, we now compare the two approaches. We start by defining a survey offset error as the distance between the drifter and the center of the survey in the drifter frame. As illustrated in Fig. 5, if \(o'\) is the drifter location, and \(c'\) is the centroid of the survey in the drifter frame, then the survey offset error is defined by:

\[
e_{offset} = |o' - c'| \tag{19}
\]
We analyzed the survey time and survey offset error for drifter speeds $s_d < 1$ m/s in simulation. Results are shown in Fig. 6b for standard AUV operational parameters, i.e. commanded AUV speed $s_a$ of 1.5 m/s, Yo-Yo pitch angle $\theta$ of 30°, and box width $l$ of 1Km.

In this figure, the histogram shows the observed distribution of drifter speeds during a 3.5 day deployment where the drifter was advected by 80Km. We use this to analyze the performance of the repeated static-plan surveys and transformed surveys. The survey offset error (Eqn. 19) is zero throughout for the Lagrangian survey case since by design it is implemented in the drifter frame. On the other hand, this error increases exponentially for the repeated static-plan survey case.

The survey time is higher for repeated-static plan surveys in comparison with transformed survey plans for all drifter speeds above zero. In the case of repeated static-plan surveys, the drifter stays within the perimeter of the survey only for drifter speeds lower than 0.34 m/s. This corresponds to 70% of the observed drifter speeds in historical data, and as a consequence, Lagrangian observations is not successful for 30% of the observed drifter speeds. Hence, for the five-day September 2010 Lagrangian field experiment, we used the transformed survey approach. Specifically, we used constant AUV speed in the Earth frame to utilize the optimal operational speed of the AUV at all times.

4 Field Trials

We will describe results from two field trials a) a single-day deployment in June 2010 in Monterey Bay and b) a five-day off-shore experimentation in September 2010 with two research vessels following a drifter with an onboard genomic-sensor. We briefly describe the experimental setup including onboard AUV autonomy followed by the description of the deployments and the results.

4.1 Experimental setup

Both field trials in 2010 were carried out using MBARI’s Dorado AUV (Fig. 16) a 4 m long propelled vehicle. Onboard autonomy is handled using a hybrid plan-execution controller T-REX [McGann et al., 2008b, McGann et al., 2008a, Py et al., 2010] which provides a goal-directed interface to the AUV allowing user to give high-level objectives that is resolved in-situ by the system while allowing adaptation to unexpected situations during plan execution. T-REX is built around the sense-plan-act paradigm and uses at its core a constraint-based temporal planner to synthesize plans in-situ, and execute these plans in the context of a highly dynamic environment. Re-planning occurs in-situ when a partial plan has been invalidated by an unexpected situation (e.g. battery depleted faster than expected) or new objectives are injected as goals. These objectives could have been produced in-situ (e.g sensor data collected exhibit opportunistic science) or externally provided to the vehicle via a remote connection. To cope with typical planning complexity, T-REX divides the large planning problem in multiple control loops that will resolve and execute their own plans with their specific functional and temporal scope. In the context of Lagrangian studies, such a goal-directed approach along with the ability to send on-the-fly new objectives in the form of drifter updates forms the basis for autonomous tracking. While the overall capability of autonomous tracking is the subject of this work, details of T-REX are outside the scope of this paper.

The Dorado is deployed and retrieved using the R/V Zephyr. A typical mission involves two AUV operations personnel along with the ship’s crew. The vessel is equipped to communicate with the AUV when it is on the surface and in near vicinity via a radio link. When underwater the vessel communicates with the AUV using an acoustic link primarily to track it for safety reasons.

4.2 June 2010 experiment: Repeated static-plan surveys

This experiment lasted $\sim 7$ hrs where repeated static-plan surveys with the lawnmower pattern was carried out. Fig. 13 illustrates the survey pattern used for this trial.

4.2.1 Description

The experiment was initiated with a choice of a patch center to be tracked within Monterey Bay with a drifter deployed at the patch center and the AUV in near vicinity. Every 10 minutes, the GPS-tracked drifter transmitted its location to the vessel via the Iridium satellite network. At the beginning of a survey iteration, an operator on the vessel transmitted the drifter location, course, and speed to the AUV Dorado. Although this step could have been automated, it was desired to have a human in the loop for the first trial for reasons of operational safety. T-REX on the AUV computed the waypoints based on the lawnmower pattern and executed the survey. On completion of the survey, the AUV was commanded again for the next iteration by the operator on the support vessel. The AUV and drifter trajectories are shown in Fig. 14a.
Figure 13: Illustration of repeated static-plan lawnmower implemented in June 2010 field trial.

(a) AUV and drifter trajectories for the June 2010 drifter following experiment with the lawnmower pattern. AUV paths are shown for both the Earth frame and the drifter frame. For the Earth frame, an overlay of the previous iteration is included.

(b) Histogram of drifter speeds observed during the June 2010 field trial.

Figure 14: Repeated static-plan lawnmower survey characteristics and drifter speeds during the June 2010 field trial.
4.2.2 Analysis
The drifter experienced low speeds (Fig. 14b, and a sudden change in direction, doing a complete 'U-turn' within an hour (iteration 3 in Fig. 14a) resulting in the AUV having to travel lesser distance to move to the initial waypoint for iteration 4. Consequentially, the lowest survey offset error was recorded for this iteration.

4.3 September 2010 CANON Experiment

Based on the results of the June 2010 experiment, a longer five-day field experiment was carried out in September 2010, 160 Kms off the California coast (Fig. 15a). A specialized drifter was developed with a genomic sensor onboard allowing in-situ identification of micro-organisms (Fig. 15b). The experiment had multiple goals spread across crews on two support vessels, the R/V Western Flyer and the Zephyr. The Flyer visited the drifter every four hours to carry out a series of ship-based sampling experiments and lab analysis on water samples to ground-truth the genomic sensor data. The Zephyr was meanwhile focused entirely on Lagrangian observation studies with the AUV. The goal for this experiment was to monitor the nutrient budget at the perimeter of a 1km X 1km water patch around the advecting drifter while the AUV
was used to perform a transformed box pattern described in Section 3.4.2 around the drifter. A number of logistical issues were kept in mind while designing and executing the experiment. Each iteration began with the latest drifter update (position and velocity) received from the drifter through an Iridium satellite link. This was transmitted to the AUV for in-situ adaptation. With this input, T-REX computed the waypoints for a box pattern using the formulation in Eqn. 18, where the AUV travels at constant velocity in Earth frame.

Waypoints were computed once at the beginning of the survey with the AUV surfacing once at every waypoint with each survey lasting ~1 to 1.5 hrs. In total 60 iterations were attempted over the course of five days, out of which 45 were completed successfully (some iterations had to be canceled midway or restarted due to operational reasons). Fig. 18 shows the overall track lines of the drifter and the perambulating AUV for all five days. Fig. 17 shows the AUV path in the drifter frame for Day 4 of the experiment.

5 Analysis

Our analysis highlights the intrinsic errors in experiment design, followed by a discussion of errors due to logistical constraints and human-in-the-loop operation. We then analyze the results of the September 2010 field experiment with focus on the contributions of the various identified sources of error.

5.1 Intrinsic sources of error

Drifter trajectory projection error In Section 4, we discussed the design for the June and September experiments where we performed repeated static-plan and transformed surveys respectively. In both cases, we estimated the latest observed drifter velocity and linearly-projected the drifter trajectory assuming constant velocity for the duration. Change in drifter speed and course during an iteration results in the true drifter trajectory being different from the AUV’s internally projected trajectory. The path-plan for the AUV is designed for the projected trajectory of the drifter resulting in an error in the drifter-frame survey with respect to the true trajectory of the drifter.

AUV state-estimation error AUVs suffer from large localization error that are often unavoidable because of environmental perturbations (sub-surface currents) and constraints on surfacings for GPS fixes (every 20 to 30 minutes on the Dorado). There can also be error in AUV heading (attributed to the compass) and in estimation of its over-the-ground speed either due to sub-surface currents or when no-bottom lock is available for a DVL sensor equipped vehicle. State-estimation error of the AUV manifests itself in two forms:

Surfacing error in Earth frame This is the distance between the goal waypoint and the actual surfacing location of the AUV. This error can be up to 500m for up to 30 minutes of under water operation. During the September field trial, a median surfacing error of 220m was observed for the goal waypoints in the Earth frame.

Timing error - As noted in Section 3, due to the transformation between Earth and drifter frames, the time of arrival at the goal waypoints can play a critical role in implementing a survey pattern in the drifter frame. However, due to the presence of sub-surface currents and due to AUV localization error leading to early surfacings, a timing error can be introduced in the surfacings in Earth frame, which results in surfacing error in the drifter frame.

Fig. 19 shows two scenarios contributing to the AUV localization error. In Fig. 19a, we see the situation where the AUV accumulates heading error, and surfaces before passing the waypoint (in our implementation, a waypoint is achieved if it has been crossed by the AUV, as depicted by the ‘completion line’ in Fig. 19). As a result, the AUV attempts correcting its course to finally reach the waypoint, accumulating some error in surfacing, but a significant error in its timing.

5.2 Extrinsic sources of errors - operation safety choices

Some errors can be attributed to operational choices. During complex field campaigns, many platforms exist in close proximity for an extended period of time. Many design decisions are made consequently, to reduce operational hazards and chance of equipment damage (e.g. AUV collisions with vessel hull due to improper surfacings). Although the communication channels were set up to be fully-automated, human-in-the-loop operation was desired to ensure a) situational awareness among operations personnel and b) validation of plans to avoid errors due to environmental perturbations not accounted for in experiment design, such as excessive drifter speeds, strong sub-surface currents, and error in drifter position data. The impact of human-decision making was kept to the minimum; an additional check before onboard plans was initiated at the
Figure 17: Iterations from Day 4 of the September trial illustrating the drifter-frame views.
Figure 18: AUV and drifter paths during the September 2010 five-day field trial.

(a) Illustration of AUV path and timing error. 
(b) Effect of sub-surface currents on AUV time-of-arrival.

Figure 19: Sources of navigation error.
beginning of a survey. Also, to ensure ship’s crew were cognizant of where AUV might surface, waypoints were not recomputed after initial generation; AUV plans therefore were not adaptive during an iteration even if the capability existed onboard. The key extrinsic sources of errors were as follows:

**Lag in drifter position update** For the operations during the experiment, there was a lag of $\sim 15$ mins for drifter location data sent to the AUV. This delay was both due to the update rate via the communication network from the drifter ($\sim 10$ mins), as well as operational delays due to human in-the-loop commanding done for safety.

**Wait time at surface while acquiring GPS fix** Additional delays adding up to imprecise drifter speeds being fed to the AUV came because the AUV itself required upto two minutes to obtain a GPS location fix when on the surface. During this period, the AUV remains on the water surface drifting in the Earth frame, resulting in error in survey plans implemented in the drifter frame.

**Distance to first waypoint of an iteration** In the transformed survey approach, we make the assumption that the last waypoint of one iteration is co-incident with the first waypoint of the next iteration. However, since the waypoints are planned based on linear projection of latest drifter velocity, there is always a residual distance between where one iteration ends, and the next iteration should begin. In this work, we do not compensate for this error in our survey plan, resulting in a timing error in starting the iteration. This scenario is highlighted in the case studies presented in the following discussion (e.g Fig. 24a).

Despite the relatively large number of surveys executed during the September field trial (around 85 hours of vehicle operation resulting in 45 surveys of 1 to 1.5 hour each), the sources of possible errors and their impact in the survey quality proved to be too large for in depth numerical/statistical analysis. However, the data gathered is large enough to exhibit several good representatives on how some of the sources of error described in can significantly impact the quality of the survey.

### 5.3 Analysis of September trial results

We define the quality of our survey using two metrics a) The mean surfacing error in the drifter-frame, and b) the survey offset error in the drifter frame. We analyze which sources of error contributed the most to the quality of surveys during the September field trial. We computed the following metrics for each iteration of the experiment:

**Mean Surfacing Error in Drifter Frame (MSE-DF)** It is the mean of the five surfacing error observed during an iteration, in the drifter frame. The surfacings are computed with respect to the projected drifter trajectory, since we intend to evaluate the quality of the intended behavior of the surveys, as opposed to the quality with respect to the true drifter trajectory. That discrepancy is captured via the drifter projection error discussed later. This error is one of the two measures of the survey quality, capturing the discrepancy between the intended waypoints in the drifter frame (corresponding to the box pattern), and the final surfacings the AUV made during the experiment.

**Mean Surfacing Error in Earth Frame (MSE-EF)** This captures the AUV localization error due to dead-reckoning and sub-surface currents. This is one of the contributors to the overall error observed in each iteration.

**Mean Timing Error (MTE) in surfacing** This is a result of AUV state estimation error leading to early surfacings and subsequent correction (Fig. 19a) leading the AUV to arrives at a waypoint with a lag. An AUV can also be subjected to sub-surface currents affecting its velocity. As a result it can reach its target waypoint early (current in the direction of AUV travel) or with a lag (obstructing current).

**Drifter projection error** This is the error due to linear projection planning of the drifter speed, based on the latest update. We measure this by the distance between the true drifter location and the simulated drifter location at the end of an iteration.

**Survey offset error** As described in Eqn. 19, this is the distance between the survey center and the drifter, as seen in the drifter frame, with respect to the true drifter trajectory. In our analysis, this metric will be used to measure the overall survey quality with respect to the true trajectory of the drifter, as opposed to MSE-DF that measures the error with respect to the planned survey using projected drifter trajectory.
Survey time This is the total duration of the survey. Depending on various factors such as distance to initial waypoint for an iteration, effect of sub-surface currents, and AUV localization error, the survey time can vary over a wide range. Fig. 20a, shows the distribution of the survey time for the 45 iterations of the five-day experiment.

5.3.1 Contribution of error sources to survey quality
We use two terms to analyze the quality of our surveys, a) the mean surfacing error in the drifter frame (D-frame) since it represents the discrepancy between the desired survey and the actual survey, and b) the survey offset error, since it represents how far the survey center is from its ideal location - the origin of the D-frame. Our goal is to determine the contribution of various error sources (surfacing error in Earth frame, timing error, and drifter projection error) to the overall quality of the survey measured using MSE-DF and the survey offset error. To do so, we look at the correlation of various error terms with these two metrics. Fig. 22 shows the result of this analysis. The first two contributions are measured with the MSE-DF metric. It correlates most with MSE-EF, with a correlation coefficient $R = 0.62$. Next, MSE-DF is correlated with the mean timing error (MTE) with $R = 0.56$. We also analyzed the correlation between the error terms themselves; MSE-EF being correlated to MTE with $R = 0.33$.

Additionally, we looked at the survey offset error as a measure of the survey quality with regard to the true drifter trajectory. It is correlated with the drifter projection error with $R = 0.60$, to mean timing error with $R = 0.25$, and to MSE-EF with $R = 0.15$. Hence, the survey offset error is affected the most by our assumption of linear-drifter trajectory projection. Note that the survey offset error can be high even if the MSE-EF error is low, as shown in Fig. 23a.
Figure 22: Scatter plots for error-pairs along with the correlation coefficient $R$. 
5.3.2 Case studies of survey iterations

We discuss a few iterations that showed minimum and maximum values for the error parameters. The Earth frame and Drifter frame views are shown. The five waypoints necessary for the box survey are marked in Earth and drifter frames. Green labels in the drifter frame show the timing error in seconds. The iterations being discussed are also marked on Fig. 18, highlighting the AUV and drifter locations where the surveys were performed. We start with the drifter projection error and the survey offset error.

Drifter projection error and survey offset error  Fig. 23 shows three iterations that demonstrated maximum and minimum drifter projection error and survey offset error. Fig. 23a illustrates an iteration where the drifter trajectory projection from the latest drifter updates resulted in a large drifter projection error. As expected from the correlation between the drifter projection error and the survey offset error discussed in the previous discussion (Fig. 22), this iteration also demonstrates the largest drifter offset error. In Fig. 23b, we observe a case with a large distance to the first waypoint in Earth frame (marked '1'), yet the offset error is very small. Finally, Fig. 23c shows a case where the drifter did not change its velocity during the course of the survey, resulting in the lowest drifter projection during the field trial. MSE-EF was low, but the survey suffered from timing error especially between waypoint 2 and 3, resulting in considerable MSE-DF and survey offset error.

Timing error  The maximum timing error is observed in Fig. 24a where although MSE-EF is small, we observe significant MSE-DF. Fig. 24b shows the case with the lowest timing error and consequentially low MSE-DF. This iteration also experienced low surfacing error in earth frame for four out of five waypoints. The large error in the last waypoint resulted in one leg of the box being much longer than expected, resulting in high offset error. Also note that in this iteration, the AUV experienced a large offset with respect to the first waypoint of the iteration. This is an illustration of one of the intrinsic errors discussed earlier, i.e. the distance to the initial waypoint.

MSE-DF and MSE-EF  Finally, we look at the mean surfacing errors in Earth and drifter frames. Fig. 25a shows the iteration that experienced the lowest MSE-DF. On analyzing the surfacings in the Earth frame, we find low error in 3/5 waypoints, with the edge between waypoints 2 and 3 showing AUV localization error resulting in early surfacing. Finally the AUV surfaced with low error near waypoint 3, however accumulated a timing error of around 10 minutes in the process. Waypoint 3 hence has the largest surfacing error in the drifter frame, but since the other waypoints show low surfacing error in drifter frame, the MSE-DF is the smallest of all iterations. Fig. 25b shows the case with minimum MSE-EF. The survey in the drifter frame is similar to the one in the previous case, demonstrating moderate MSE-DF. Hence we actually see a tight coupling in MSE-DF and MSE-EF in these two examples. To validate our point further, we take the case with maximum MSE-EF (Fig. 25c), and as expected, we notice high MSE-DF.

6 Conclusion and Future Work

In this paper, we demonstrated methodologies to observe advecting oceanographic features with an autonomous underwater vehicle, an untethered marine robot. A GPS-tracked drifter was used to tag a feature (or patch) of interest and the AUV was used to survey the patch using various survey patterns. A series of field trials were conducted targeting various methods. We observed that there are limitations of using extensions of static surveys repeatedly repositioned with the advecting patch. By ensuring a desired template is implemented in the Lagrangian frame of reference, we addressed the limitations of such static surveys ensuring that an AUV was able to track a drifting patch continuously for a period of five days. Our efforts were guided by working in a highly inter-disciplinary team with biological and physical oceanographers as well as operations personnel. The former articulated the design philosophy as well as helped formulate the appropriate survey templates shown in this work. The latter aided in formulating protocols for multi-ship operation in close proximity of an AUV and a drifter. The process of coming up with the experiments therefore involved a close effort to meet science, engineering and logistical goals. We are now working on two areas to improve such experiments. First, to increase the level of autonomy by enabling the AUV to receive drifter locations directly to plan each iteration; one consideration is to ensure that the experiment occurs sufficiently offshore to discount any possibility of drifting towards shallow waters. Second, we are now considering more refined surveys where the AUV is able to compensate for drifter locations during the survey.
Figure 23: Select cases from the 45 complete iterations carried out during the September 2010 field trial. Here, we illustrate cases with maximum and minimum drifter projection and survey offset errors. Green labels show timing error in seconds for the surfacings on the drifter frame.
Figure 24: Iterations showing maximum and minimum MTE. Green labels show timing error in seconds for the surfacings on the drifter frame.
Figure 25: Iterations showing maximum and minimum MSE-DF and MSE-EF. Green labels show timing error in seconds for the surfacings on the drifter frame.
7 ACKNOWLEDGMENTS

This work was supported in part by the NOAA MERHAB program under grant NA05NOS4781228 and by NSF as part of the Center for Embedded Network Sensing (CENS) under grant CCR-0120778, by NSF grants CNS-0520305 and CNS-0540420, by the ONR MURI program (grants N00014-09-1-1031 and N00014-08-1-0693) by the ONR SoA program and a gift from the Okawa Foundation. We thank the David and Lucile Packard Foundation for supporting our work at MBARI and the crew of the R/V Zephyr for help with deployments.

References


