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Abstract 
What does it take for a robot to appear 

empathetic? Empathy is crucial in developing 
familiarity, fondness, and furthering social 
relationships. To begin using empathy as a tool 
in robotics, a baseline must be developed. This 
paper presents a pilot study conducted with eight 
participants and an Aldebaran Nao robot. In 
three conditions the Nao told stories 
demonstrating cognitive empathy, cognitive and 
affective empathy, and no empathy. Before 
conducting the experiment, it was hypothesized 
that participants would find the Nao most 
empathetic in the cognitive and affective 
empathy condition. The hypothesis was rejected 
and it was revealed that participants found the 
Nao most empathetic in the cognitive empathy 
condition. However, a hypothesis was also made 
stating the condition with the highest emotional 
understanding would be the most empathetic. 
The results do reflect this hypothesis. The 
findings suggest that the Nao must only 
demonstrate an understanding of another’s 
emotion in order to appear empathetic. The study 
should be used as a model for other, larger 
experiments, as empathy is key in achieving the 
goals of socially assistive robotics. 
 
 
1. Introduction 

As health care quality and accessibility 
decreases, socially assistive robotics is an 
increasingly relevant field. Socially assistive 
robotics focuses on the hands-off social 
interaction, rather than the physical interaction, 
between humans and robots [12]. Robots have 
shown potential as coaches [13], caretakers [14] , 
and companions [2]. However, in order for 
humans to fully acclimate to the presence of a 
social robot, the robot must be able to interact 
with humans the way they interact with each 
other. Empathy, broadly defined as “our reaction 
to the observed experiences of others,” facilitates 
the development of social relationships, 
increasing similarity, fondness and affiliation 
[10, 11]. What does it take for a robot to appear 
empathetic? In several social robotics 

experiments, empathy was loosely defined [2,4]. 
This experiment was designed to find whether 
participants felt the robot empathizing without it 
performing predefined empathetic behaviors.  
 
 
2. Related Work 
 Most previous work with empathy in 
robotics has been focused on the impact of 
empathy on participant attitude towards and 
perception of the robot. Many different 
behaviors have been used as “empathy.” Tapus 
and Matarić propose that an empathetic robot 
must be capable of recognizing, understanding, 
and interpreting another’s emotional state, 
processing and expressing emotion, 
communicating, and perspective taking [1]. Leite 
et al. employed several strategies in order to 
achieve an empathetic iCat robot. These 
strategies included encouraging comments, 
providing feedback, and offering help [2]. 
Cramer et al., also experimenting with the iCat, 
implemented verbal and facial expressions that 
were congruent to the situation of the 
participant[4]. The two latter experiments 
created different empathetic behaviors based on 
interpretations of different empathy literature, to 
see the effect of empathy on perception of the 
robot. This pilot study tries to identify what is 
perceived as empathy, so that, in the future, there 
might be a standard for empathetic behavior in 
robotics research. 
 Empathy had to be precisely defined 
while designing the pilot study, so that empathy 
might be programmed systematically. Baron-
Cohen defines “cognitive empathy” as 
understanding how another feels and “affective 
empathy” (or “emotional empathy”) as an active 
emotional reaction to another’s affective state 
[6]. Up until recently, while defining empathy, 
some researchers emphasized “cognitive 
empathy,” while others emphasized “affective 
empathy.” However, researchers began noticing 
a relationship between certain mental disorders 
and either a lack of “affective” or “cognitive” 
empathy [6, 7, 3]. For example, some children 
with ASD lack an understanding of others’ 



emotion, but react in response to others’ 
emotional affective states. In contrast, 
psychopaths do not experience an emotional 
reaction to others’ emotion, but can understand, 
logically, how others feel [3, 6]. It was even 
discovered that the two types of empathy operate 
discretely and simultaneously in different 
cortices of the brain [7]. In Baron Cohen’s model 
for empathy, empathy has two coexisting parts 
that are responsible for the different functions of 
empathy [6]. The Interpersonal Reactivity Index 
(IRI), another theory, separates empathy into 
perspective taking and personal distress [1, 15]. 
IRI measures empathy based on the amount of 
self-oriented emotion versus the amount of 
other-oriented emotion. IRI is a more abstract 
theory, whereas Baron-Cohen’s model (used in 
this study) arose from specific, measurable 
deficits in empathy.  
 Certain subtle behaviors, like gesture 
and gaze, are important in a fluid human 
interaction. David McNeill describes four 
different types of gesture: iconic, beat, 
metaphoric, and deictic [8]. According to 
McNeill, in a storytelling interaction, there are 
usually four clauses of narrative information 
(action of the story) for every one clause of 
extranarrative information (background 
information, passive details, etc.) [8]. In a 
storytelling setting, each type of gesture appears 
in a specific ratio, these ratios were used in this 
pilot study [8].  
 
3. Methodology 

A pilot study was conducted using 
Baron-Cohen’s model of empathy to begin 
developing a baseline for empathy in embodied 
systems. Baron-Cohen defines cognitive 
empathy as understanding how another feels and 
affective empathy as an active emotional 
reaction to another’s affective state [6]. It was 
necessary to test the effects of both affective and 
cognitive empathy on how empathetic the robot 
appeared in the interaction. Participants were 
placed in one of three conditions: no empathy, 
cognitive empathy, or cognitive and affective 
empathy.  In order for the robot to demonstrate 
an emotional reaction to another’s emotion 
(affective empathy), the robot had to have some 
underlying understanding of the emotion 
(cognitive empathy). So, instead of a strictly 
affective condition, a cognitive and affective 
condition was used.  The Nao did not use 
emotional gesture because of the possible effects 
on perceived empathy, and the complex nature of 

emotional gesture. Instead, the robot used verbal 
expression to demonstrate cognitive and 
affective empathy. In the cognitive empathy 
condition, the robot expressed logically 
understanding emotion. In the cognitive and 
affective empathy condition, the robot expressed 
that it logically understood emotion and had an 
emotional reaction.  
 
 
Implementation. Using the Aldebaran Nao 
robot, the above empathy model was 
implemented in a story telling interaction.  
 
 
Cognitive Empathy Condition. Nao tells 
participant Cinderella using first person 
statements to express a logical understanding of 
Cinderella’s emotion. The first person statements 
are the extranarrative components of the story, 
appearing in the same ratio (4 narrative: 1 
extranarrative) in all conditions. 
 

I’m going to tell you a story 
called Cinderella. Once upon a 
time, there was a girl named 
Cinderella. She lived with her 
stepmother and two stepsisters. I 
think Cinderella was sad because 
they treated Cinderella very 
badly. One day, they were invited 
to the king’s ball! I bet 
Cinderella was very excited. But, 
Cinderella was made to stay 
home, alone.  

 
 
Cognitive and Affective Empathy Condition. Nao 
tells participant Cinderella using first person 
statements to express a logical understanding of 
Cinderella’s emotion. Directly following each 
statement about Cinderella’s emotion, Nao 
makes a statement expressing his emotion 
regarding the preceding statement.  
 
 

Cinderella must have felt so 
disappointed. I feel 
disappointed for her. All of the 
sudden, a fairy godmother 
appeared and said, “I will send 
you to the ball!” She waved her 
wand and changed Cinderella’s 
rags into a beautiful gown and 
glass slippers! I bet Cinderella 



felt overjoyed as she set off for 
the ball.That makes me happy! 

 
 
No Empathy Condition. Nao tells a story called 
“Claude Goes to the Market.” All extranarrative 
components do not contain “feeling” words.  
 
 

Claude is a co-worker of mine. 
One day, Claude went to the 
grocery store. There is a 
grocery store down the street 
from our office. Claude wrote 
a grocery list before going to 
the store. The list was short 
because robots don’t eat very 
much. Claude parked his Prius 
in the underground lot and 
went into the store. He got one 
pound of chicken and some 
ground beef in the meat aisle. 

 
 
Experimental Setup. The pilot study was 
conducted with a sample of eight participants 
(N=8) over period of five days. Participants were 
high school, undergraduate, and graduate 
students (ages 17-30). Participants were placed 
in one of the above three conditions. Using the 
Aldebaran Choregraphe software, the three 
conditions were programmed for the Nao. Each 
program was one minute and forty seconds in 
length and consisted of one of the three story 
scripts, a conversational gesture pattern, and a 
conversational gaze pattern [8, 9]. Each 
participant was prompted to sit in front of a 
table, two feet from the seated Nao (Figure 1). 
They were then instructed to touch the Nao’s 
head to “wake him up.” After telling the story, 
the Nao “went back to sleep.”  

Figure 1  

 
 
 
Measures.  Following the interaction, each 
participant completed a survey regarding the 
quality of the interaction. The survey included 
statements accompanied by Likert scales, as well 
as open response questions. Statements were 
simple sentences like “The robot can feel 
emotions.” that the participants could agree or 
disagree with on a scale. The participants were 
asked to rate the robot and interaction on how 
closely they met a selection of descriptive 
criteria including cuddly, loving, close, useful, 
entertaining, and interesting. Questions like, 
“While you were interacting with the robot, how 
much attention did you pay to it?” alongside 
scales from “not at all” to “very much” were also 
included. Open response questions were at the 
end of the survey. These questions evaluated 
participant experience with robots, video games, 
and pets. 
 
Before performing the experiment, a hypothesis 
was made: 
 
H0: There will be no significant difference in 
user experience between the three conditions. 
H1: The cognitive empathy condition will be 
perceived as more empathetic than the no 
empathy condition, and the cognitive and 
affective empathy condition will be perceived as 
more empathetic than the cognitive empathy 
condition.  
H2: The condition that is perceived as most 
empathetic will be the condition rated the highest 
in emotional understanding.  
 
 
 



4. Results 
After performing the experiment, data 

was collected from the completed surveys. The 
Nao’s perceived empathic ability was found to 
be highest when the robot demonstrated 
cognitive empathy alone. The Nao’s perceived 
empathic ability was lowest when the robot 
demonstrated no empathy. In addition to rating 
the Nao’s potential to empathize, the participants 
also rated the Nao on its demonstrated empathy 
during the interaction. Similarly, as can be seen 
in Figure 2, the Nao’s perceived empathy during 
the interaction was highest in the cognitive 
empathy condition. The Nao’s perceived 
empathy during the interaction was lowest in the 
no empathy condition. In addition, participants in 
the cognitive empathy condition rated the robot’s 
ability to understand the emotions of characters 
the highest.  As revealed in Figure 3, the 
participants that found the Nao most able to 
understand the characters’ emotions (cognitive 
empathy condition), rated the robot the most 
empathetic. Participants in the cognitive empathy 
condition found the storytelling interaction most 
enjoyable, while the participants in the no 
empathy condition found it least enjoyable. The 
participants in the cognitive empathy condition 
also found the Nao most empathetic. As shown 
in Figure 4, the more enjoyable the interaction 
was, the more empathetic the robot appeared. All 
participants’ empathy and intelligence ratings for 
the robot were within 2.66 points of each other 
(scale 1-9). All participants rated the Nao a 
7.22/9 or higher on a kindness scale. The effect 
size was highest between the cognitive empathy 
and no empathy conditions. This demonstrates a 
significant difference between the two groups. In 
fact, there was a .54 probability that someone 
could guess which of the two groups a 
participant was in from the empathy score they 
gave. 
Figure 2 
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5. Discussion 

The data collected from this pilot study 
demonstrates the effectiveness of both cognitive 
and affective empathy in making a robot appear 
empathetic. Participants in the no empathy, or 
control condition rated the Nao the least 
empathetically capable, the least empathetic 
during the interaction, and the least able to 
understand characters’ emotions. So, the robot’s 
embodiment, by itself, does not convey empathy. 
However, the participants in the cognitive 
empathy condition found the Nao most able to 
empathize, most empathetic during the 
interaction, and most able to understand 
characters’ emotions.  

The effectiveness of cognitive empathy 
is not controversial, due to the under-explored 
subject matter, but it is surprising. The cognitive 
empathy condition was hypothesized to be more 
effective than the no empathy condition, but less 



effective than the affective and cognitive 
empathy condition. This was hypothesized 
because cognitive and affective empathy occur 
simultaneously in the human brain, and thus, 
together, were assumed to be most easily 
recognized by humans as “empathy.” In addition, 
in previous work, Leite et al. concluded that 
affective and cognitive empathy, together, are 
effective in making the robot appear 
empathetic[2]. The results from this pilot study 
are consistent with this previous work, but show 
an even higher effectiveness related to cognitive 
empathy alone. 

There are a few possible explanations 
for these results. The verbal expression of 
affective empathy can sound unnatural, because, 
in everyday life, affective empathy rarely occurs 
as a “feeling” statement [1, 3]. In this work, it 
was represented as a “feeling” statement in order 
to achieve consistency through conditions, and to 
remove potential confounds. Perhaps a different 
representation of affective empathy would be 
more effective than cognitive empathy alone. 
Another possible explanation is the relationship 
between the participants’ level of enjoyment and 
the robot’s perceived empathy. Participants in 
the affective and cognitive empathy condition 
enjoyed the interaction less than those in the 
cognitive empathy condition. Several aspects of 
this interaction could have been responsible for 
the differing levels of enjoyment. Mood of 
participant, differences in stories, and participant 
comfortability with robots could have influenced 
enjoyment. If the enjoyment level of the 
participant was responsible for an increase in 
perceived empathy, a second experiment might 
be designed to control participant enjoyment.  

Finally, the relationship between the 
Nao’s perceived ability to understand characters’ 
emotions, and the robot’s perceived empathy 
might offer an explanation. Participants in the 
affective and cognitive empathy condition found 
the Nao to be less able to understand the 
characters’ emotions than those in the cognitive 
empathy condition. There were the same amount 
of statements regarding the characters’ emotions 
in the affective and cognitive empathy condition 
as there were in the cognitive empathy condition. 
So, this difference in perceived ability to 
understand characters’ emotions might be 
explained by the increase in first person 
statements in the affective and cognitive 
empathy condition. It is important to note that 
five participants had experience with robots. 
Although this may have impacted enjoyment, 
comfortability, and other factors, there was no 

observed relationship between perceived 
empathy and robot experience. Experienced 
roboticists along with inexperienced students 
found the robot empathetic. Overall, these results 
begin to form a baseline for the perceived 
empathic ability of robots. This experiment can 
serve as a revisable model for other, larger, 
experiments, as the data points to a few 
confounds that might be responsible for the 
results.  

Possible confounds aside, it was found 
that a robotic embodiment alone does not 
necessarily appear empathetic. If cognitive or 
both cognitive and affective empathy are 
displayed by the robot, the perceived empathy 
increases.  Perceived empathy is highest when 
the robot uses cognitive empathy alone, contrary 
to the original hypothesis. However, the results 
were congruent with another hypothesis made 
before the pilot study. This hypothesis stated that 
the condition with the highest perceived 
emotional understanding would be the most 
empathetic. This is useful information for future 
work. If a robot simply needs to appear to 
understand the emotion of another, then 
emotional body language and dialogue can be 
less precise and less context based and still be 
seen as acceptable by humans. It is also 
important to note that, as Figure 2 shows, adding 
affective empathy decreases perceived empathy. 
 Social interaction is centered around unspoken 
observation and context-dependent cues. Robots 
are at significant disadvantage in social 
interaction, and the results of this pilot study 
indicate a straightforward solution. Instead of 
responding with the appropriate emotional facial 
expression, posture,  dialogue, etc. (affective 
empathy), the robot demonstrating an 
understanding of another’s emotion is sufficient 
to appear empathetic. 
 
6. Conclusion  
Cramer et al. concluded that an assessment of 
whether attempts at social behaviour are 
recognisable is necessary to achieve a trusting 
interaction [4]. This pilot study assessed the 
extent to which a robot has to "prove” its 
empathy to make it recognisable. If a researcher 
wants to develop an empathetic robotic 
companion, therapist, or exercise instructor, what 
needs to be done? Is the robot’s embodiment 
enough to appear empathetic? A study was 
conducted with eight (N=8) participants ages 17-
30. An Aldebaran Nao robot told three different 
stories. In the first condition the robot 
demonstrated cognitive empathy (understanding 



another’s emotions). In the second, the robot 
demonstrated cognitive and affective empathy 
(an emotional reaction to another’s emotions). 
And in the third, no empathy. The participants in 
the cognitive empathy condition found the robot 
most empathetic. The participants in the no 
empathy condition found the robot the least 
empathetic. These results are relevant for 
researchers in every area of social robotics. For 
researchers developing companion robots, these 
results might raise questions and inform future 
work. For developers of robotic hardware, the 
results from this pilot study show that the robotic 
embodiment of the Aldebaran Nao is not 
perceived, by itself, as empathetic. This study 
also serves as a model for other research. In the 
future, the experimental design can be further 
expanded and refined, and continue to improve 
human robot interaction.  
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