Towards Automated and In-Situ, Near-Real Time 3-D Reconstruction of Coral Reef Environments

David Mckinnon, Ben Upcroft and Ryan N. Smith*

School of Engineering Systems, Queensland University of Technology, Brisbane, QLD 4000, Australia

Coral reefs are underwater structures composed of calcium carbonate secreted by vast colonies of tiny living animals called corals. Reefs prosper in warm, shallow, clear, sunny and agitated waters, and are referred to as rainforests of the sea since they form some of the most diverse ecosystems on Earth. Although they occupy less than 0.1% of the oceans, they contain more than 25% of all known marine species. Coral reefs have a significant socio-economic footprint, with their annual value estimated at >USD 375 billion. However, these are fragile ecosystems, that are under enormous threat from climate change, ocean acidification, over-fishing, overuse of reef resources, urban and agricultural runoff and water pollution. Properly assessing the growth or decline of reef environments can indicate the health of the surrounding ecosystem and is important to broadening our knowledge of the effects of global climate change.

Computing an accurate estimate of the total surface area, volume and mass of an organism is considered of fundamental and practical importance in benthic ecology, specifically for understanding the complex dynamics of energy flow, cycling of organic matter, and carbonate production in aquatic ecosystems. A specific example for such a necessity lies in the study of coral reef ecology. Here, correlation between biomass, symbiotic dinoflagellate density, chlorophyll concentration and respiration rates can be related to surface area and volumetric measurements. Although physical measurements seem easier to acquire than biological or chemical measurements, prior and existing techniques for estimating the physical parameters of coral colonies are problematic, time-intensive, can require complicated laboratory procedures and need repeated sampling. Few non-intrusive methods exist for in situ estimation, and many methods ultimately resort in destruction of the colony. In this paper, we propose a non-intrusive, and repeatable in situ method for generating a 3-D reconstruction of a coral reef environment for the purpose of estimating physical parameters, such as surface area, volume and long-term variability.

We initially demonstrate our set of innovative, multi-view stereo algorithms, which provide rapid and accurate depth-maps for image-based 3-D reconstruction, on footage taken with an unknown, standard commercial-off-the-shelf (COTS) video camera. The reconstruction can be computed in near real-time, and produces accuracies of approximately a few millimetres, as benchmarked using standardized datasets. In Fig. 1(a), we show an image of the coral head shot with the consumer video camera. Figure 1(b) shows a 3-D reconstruction from the subsequent footage captured by the camera. The left half of Fig. 1(b) is texture mapped with the coral’s surface from the video footage, and the right half is a rendering of the underlying polygon mesh. Since the video was shot during a recreational dive, with no intent for reconstruction, the camera path was not ideal for image-based 3D reconstruction. Although this reconstruction was done off-line, the techniques presented utilise no a priori knowledge of the camera or the survey environment, can learn the camera calibration on-the-fly, generate a dense mesh reconstruction of the feature, and can then compute the surface area and volume of a given coral colony or other reef structure. The purpose of this paper is to extend this initial work to further assess and validate the proposed technique in situ for performing physical measurements of coral reef environments.

Contrary to existing methods, we propose to provide a 3-D reconstruction technique for marine, biological targets that meets ALL the following requirements:

(i) Works for images recorded in moderately turbid waters (visibility ~ 5 m), with non-uniform lighting, and with foreign objects (e.g., fish) that could interfere in the scene.

(ii) Allows large data-sets and the investigation and analysis of significant areas of reef

(iii) Easily gather data in situ with COTS equipment

(iv) Deploy the system with a human diver or on an AUV for automated collection

(v) Obtain measurement accuracies on the order of 1 mm

*Corresponding Author: ryan.smith@qut.edu.au
(vi) Perform the entire process including object reconstruction, and possibly object classification, on-line and in near-real time.

With the exception of item vi above, there are existing methods that can accomplish one or multiple of the outlined requirements. However, there is no existing technique that can satisfy requirements i – v, and be performed in near-real time.

The method used for our 3-D reconstruction consists of two distinct phases. The first phase is an automatic calibration (a.k.a. structure from motion) procedure. This consists of feature extraction and tracking followed by camera pose estimation routines and bundle-adjustment to refine the solution. The lens calibration is approximated using auto-calibration routines to calculate the true values of focal length, distortion etc. of the camera. The second phase calculates dense polygonal models of the scene contents using multi-view stereo.

To further emphasize the utility of our algorithms, we will benchmark this innovative method using both a calibrated camera system (well-known system parameters), and an unknown camera system (learn parameters on-the-fly). We will present multiple variations in model fidelity and frame-rate resolution to assess the computation time and cost. It is demonstrated that for every scenario, existing alternative methods in visual-based, state-of-the-art 3-D reconstruction methods take one to two orders of magnitude longer than the proposed technique. Also, compared to existing non-vision methods, the proposed technique offers a non-invasive, accurate, repeatable, and potentially automatic measurement tool for long-term coral reef measurement and assessment.

The significant advantage over existing methods is the increased accuracy with significantly reduced processing time compared to any other existing method. By use of this method, a complete reconstruction and computation can be completed before a diver completes their safety stop. Gathered data can be compared immediately to previous measurements, providing essential information regarding the data quality and scientific importance. This can translate to a significant cost savings by guaranteeing that all necessary data are gathered while on site, rather than returning to the lab to find out that there are significant holes or poor data quality post priori.

(a) Still frame image from a low-quality, consumer video camera of a coral head shot during a recreational dive.

(b) Three-dimensional reconstruction of the coral head shown in Fig. 1(a). The left half of the image is texture mapped with the coral’s surface and the right half a rendering of the underlying polygon mesh object.

Figure 1: Still frame image from a video sequence of a coral reef environment (Fig. 1(a)), with a corresponding 3-D reconstruction of the large coral head (Fig. 1(b)) taken from the video sequence.