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Visually-GuidedLandingof an UnmannedAerial
Vehicle
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Abstract— We present the design and implementation of a
real-time, vision-based landing algorithm for an autonomous
helicopter. The landing algorithm is integrated with algorithms
for visual acquisition of the target (a helipad), and navigation
to the target, fr om an arbitrary initial position and orientation.
We use vision for precisetarget detection and recognition, and
a combination of vision and GPS for navigation. The helicopter
updates its landing target parameters basedon vision and uses
an onboard behavior-based controller to follow a path to the
landing site. We present signi�cant results fr om �ight trials in
the �eld which demonstrate that our detection, recognition and
control algorithms are accurate, robust and repeatable.

Index Terms— UnmannedAerial Vehicle,Autonomouslanding,
Autonomous helicopter, Vision-basednavigation.

I . INTRODUCTION

UNMANNED AERIAL VEHICLES (UAVs) aresustained
in �ight by aerodynamiclift and guided without an

onboardcrew. They may be expendableor recoverableand
can �y autonomouslyor semi-autonomously. Historically the
greatestuse of UAVs has been in the areasof surveillance
and reconnaissance[1]. They are indispensablefor various
applicationswherehumaninterventionis impossible,risky or
expensive e.g.hazardousmaterialrecovery, traf�c monitoring,
disasterrelief support,military operationsetc.A helicopteris
a highly maneuverableandversatileUAV platformfor several
reasons:it can take off and land vertically, hover in place,
perform longitudinal and lateral �ight as well as drop and
retrieve objectsfrom otherwiseinaccessibleplaces.

An autonomoushelicoptermustoperatewithout humanin-
tervention,yet mustmeettherigorousrequirementsassociated
with any airborne platform. A basic requirementis robust
autonomous�ight, for which autonomouslanding is a crucial
capability. Vision providesa naturalsensingmodality for ob-
ject detectionandlanding.In many contexts (e.g.urbanareas,
airports)the structurednatureof landingmakesit suitablefor
vision-basedstate estimationand control. Inherently, vision
alonecannotprovide the necessaryfeedbackfor autonomous
landing. This is becausevision can only sensethe motion
createdby applied forces, not the forces themselves. It is
impossiblefor a controller to completelyeliminateundesired
movementsdue to disturbances(e.g. due to wind) after they
are sensed.Precise helicopter maneuvers such as takeoff,
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trajectoryfollowing, and landing thus requireinertial sensing
andcontrol.

We combine vision with low-level postural control to
achieve preciseautonomouslanding of an unmannedmodel
helicopter. The vision-basedsystemdescribedhereactsasan
overall controller sendingnavigational commandsto a low-
level controller which is responsiblefor robust autonomous
�ight andlanding.Theresultis anoverallalgorithmfor vision-
basedautonomouslanding of a helicopterin an unstructured
(otherthanthehelipad,which is a structuredcue)3D environ-
ment.The vision problembeingsolved hereis a specialcase
of the ego-motionproblemwhereall the featurepoints lie on
a planarsurface(in this casethe landingpad) [2].

Fig. 1. The USC AVATAR (AutonomousVehicle Aerial Tracking And
Reconnaissance)after landingon a helipad

In our experimentsthe helicopteris initialized in hover at
an arbitrary location. It is required to autonomouslylocate
and recognizea helipad [Figure 1], align with it and land
on it. After describingthe structureof the helipaddetection
andcontrolalgorithms,we presentresultsbasedon �ight data
from �eld testswhich show that our methodis able to land
the helicopteron the helipad repeatablyand accurately. On
an average,the helicopter landed to within 31 cm position
accuracy andto within 6o in orientationasmeasuredfrom the
centerof helipadand its principal axis respectively. We also
presentresultswhich show the robustnessof the algorithm,
which allows the helicopter to �nd the helipad after losing
it momentarily. Resultsare presentedwhich show that the
algorithmis capableof trackinga moving target and land on
it, onceit hasstopped.In theseexperimentsthe helipadwas
moved a signi�cant distance(7 m on an average).
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I I . RELATED WORK

Autonomousaerial vehicles have been an active area of
researchfor several years. Autonomousmodel helicopters
have beenusedas testbedsto investigateproblemsranging
from control,navigation,pathplanningto object trackingand
following.

An early autonomousnavigation systemfor a model-scale
helicopter(theHummingbird)wasreportedin [3]. Theunique
featureof this systemwasthe soleuseof GPSasthe naviga-
tion sensorreplacingthe Inertial MeasurementUnit, which is
conventionally favored as the primary navigation sensor. The
hummingbirdGPS systemconsistedof a commonoscillator
and four separatecarrier-phasereceivers with four antennae
mountedat strategic points of the helicopterbody providing
the position, velocity, attitude and angular information for
vehicle control. The autonomoushelicopter reportedin [4]
used an INS/GPS combination.The inertial measurements
weresampledandprocessedby theonboardcomputerrunning
numericalintegration,the Kalman�ltering algorithm[5], and
simple PID control as the low-level vehicle control. The
control gainswere determinedby tuning-on-the-�y. In [6] a
systembasedon integrationof theonboardINS andGPSwas
usedto produceaccuratepositionandvelocity estimates.The
autonomoushelicopterreportedin [7], [8], hada combination
of visionandGPSfor navigationcapability. TheonboardDSP-
basedvision processorprovided navigation information such
as position, velocity and attitude at an acceptabledelay (on
the orderof 10ms),which wascombinedwith GPSandIMU
datafor accurateattitudeandpositionmeasurements.

Vision-basedrobot control hasbeenan active topic of re-
search[9]–[11]. In [4], a vision augmentednavigation system
is discussedfor autonomoushelicopter control which uses
vision in-the-loop to control a helicopter. A notablevision-
basedtechniqueusedin autonomoushelicoptercontrol, is the
visual odometer[12], which provides accuratenavigational
information (position and velocity) which is combinedwith
inertial measurements.An early approach to autonomous
landing[8] decoupledthe landingproblemfrom vision-based
tracking. In [13] a vision-basedsolution is given for safe-
landing site detectionin unstructuredterrain where the key
problemis for the onboardvision systemto detecta suitable
placeto land, without the aid of a structuredlandmarksuch
asa helipad.

In work closely relatedto ours, the UC Berkeley teamhas
recentlyshown a realtimecomputervisionsystemfor tracking
a landing target [14], [15] and have successfullycoupledit
with a helicoptercontroller to achieve landing [16].

While severaltechniqueshavebeenappliedfor vision-based
control of helicopters,few have shown landing of an au-
tonomoushelicopterona helipad.Theproblemof autonomous
landingis particularlydif�cult becausethe inherentinstability
of thehelicopterneartheground[17]. Also sincethedynamics
of a helicopterare non-linear, only an approximatemodel of
the helicoptercanbe constructed[3].

Our approach,presentedherediffers from prior approaches
in two ways.First, we imposeno constraintson the designof
the landingpadexceptthat it shouldlie on a two dimensional

plane. Hence we use moment descriptorsto determinethe
location and orientation of the landing target. Second,our
helicoptercontroller is model-freeand behavior-basedwhich
provides a clean decouplingbetweenthe higher level tasks
(e.g. target recognition,tracking and navigation) and the low
level attitude controller. We validate our strategy in experi-
mental �ight trials where our algorithm is not only able to
detectand land on a given target but is also able to track a
target which movesintermittently, and land on it.

I I I . THE TESTBED AND EXPERIMENTAL TASK

Our experimentaltestbed,the AVATAR (AutonomousVe-
hicle Aerial Tracking And Reconnaissance)[18] is a gas-
poweredradio-controlledmodel helicopter�tted with a PC-
104 stackaugmentedwith sensors(Figure1). A Novatel RT-
20 DGPSsystemprovidespositionalaccuracy of 20 cm CEP
(CircularError Probable,i.e. the radiusof a circle, centeredat
the true location of a receiver antenna,that contains50% of
the individual positionmeasurementsmadeusinga particular
navigational system).A Boeing CMIGTS-II INS unit with a
threeaxis accelerometerand a three-axisgyroscopeprovides
stateinformation to the onboardcomputer. The helicopteris
equippedwith a downward-pointingcolor CCD cameraand
an ultrasonic sonar. The ground station is a laptop that is
used to send high-level control commandsand differential
GPS correctionsto the helicopter. Communicationwith the
groundstation is carriedvia 2.4 GHz wirelessEthernetand
1.8Ghzwirelessvideo.Autonomous�ight is achievedusinga
behavior-basedcontrol architecture[19], discussedfurther in
SectionV.
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Fig. 2. The statetransitiondiagramfor landing.

The overall landing strategy is bestdescribedas a simple
�nite state machine(Figure 2) with three states1 : search,
track, andland. Initially the helicopteris in the search mode.
Thevision algorithm(SectionIV) scansfor the landingtarget.
Oncethe landing target is detected,the systemtransitionsto
the track mode.In this mode,the stateestimationalgorithm

1We will call thesestates,modes,to avoid confusionwith theconventional
useof statein control theoryto denotevariableslike thepositionandvelocity
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sends navigational commandsto the helicopter controller.
When the helicopter is aligned with the landing target the
vision-basedcontroller commandsthe helicopterto land and
the systemtransitionsto the land mode.If the target is lost
when the helicopteris in track mode, the systemtransitions
backto thesearch mode.Similarly, if alignmentwith thetarget
is lost duringtheland mode,thesystemtransitionsbackto the
track mode.Next, we describethe vision andstateestimation
algorithms.

IV. V ISION ALGORITHM

The vision algorithmis describedbelow in threeparts;pre-
processing,geometricinvariant extraction,object recognition
andstateestimation.

A. Assumptions

We make the following assumptions:
� The camerais perpendicularto the groundplaneand is

pointing downward.
� The vertical axis of the cameracoincideswith the prin-

cipal axis of the helicopter.
� Theintensityvaluesof thehelipadaredifferentfrom that

of the neighboringregions.
The �rst assumptionaffects the perceived shapeof the

landing pad. The secondassumptionaffects the accuracy of
landing. In reality the �rst two assumptionsare often in
con�ict. In thecasewhenthehelicopteris a stablehover (nose
pitcheddown), if thecamera's verticalaxiscoincideswith the
principal axis of the helicopter, thennecessarilythe camerais
not perpendicularto theground.However themisalignmentis
small and in our assumptions,we ignore it.

B. Preprocessing

The goal of this stageis to locateand extract the landing
target. Figure 3 (a) shows an aerial view of the helipadused
in our experiments.

1) Thresholdingand Filtering: Thresholdingconverts the
color imageto a binary image.The imageobtainedfrom the
camerais noisyandtheframegrabberis of low quality, hence
we work with binary imagesto reducethecomputationalcost
and increasethe effectivenessof the algorithm. The image
is �rst converted to grayscaleby eliminating the hue and
saturationinformation while retainingthe luminance.This is
accomplishedby the following equation[20]

Y � 0 � 299 � R
�

0 � 587 � G
�

0 � 114 � B (1)

whereR,G,B representthe red, greenand blue valuesin the
imagerespectively.

The thresholdingalgorithm must producea binary image
which preserves the landing target but effectively removes
most of the other datafrom the image.Oneof the important
aspectsof threshold selection is the capability to reliably
identify the mode peaksin the image histogram[20]. This
capability is of utmostimportancefor automaticthresholding
wheretheimagecharacteristicscanchangeovera broadrange

(a) Image from onboard
camera

(b) Thresholdedand �l-
teredimage

(c) Segmentedimage (d) Final image

Fig. 3. Imageprocessingresults.Image(a) is capturedin �ight from the
downward-pointingcameraon the helicopter

of intensity distributions. Choosinga good thresholdin an
outdoorenvironment is dif�cult becausethe intensity values
vary signi�cantly dependingon sunlight, orientation of the
camera,headingof the helicopteretc. However, after various
runs with of�ine imagesobtainedfrom the camera,it was
decidedto thresholdthe imageat a �x ed threshold.We defer
the implementationof a variablethresholdstrategy to future
work.

A 7 � 7 Median-�lter is applied to the thresholdedimage
for removing noise and to preserve the edge details effec-
tively. Median-�lters have low-passcharacteristicsand they
remove additive white noise [20]. They preserve the edge
sharpness[21] in an image and are particularly suitablefor
the recognition of geometric objects such as the helipad.
Figure3(b) shows the imageafter thresholdingand �ltering.

2) SegmentationandConnectedComponentLabeling: The
imageobtainedafter thresholdingand�ltering may consistof
objectsother than the helipad.The objective of segmentation
is to partition the image into regions. If Â representsthe
entire image region, then segmentationis the processwhich
partitionsÂ into n sub-regionsÂ 1, Â 2, ����� , Â n suchthat

� Â 1 �

Â 2 �

����� Â n
� Â

� Â i is a connectedregion for i � 1 	 2 	������
	 n
� Â i �

Â j
� f for all i � 1 	 2 	������
	 n

� f � Â i 


� TRUE for all i � 1 	 2 	������
	 n
� f � Â i �

Â j 


� FALSE for all i � 1 	 2 	������
	 n

where f � Â i



is someclassi�er which classi�estheregion. We
usethe imageintensity to de�ne f � Â i 


as

f � Â i 


� I � i 	 j

��

I � i 	 j

��

Â i a � I � i 	 j



� b

0 � a � b � 255 (2)
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whereI � i 	 j



representsthe intensity value of a pixel at � i 	 j



and � a 	 b� representsthe rangeof intensityvaluesbelongingto
a particularregion.

The image is scannedrow-wise until the �rst pixel at
a boundary is hit. All the pixels which belong to the 8-
neighborhoodof the current pixel are marked as belonging
to the currentobject.This operationis continuedrecursively
until all pixelsbelongingto the objectarecounted.A product
of this processis the areaof the particularobject in pixels.
Objects whose area is less than a particular thresholdarea
( � 80 pixels) are discarded.Similarly objectswhoseareais

�

700 pixels are discarded.The remaining objects are the
regions of interestand are candidatesfor the landing target
(Figure3 (c)).

C. Interlude: Invariant Moments

Geometricshapespossessfeaturessuchasperimeter, area,
momentsthat often carry suf�cient information for the task
of object recognition.Such featurescan be used as object
descriptors,resultingin signi�cant datacompression,because
they can representthe geometricshapeby a relatively small
featurevector. They arethusideally suitedfor thepresenttask.
Basedon thegeometricfeaturesof anobjectonecancalculate
a setof descriptorswhich areinvariantto rotation,translation
andscaling.Theseshapedescriptorsarewidely usedin optical
characterrecognitionand poseestimation.One suchclassof
descriptors[22] is basedon the momentsof inertia of an
object. For a 2 � D continuousfunction f � x 	 y




the moment
is given by

mpq
���

¥

� ¥

�

¥

� ¥
xpyq f � x 	 y




dxdy p 	 q � 0 	 1 � � (3)

where(p+q) representtheorderof themoments.A uniqueness
theorem[23] statesthat if f � x 	 y




is piece-wisecontinuousand
has non-zerovaluesonly in the �nite part of the xy plane,
momentsof all ordersexist and the momentsequencempq
is uniquely determinedby f � x 	 y




. Conversely, mpq uniquely
determinesf � x 	 y




. Hence the momentsof an object in an
imagecanbe usedfor objectdetection.

The � p
�

q



th order moment of an image I � x 	 y



, where
I � x 	 y




is the discrete(intensity) function is given by

mpq
� å

i
å

j
ip jqI � i 	 j




(4)

wherethe indices i, j correspondto the coordinateaxes x, y
respectively.

The centerof gravity of the object is speci�ed by

Åx �

m10

m00
Åy �

m01

m00
(5)

The centralmomentsof an objectarethe momentsde�ned
aboutthe centerof gravity andaregiven by

µpq
� å

i
å

j
� i � Åx




p
� j � Åy




qI � i 	 j



(6)

where p 	 q � 0 	 1 	 2 � � � and µpq is the � p
�

q



th order central
moment.Thethe indicesi, j correspondto thecoordinateaxes

x, y respectively. Thenormalizedcentralmoments,denotedby
hpq, arede�ned as

hpq
�

µpq

µ00
g (7)

where

g �

p
�

q
2

�

1 f or p
�

q � 2 	 3 	�� � � (8)

¿From the de�nition it can be shown that the central
momentsup-to third order are given by the following rela-
tions [24]

µ00
� m00

� µ (9)

whereµ is the areaof the object in the discretecase.

µ10
� µ01

� 0 (10)

µ20
� m20 � µÅx2 (11)

µ11
� m11 � µÅxÅy (12)

µ02
� m02 � µÅy2 (13)

µ30
� m30 � 3m20Åx

�

2µÅx3 (14)

µ21
� m21 � m20Åy � 2m11Åx

�

2µÅx2Åy (15)

µ12
� m12 � m02Åx � 2m11Åy

�

2µÅxÅy2 (16)

µ03
� m03 � 3m02Åy

�

2µÅy3 (17)

Normalized central momentscan be employed to produce
a set of invariant moments.The � ve lower-order invariants
f 1 	�� � � � f 5 are given in terms of the secondand third order
centralmoments[22] by

f 1
� h20

�

h02 (18)

f 2
�

� h20 � h02


2 �

4h2
11 (19)

f 3
�

� h30 � 3h12


2 �

� 3h21 � h03


2 (20)

f 4
�

� µ30
�

µ12


2 �

� µ21
�

µ03


2 (21)

f 5
�

� µ30 � 3µ12


� µ30
�

µ12


� � µ30
�

µ12


2

� 3 � µ21
�

µ03


2
�

�

� 3µ21 � µ03


� µ21
�

µ03


(22)
�

� 3 � µ30
�

µ12


2
� � µ21

�

µ03 


2
�

f 1 	�� � � f 5 are scale, rotation and translationinvariant. Object
eccentricityis given by

e �

�

µ02cos2q
�

µ20sin2q � µ11sin2q

µ02sin2q
�

µ20cos2q � µ11cos2q
�

2 (23)

The eccentricity e is invariant to rotation, scaling and
translation. Since the eccentricity of an object can easily
be computedfrom the normalizedmomentswe use it for
validatingthe helipaddetection.
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Object orientation is de�ned as the angle between the
major axis of the object and the x-axis. It can be derived by
minimizing the function

S� q



� å å
�

i � j ��� Â

� � i � Åx



cosq � � j � Åy



sinq�

2 (24)

where � i 	 j



belongto Â (the spacerepresentingthe image).
Minimizing S� q




givesthe objectorientationq as

q �

1
2

arctan�

2µ11

µ20 � µ02



(25)

D. ObjectRecognition and StateEstimation

Initial trials with test data showed that the �rst, second
and third momentsof inertia were suf�cient to distinguish
betweenthe landing target and other objectspresentin the
image(Equations(18),(19),(20)).Thealgorithmwascalibrated
of�ine using a set of imagescollectedin prior �ights. The
calibrationvaluesstoredwerethemeanvaluesof themoments
of inertia. During actual�ight the momentsof inertia of each
framearecalculatedandcomparedto thecalibrationvalues.If
they lie within a toleranceof � 10% of the storedvaluesand
the computedeccentricityis close to the correct value, then
the object (in this casethe helipad) is said to be recognized
andthealgorithmproceedsto thenext stepof stateestimation.

The state estimationalgorithm calculatesthe coordinates
andorientationof the landingtarget relative to the helicopter.
The headingis calculatedusing Equation25, while the co-
ordinatesof the landing target are calculatedusing Equation
5.

Thecoordinatesof thehelipadsoobtainedarein the image
frame.Thesecoordinatesare transformedinto stateestimates
relative to thehelicopter, basedon theheightof thehelicopter
above the ground. The height of the helicopter is obtained
from the onboarddifferential GPS.The x-coordinateof the
helipadin the helicopterframeof referenceis given by

xheli
�

height � tanf h
2 � ximage

resolutionof the cameraalongthe x axis
(26)

wheref h is the �eld of view of the camerain the x direction,
ximage is the x-coordinateof the helipad in the imageplane.
Similarly the y-coordinateof the helipadis given by

yheli
�

height � tanf v
2 � yimage

resolutionof the cameraalongthe y axis
(27)

wheref v is the�eld of view of thecamerain they direction,
yimage is the y-coordinateof the helipad in the imageplane.
Thex andy coordinatessoobtainedareconvertedinto velocity
commandsby dividing themwith anappropriatescalingfactor.
This scalingfactor is inverselyproportionalto the heightand
is determinedempirically. Thesestateestimatesaresentto the
helicoptercontroller, describednext.

V. CONTROL ARCHITECTURE

The AVATAR is controlled using a hierarchicalbehavior-
based control architecture.Brie�y , a behavior-based con-
troller [25] partitionsthecontrol probleminto a setof loosely
coupledbehaviors. Eachbehavior is responsiblefor a partic-
ular task.The behaviors act in parallel to achieve the overall
goal. Low-level behaviors are responsiblefor robot functions
requiring quick responsewhile higher-level behaviors meet
lesstime-critical needs.The behavior-basedcontrol architec-
ture usedfor the AVATAR is shown in Figure 4. The low-
level behaviors have beenextensively describedin previous
work [19], we give a brief summarybelow and focus on the
behaviors speci�c to the landingproblem.

Navigation Control
Long term

Goal Behaviors

Altitude Control Lateral Velocity

Heading Control

Reflex
Behaviors

Short-term
Goal Behaviors

Desired
Altitude Position

or Vertical
Velocity

Desired
Lateral

Velocity

Pitch Control Roll Control

Desired
Pitch

Desired
Roll

Tail Rotor Collective

IMU

SONAR

Longitudinal
Cyclic

Lateral
Cyclic

GPS

Desired Location

Fig. 4. AVATAR behavior-basedcontroller

At thelowestlevel therobothasasetof re�ex behaviorsthat
maintainstability by holding the craft in hover. The heading
control behavior attemptsto hold thedesiredheadingby using
datafrom the IMU (Inertial MeasurementUnit) to actuatethe
tail rotor. The altitude control behavior usesthe sonar, GPS
and IMU to control the collective and the throttle. The pitch
and roll control behaviors maintainthe desiredroll andpitch
anglesreceivedfrom the lateral velocitybehavior. The lateral
velocity behavior generatesdesiredpitch and roll valuesthat
aregiven to the pitch and roll control behaviors to achieve a
desiredlateralvelocity. At the top level thenavigationcontrol
behavior inputs a desiredheadingto the headingcontrol, a
desiredaltitudeor vertical velocity to the altitude control and
a desiredlateralvelocity to the lateral control behavior. A key
advantageof sucha control algorithm is the ability to build
complex behaviors on top of the existing low level behaviors,
without changingthem.

The low-level and short-term goal behaviors roll, pitch,
heading, altitude and lateral control behaviors are imple-
mented with proportional controllers (The altitude control
behavior is implementedas a proportional-plus-integral(PI)
controller).For examplethe roll control behavior readsin the
current roll angle from the IMU and outputsa lateral cyclic
commandto the helicopter. This is shown in Equation 28
where t is the servo command,q is the roll angle and qd
is the desiredroll angle.



6

t � Kp � qd � q



(28)

The long-termgoal behavior navigationcontrol is respon-
sible for overall task planningand execution.If the heading
error is small, the navigationcontrol behavior gives desired
lateralvelocitiesto thelateral velocitybehavior. If theheading
error is large, the heading control behavior is commanded
to align the helicopterwith the goal while maintainingzero
lateral velocity.

The altitude control behavior is further split into threesub-
behaviors, hover control, velocity control and sonar control.
The hover control sub-behavior is activated when the heli-
copteris either�ying to a goal or is hoveringover the target.
This sub-behavior is usedduring the object recognitionand
objecttrackingstatewhenthehelicoptershouldmove laterally
at a constantaltitude.The hover controller is implementedas
a proportionalcontroller. It readsthedesiredGPSlocationand
the currentlocationandcalculatesthe collective commandto
the helicopter. This is shown in Equation29 where t is the
collective commandsentto the helicopterservos,g � qlat 	 qlon 


is a functionof thecurrentlatitudeandlongitudeg � qdlat 	 qdlon 


is a function of the desiredlatitude and the longitude,Kp is
theproportionalgain.The functiong convertsa given latitude
and longitudeto the correspondingdistancein metersfrom a
pre-surveyed point at the experimentalsite.

t � Kp � g � qdlat 	 qdlon 


� g � qlat 	 qlon 
�


(29)

Once the helipad has been located and the helicopter is
alignedwith thehelipadthevelocitycontrol sub-behavior takes
over from the hover control sub-behavior. It is implemented
as a PI controller. The integral term is addedto reducethe
steadystateerror. The helicopterstartsto descendtill reliable
valuesare obtainedfrom the sonar. The sonar control sub-
behavior takes over at this point until touchdown. This is
alsoimplementedasa PI controller. The velocitycontrol sub-
behavior is shown in Equation30 where t is the collective
commandsentto thehelicopterservos,v is thecurrentvelocity
vd is the desiredvelocity, Kp is the proportionalgain and Ki
is the integral gain.

t � Kp � vd � v



�

Ki
�

� vd � v



dt (30)

The sonar control sub-behavior is shown in Equation 31,
where t is the collective commandto the helicopterservos,
x is the currentposition,xd is the desiredposition,Kp is the
proportionalgain andKi is the integral gain.

t � Kp � xd � x



�

Ki
�

� xd � x



dt (31)

The values Kp, Ki representthe gains associatedwith the
PI controller. Currently thesevaluesare obtainedempirically
during �ight tests.We plan to obtainthesevaluesanalytically
and tune themin the future.

VI . EXPERIMENTAL RESULTS AND DISCUSSION

A total of fourteen landingswere performedon two dif-
ferent days in different weather conditions to validate the
algorithm. Out of the fourteen landings,nine were vision-
basedautonomouslandingswherethe helipadwasstationary
and the helicopterhad to autonomouslydetectit, align with
it and land on it. Two landings consistedof a transitional
stagewherethe helipadwas intermittently hiddento test the
robustnessof the algorithm. In the remainingthree landings
thehelicopterwasrequiredto tracka moving helipadandland
on it onceit stopped.The following subsectionsdescribethe
experimentalresultsin detail.

A. AutonomousLanding

The helicopter is initially commandedto autonomously
�y toward the helipad basedon GPS [search mode]. Once
the helipad is in view, the controller switches to vision -
basedcontrol [track mode] [Figure 2]. If for any reasonthe
helicopterlosessight of the helipad, the controller switches
back to search mode. Once in track mode the low-level
controlbehaviorson thehelicopterreceivecommandsfrom the
vision controller. The vision systemsendsorientationoffset,
velocity forwardandvelocity right commandswith respectto
the image coordinateframe to the helicoptercontroller. The
commandsarethenconvertedinto velocity-northandvelocity-
eastcommandsbasedon the currentGPSand heading.The
navigational control behavior takes theselateral velocity and
headingcommandsand sendsthe appropriatecommandsto
the low-level behaviors for the control of the helicopter.

TABLE I

DATA FROM FLIGHT TESTS

Trial Total �ight time Landingtime dq
1 306 s 108 s 5�

2 156 s 63 s 15�

3 316 s 112 s 0�

4 308 s 106 s 3�

5 178 s 62 s 10�

6 186 s 87 s 10�

7 194 s 66 s 2�

8 156 s 77 s 10�

9 203 s 93 s 4�

When the helicopter is orientedwith the helipad it starts
descending[land mode]. At this juncture the helicopter is
controlledby the velocitycontrol sub-behavior. If it descends
to a height of 2 metersor lessthe sonarcontrol is activated.
From this point onwardsthe helicopter's altitude is regulated
by sonar, till it lands.

A total of nine test �ights were conductedfor testing
autonomouslanding only. The data obtainedare shown in
Table I. The �nal averageorientationerror (dq) is approx-
imately 7

�

. The computationalcost for image processingis
shown in TableII. Thetime takenfor computingthemoments
of inertia is only 10% of the total time. We concludethat
if the landing target has a well de�ned shape,the vision
algorithmis computationallyinexpensive. It maybenotedthat
our framegrabberwasoffboard,thusthecapturedimageswere
contaminatedwith wirelesstransmissionartifacts,arti�cially
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TABLE II

COMPUTATIONAL COST FOR IMAGE PROCESSING AT 10 FRAMES PER

SECOND

Image Processing CPU time
ImageAcquisition � 20%

ThresholdingandFiltering � 12%
Segmentation � 40%

ComponentLabeling � 7%
Hu's Momentsof Inertia � 10%

GUI anddisplayingimages
�

11%

increasingthe dif�culty of the problem.Further, becauseof
the limited bandwidth of the wireless video transmitterwe
wereable to processonly 10 framesper second.

TABLE III

ERRORS IN THE OBJECT RECOGNITION ALGORITHM

Total No of Frames 22060
Helipadpresent 16094
Helipaddetected 15632

Table III shows the accuracy of the algorithm used.The
datawere obtainedfrom approximately22000framesduring
the nine �ight trials. Each�ight wasof a durationof approx-
imately 3 minutes.Out of a total numberof 22060 frames
processed,the landingpadwaspresentin 16094frameswhile
it wasdetectedin 15632frames.Thealgorithmfailedto detect
thehelipadin 462outof 16094frames- anerrorrateof 2 � 87%.
The momentsof inertia are invariant to rotation,scalingand
translationbut vary whenthe planein which the imagelies is
continuallychanging.Thehelicopterpitchesandrolls in �ight,
which changestherelative orientationof the imageplane;this
distorts the image which results in errors. In the future we
plan to integratemeasurementsfrom the IMU with the vision
controller to nullify the effects causedby the roll and pitch
motion.

TABLE IV

AVERAGE RESULTS FROM FLIGHT TESTS

Mean time to land 81 s
Meanautonomous�ight time 198 s

Meanerror in orientation 6o

StandardDeviation in orientation 5o

Meanerror in position 42 cm

Table IV shows the resultsaveragedover the nine �ight
trials. We were able to control the headingof the helicopter
remarkablywell. During the landing phase,the downward
velocity is always restrictedto a maximum of 0 � 2 m/s (see
Figure 5 (d)). This was implementedfor a smoothdescent
trajectory, as well as for safety purposes.The trajectory of
the craft during descentfor a representative trial is shown
in Figure 5 (c). Although initially there are somevariations
in height, the helicopterdescendssmoothly during the later
part. For the helicopter to �nally land it has to overcome
ground effect and turbulence.So when the helicopteris 1m
from thegroundwe rampdown thecollective servo to forcea
decreasein the pitch of the main blades,thereby reducing

the upward thrust, hencethe downward velocity ramps up
to a maximum.This can be seenin Figure 5 (d), when the
downward velocity reaches0 � 6 meters/second.The difference
betweentheorientationof thehelipadandthehelicopterfor a
representative trial is shown in Figure5 (a). The controller is
able to maintainthe orientationof the craft alignedwith the
helipad.

The averageposition error after landing during thesenine
�ights was42 cm from thecenterof thehelipad.This valueis
calculatedasthedistancefrom thecenterof thehelipadto the
centerof thehelicopterafter landing.This error is smallwhen
comparedto the size of the helipad(120 x 120 cm) and the
helicopter(150x 180cm). Presentlythe camerais statically
mountedbelow the undercarriageof the helicopterpointing
down. Dependingon the height of the craft even a small
inclination in the craft causesa large changein thehorizontal
distanceon theground,makingit dif�cult to track the landing
targetprecisely. Mountingthecameraona gimbalwould solve
the problem.Also precisecontrol of the helicopternear the
ground is dif�cult becauseof the air-cushiondevelopedby
the downward thrust from the main rotor of the helicopter.

B. AutonomousLandingwith Helipad MomentarilyHidden

Two trials wereperformedwherethe helipadwasmomen-
tarily hidden when the helicopter was in track mode. The
helicoptersuccessfullywent into search mode,andwhenthe
helipadwasvisible again,it wasableto successfullytrack the
helipad,orient appropriatelyand land on it. During the time
the helipad is lost the helicopter maintainsa near constant
altitude.The averagepositionerror after landingduring these
two �ights was 41 cm from the centerof the helipad.This
value is calculatedas the distancefrom the center of the
helipad to the center of the helicopter after landing. The
averageerror in orientation was 8

�

. This is the difference
betweenthe orientationof the helicopterafter it has landed,
andthe principal axis of the helipad.Thesevaluesaresimilar
to the valuesobtainedin the landing experimentsdescribed
previously, wherethe helipadwascontinuouslyvisible.

C. AutonomousLandingwith Helipad in Motion

Three �ight trials were performed with the helipad in
motion. As soon as the helipad was in the �eld of view of
the camerait was manually moved, so that the helicopter
could track it. Figures6 (a)-(d) depict the results.The initial
location and the �nal location of the helipad as well as the
trajectory of the helicopter are shown in Figure 6 (c) (In
the �gure the circle representsthe initial position of the
helipad and the diamondrepresentsthe �nal position). The
helicoptermaintaineda constantorientationandheightwhile
it was tracking the landing pad as shown in Figures 6 (a)
and (b). Table V shows the error in the orientation of the
helicopterwith respectto the helipad,distanceof the center
of the camerafrom the centerof the helipadandthe distance
moved by the helipad after the helicopter has landed.The
helipadwasnot in motion from the time thehelicopterstarted
landing. Surprisingly, thesevaluesare much better than the
valuesobtainedin theabove landingexperiments.This canbe
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Fig. 5. Performanceof the vision algorithm in conjunctionwith the landingcontroller for a stationaryhelipad.

attributed to the fact that the initial set of experiments(with
a stationaryhelipad) were performedon a very windy day
while there were near-perfectweatherconditionsduring the
trials with the helipadin motion.

TABLE V

DATA OBTAINED WITH MOVING HELIPAD

Trial dd dq Distancemoved
1 25 cm 10� 838 cm
2 12� 5 cm 4� 713 cm
3 50 cm 2� 487 cm

D. Discussionof Results

An initial setof seven landingswereperformedon dayone
to validatethe vision andthe control algorithm.During these
�ights the helicopterhad to �nd a helipad, orient and land
on it.The averageposition error after landing during these
seven �ights was 40 cm from the centerof the helipadand
the averageorientation error was 7

�

. To test the algorithm
two additional landings were performed after a week in
completely different conditions.Since we use an intensity-
baseddescriptor, we wanted to test the robustnessof the
algorithm to external light conditions.Theaverageposition

error after landing during thesetwo �ights was 42 cm from
the centerof the helipad.The averageorientationerror was
7

�

. The results obtainedwere similar to the ones obtained
earlier. This provides partial validation for using moments
of inertia as a shapedescriptor for the helipad in diverse
environmentalconditions.Two �ights wereperformedon day
two to test whetherthe control algorithm could fall back to
search mode i.e, to searchfor the helipad once it was not
visible, andalsoto testhow coherentlythe vision andcontrol
algorithmsperformedin tandem.The averageposition error
after landing during thesetwo �ights was 41 cm from the
centerof the helipad.The averageerror in orientationwas8

�

.
The resultsobtainedwere satisfactory and were comparable
to the previous results.

Finally, on day two we tested(in three �ight trials) how
well the algorithmcould track a moving helipadand land on
it. We wereableto consistentlytrack andland on the helipad
with anaverageerrorof 5

�

in orientationandanaverageerror
of 28 cm in distance.This result was much better than the
valuesobtainedin previous trials wheretheaverageerror was
approximately7

�

in orientationand 40cm in distance.This
could be attributedto the fact that on day two therewaslittle
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Fig. 6. Vision algorithm in conjunctionwith the landingcontrollerwhen the helipadis moved.

or almostno wind andnear-perfect�ight conditions.2

VII . CONCLUSION AND FUTURE WORK

We have presentedthe design and implementationof a
real-time vision-basedsystemfor detectinga landing target
(stationary or in intermittent motion) and a controller to
autonomouslyland a helicopter on the target. The vision
algorithm is fast, robust and computationallyinexpensive. It
relies on the assumptionsthat the landing target hasa well-
de�ned geometricshape,and all the feature points of the
landing target are coplanar. Sincewe chosea landing target
composedof polygonsand the helicopterkeepsthe camera
roughly perpendicularto the ground, thesetwo assumptions
were justi�ed.

Data from fourteen �ight trials show that our algorithm
and landing strategy works accuratelyand repeatablyeven
whenthe landingtarget is in motion or is temporarilyhidden.
The helicopter achieved autonomouslanding to within 40
cm positionalaccuracy and7

�

orientationaccuracy measured
relative to the helipad. In the future we plan to integrate
measurementsfrom the IMU with the algorithm described
hereto nullify the effectscausedby the roll andpitch motion

2In Figures5 and 6 the total time of �ight in eachof the sub�gures is
different sincethe plots are from differentexperimentaltrials

thereby improving the detection of the landing target. At
presentthe gainsusedin thebehavior-basedcontrollerfor the
helicopter are manually determined.In the future, we plan
to determinethesegainsbasedon systemidenti�cation of the
dynamicsof thehelicopter. Also, we planto mountthecamera
on a gimbal to nullify the effects causedby changesin the
inclination of the helicopter, so that we are able to track the
helipadmoreaccurately.

In the future we plan to focusour attentionon the problem
of safeand preciselanding of the helicopterin unstructured
harsh 3D environments.The applicationsof such a system
are enormous;from spaceexploration to target tracking and
acquisition.
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