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Abstract— In this extended abstract we discuss how social
communication during human-robot task collaboration can be
used to improve user task performance and guide decisionmaking. Our approach integrates recognition of a person’s
intentional role-driven behavior with planning of the robot’s
verbal feedback using a Markov decision process representation
of the task environment. Using this type of model allows for the
robot to track user performance on a task overtime, provide
contextual verbal feedback, and adjust the presentation of
feedback overtime according to observed changes in the user’s
activity. The approach will be evaluated in an assistive meal
preparation task with older adults, in which an autonomous
robot provides verbal guidance in addition to directly assisting
the user by performing parts of the task.

I. INTRODUCTION
Social science literature indicates many types of human
communication behavior that could be employed by a robot
to improve the in situ decision-making of a user during
a collaborative activity. These include appropriate use of
attentional cues, staging actions to maximize shared visual
information, providing well-formed gestural and speech cues,
and coaching actions such as feedback, encouragement, and
empathetic displays to build team rapport. In prior work
[1] we have developed a method for robot-production of
contextually-appropriate speech actions during a structured
task. Although speech has obvious limitations in noisy environments, with users with hearing or linguistic limitations,
and in certain scenarios, such as disambiguating many similar
objects, it is a useful modality for a robot to employ when
interacting with users. For instance, verbal interaction with
a robot does not require the use of a screen-based user
interface, which might require training users before use and
is cumbersome in certain environments as the user must
simultaneously monitor the screen and the robot. Speech
also lends itself to supporting a user’s’ natural tendency to
anthropomorphize the robot and could be employed to help
build a user’s mental model of the robot’s behavior.
II. APPROACH
Our approach involves the combination of a policy-based
user activity model updated from multi-modal sensor input,
with a communication planning system that produces three
types of robot verbal feedback during an activity. These
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include: 1) robot self-narration of its activities, 2) role allocation suggestions for the user, and 3) empathetic displays
when positive and negative events occur. This combination provides a balance of information aimed at improving
the human collaborator’s situational awareness and building
rapport with the robot as a teammate and collaborator.
Since the robot is actively tracking the user’s behavior and
comparing it to a desired task allocation over time, this
approach is amenable to providing contextualized assistive
verbal feedback to users in the form of informational prompts
and encouragement. Also, the scenario where the robot offers
suggestions to the user, is particularly interesting because it
informs the user that the robot is monitoring their progress
and evaluating the world from their perspective and allows
the robot to potentially influence the joint decision making
of the team. Finally, since the communication produced by
the feedback can be adaptively modified overtime in order to
better match the needs of the user and provide personalized
feedback. As the system is modeling the user’s task performance over time as well as suggesting recommended user
behavior, we demonstrate how a measure of user adherence
to the robot’s suggestion could be used as a signal for
adapting and personalizing the robot’s feedback. This could
be relevant for the production of socially assistive feedback
for motivating and guiding users during a rehabilitation
exercise.
III. VALIDATION AND RESULTS
The approach has previously been evaluated in a dynamic pairwise task with a convenience population, which
demonstrated an improvement in objective team performance
metrics by 14% as well as improved subjective user evaluations of the robot. In this evaluation we also found that
user’s overwhelmingly understood and adhered to the actions
suggested by the robot. Preliminary results from a multisession study with older adults at a care facility will be
presented, in which a robot helper assists the user in a meal
preparation task by fetching objects and providing guiding
verbal feedback. The goal of this evaluation is to assess the
generalizability of the approach in different task scenarios
as well as the robot’s ability to clearly and correctly provide
verbal feedback to users in a target population for in-home
robot assistants.
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